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FIRST CHANGES

8.3.4
SgNB initiated SgNB Modification

Editor’s Note: All the text below is FFS.
8.3.4.1
General

This procedure is used by the SgNB to modify the UE context in the SgNB.

The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: SgNB initiated SgNB Modification, successful operation.

The SgNB initiates the procedure by sending the SGNB MODIFICATION REQUIRED message to the MgNB.

When the SgNB sends the SGNB MODIFICATION REQUIRED message, it shall start the timer TDCoverall. 

The SGNB MODIFICATION REQUIRED message may contain

-
the SgNB to MgNB Container IE.
-
PDU sessions to be released within the PDU sessions To Be Released Item IE;

-
the SCG Change Indication IE.

-
the User Activity Indication IE.

If the MgNB receives a SGNB MODIFICATION REQUIRED message containing the SCG Change Indication IE, the MgNB shall act as specified in xxx.

If the MgNB is able to perform the modifications requested by the SgNB, the MgNB shall send the SGNB MODIFICATION CONFIRM message to the SgNB. The SGNB MODIFICATION CONFIRM message may contain the MgNB to SgNB Container IE.

Upon reception of the SGNB MODIFICATION CONFIRM message the SgNB shall stop the timer TDCoverall.
NEXT CHANGES

9.1.2.8
SGNB MODIFICATION REQUIRED

This message is sent by the SgNB to the MgNB to request the modification of SgNB resources for a specific UE.

Direction: SgNB ( MgNB. 
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	MgNB UE XnAP ID
	M
	
	gNB UE XnAP ID

<reference>
	Allocated at the MgNB
	YES
	reject

	SgNB UE XnAP ID
	M
	
	gNB UE XnAP ID

<reference>
	Allocated at the SgNB
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	ignore

	SCG Change Indication
	O
	
	<reference>
	
	YES
	ignore

	PDU sessions To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU sessions To Be Released Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>PDU session ID
	M
	
	<reference>
	
	–
	–

	>>Cause
	M
	
	<reference>
	
	–
	–

	SgNB to MgNB Container
	O
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS yy.xxx [x]
Editor’s Note: to be checked with RAN2
	YES
	ignore

	User Activity Indication
	O
	
	ENUMERATED (active, inactive, ...)
	Indicates that a change of the user activity was detected at the MAC of the SgNB. The Indicator provides the new state.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


END OF CHANGES
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