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9.1.3.1
XN SETUP REQUEST

Editor’s Note:
The text and the message structure in this chapter are FFS

This message is sent by a gNB to a neighbouring gNB to transfer application data for an Xn-C interface instance.

Direction: gNB1 ( gNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	Global gNB ID
	M
	
	<reference>
	Editor’s Note: the definition of the Global gNB ID is FFS. It may relate to identification of cells hosted by the gNB. (FFS)
	YES
	reject

	Served Cells NR
	
	0 .. <maxCellingNB>
	
	Editor’s Note: It is FFS whether the complete list of NR cells served by the gNB shall be contained. .The content of the neighbour cell IEs is FFS as well
	YES
	reject

	>Served Cell Information NR
	M
	
	<reference>
	
	–
	

	>Neighbour Information NR
	O
	
	<reference>
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	<reference>
	
	–
	

	Served Cells E-UTRA
	O
	0 .. <maxCellingNB>
	
	Editor’s Note: It is FFS whether the complete list of E-UTRA cells served by the gNB shall be contained. The content of the neighbour cell IEs is FFS as well
	YES
	reject

	>Served Cell Information E-UTRA
	M
	
	<reference>
	
	–
	

	>Neighbour Information NR
	O
	
	<reference>
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	<reference>
	
	–
	

	AMF Pool information
	M
	
	<reference>
	List of all the AMF pools to which the gNB belongs
	GLOBAL
	reject

	TAI Support List
	O
	
	9.1.X
	List of supported TAs and associated characteristics.
	GLOBAL
	reject


Editor’s Note:
Further details, IEs are FFS

9.1.X

TAI Support List
This IE indicates the list of TAIs supported by gNB and associated characteristics e.g. supported slices. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	>TAI Support Item IEs
	
	1 ..  <maxnoof TACs>
	
	
	EACH
	reject

	>> TAC
	M
	
	<ref>
	Broadcast TAC 
	-
	

	>> Broadcast PLMNs
	
	
	1..<maxnoofBPLMNs> 
	Broadcast PLMNs
	-
	

	 >>> PLMN Identity
	M
	
	PLMN Identity

<reference>
	
	-
	

	 >>> TAI Slice Support
	O
	
	9.1.Y
	
	-
	


· 9.1.Y

TAI Slice Support

Editor’s Note:
Further details FFS.

This IE indicates the list of supported slices for a TAI.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	ALL
	O
	
	Any slice supported.
	
	-
	-

	Slice List
	O
	
	
	
	-
	-

	>Slice Item IEs
	
	1..<maxnoofSlices>
	
	
	-
	-

	>>Choice Slice
	M
	
	
	
	-
	

	 >>>S-NSSAI 
	
	
	
	
	-
	

	      >>>>SST
	M
	
	OCTET STRING (SIZE(1)) 
	
	-
	-

	      >>>>SD
	O
	
	OCTET STRING (SIZE(3))
	
	-
	-

	    >>>SD
	
	
	
	
	-
	-

	      >>>>SD
	M
	
	OCTET STRING (SIZE(3))
	
	-
	-


9.1.3.2
XN SETUP RESPONSE
Editor’s Note:
The text and the message structure in this chapter are FFS

This message is sent by a gNB to a neighbouring gNB to transfer application data for an Xn-C interface instance.

Direction: gNB2 ( gNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	Global gNB ID
	M
	
	<reference>
	Editor’s Note: the definition of the Global gNB ID is FFS. It may relate to identification of cells hosted by the gNB. (FFS)
	YES
	reject

	TAI Support List
	O
	
	9.1.X
	List of supported TAs and associated characteristics. 
	GLOBAL
	reject
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