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Introduction
Based on the discussion on the Default QoS in [1], a text proposal for TS 38.413-010 is provided in this contribution. 
START OF CHANGE
8.2.1
PDU Session Resource Setup

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: PDU session resource setup: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE SETUP REQUEST message to the gNB.

-
The PDU SESSION RESOURCE REQUEST message shall contain the information required by the gNB to setup PDU session related NG-RAN configuration consisting of at least one PDU Session Resource for each PDU Session Resource to setup included in PDU Session Resource To Be Setup Item IE.
The AMF initiates the procedure by sending a PDU SESSION RESOURCE SETUP REQUEST message to the gNB. 
Upon reception of the PDU SESSION RESOURCE SETUP REQUEST message, and if resources are available for the requested configuration, the gNB shall execute the requested NG-RAN configuration and allocate associated resources over NG and over Uu for each PDU session listed in the PDU Session Resource To Be Setup Item IE. 
For each requested PDU session, if resources are available for the requested configuration, the gNB shall establish at least one or several Data Radio Bearers and associate each accepted QoS flow of the PDU session to a Data Radio Bearer established. 
For each PDU session successfully established the gNB shall pass to the UE the NAS-PDU IE and the value contained in the PDU Session ID IE received for the PDU Session. The gNB shall not send to the UE the NAS PDUs associated to the failed PDU sessions. 
For each PDU session the gNB shall store the transport layer address and the tunnel endpoint included in the PDU Session Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message and use it as the uplink termination point for the user plane data for this PDU session.

For each PDU session for which the PDU Session Type IE is included in the PDU SESSION RESOURCE SETUP REQUEST message and is not set to “IPv4” nor “IPv6”, the gNB shall not perform header compression for the concerned PDU session [FFS].

For each PDU session for which the S-NSSAI IE is included in the PDU SESSION RESOURCE SETUP REQUEST message the gNB shall store the Network Slice Assistance Information corresponding to the concerned PDU session and use it as specified in TS 38.300 [8]. 

For each PDU session in the PDU SESSION RESOURCE SETUP REQUEST message the gNB shall enforce the traffic corresponding to the received PDU Session Resource Aggregated Maximum Bit Rate IE. The gNB shall use the received Aggregate Maximum Bit Rate for the concerned PDU session and concerned UE as specified in TS 23.501 [9].
For each PDU session in the PDU SESSION RESOURCE SETUP REQUEST message, the gNB shall establish the default DRB corresponding to the received PDU Session generic QoS Profile IE.
9.3.1
Radio Network Layer Related IEs
9.3.1.6
PDU Session Setup Request Transfer

Editor’s Note:
This IE is transparent to AMF. IE structure needs further checking and completion. Further details FFS. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Setup Request Transfer
	
	1
	
	
	YES
	reject

	>PDU Session Resource Aggregated Maximum Bitrate
	M
	
	<ref>
	
	-
	

	>Transport Layer Information
	M
	
	<ref>
	
	-
	

	>PDU Session Type [FFS]
	M
	
	<ref>
	eNote: IP, unstructured or Ethernet
	-
	

	>PDU Session generic QoS Profile
	M
	
	
	
	
	

	>>QoS Flow Level QoS Parameters
	FFS
	
	
	
	
	

	>QoS Flows Setup List
	
	1
	
	
	-
	

	>>QoS Flows Setup Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>>QoS Flow Indicator
	M
	
	<ref>
	
	EACH
	reject

	>>>QoS Flow Level QoS Parameters
	FFS
	
	<ref>
	
	EACH
	reject

	>>>Reflective QoS Activation [FFS]
	O
	
	<ref>
	
	EACH
	reject
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