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1
Discussion
Attached is a text proposal for TS 38.413 containing the following (non-controversial?) changes:

1. Section 3.1: Resolution of the editor’s note (“Stage 2 references are FFS”) based on the following agreement from RAN3#96 (see RAN3 Chairman Notes):
Stage 3 describes interaction with single interface (keep here the interaction between procedure)
Stage 2: 300 describes interaction the UE impact and CN interfaces

Stage 2: 401 describes interaction within NG-RAN interfaces means interfaces NG, Xn, F1 and general principle 
4x0 (410/420/470) describes specificity of one interface e.g. agnostic, list of procedure, multiple instance of the same interface, complex interaction see NB IoT / DC etc … 

2. Section 8.1: Removal of the editor’s note (“Whether the merge of INITIAL UE MESSAGE and UPLINK NAS TRANSPORT is possible or not needs further discussion”), based on the agreement from RAN3#96 not to merge the two messages (see R3-171981 pCR for TS 38.410, which reflects Proposal 1 from R3-171541).
3. Section 8.2.5.2: Arrows in signalling flow are reversed (editorial).

4. PDU SESSION RESOURCE NOTIFY tabular

a. Assigned Criticality of Message Type IE changed from “reject” to “ignore”

5. PATH SWITCH REQUEST ACKNOWLEDGE

a. Criticality Diagnostics IE changed from “M” to “O”
6. DOWNLINK NAS TRANSPORT tabular

a. Extra Message Type IE deleted (editorial)

7. NG SETUP REQUEST and GNB CONFIGURATION UPDATE tabular

a. Removal of eNote about definition of Global gNB ID (since a separate section for Global gNB ID IE was introduced at RAN3#96)

8. Addition of IE definitions for some basic Radio Network Layer Related IEs which have already been introduced in message tabular:

a. Message Type (section 9.3.1.1) => the “Message Type” dummy group was dropped from the tabular since it appeared to serve no purpose
b. Cause (section 9.3.1.2), placeholder including Editor’s Note that further details are FFS

c. Criticality Diagnostics (section 9.3.1.3)

9. Addition of  IE definitions for some basic NAS related IEs which have already been introduced in message tabular.
a. AMF UE NGAP ID (section 9.3.3.1)
b. gNB UE NGAP ID (section 9.3.3.2)
c. UE NGAP ID Pair (section 9.3.3.3)

d. NAS-PDU (section 9.3.3.4)
10. Some general editorials (e.g. IE groups in bold, missing or extra lines, etc)
