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Introduction
This is the text proposal for TS 38.413 based on contribution [1]
2

TP for TS 38.413
	*********First Change**********


9.2.6.2
NG SETUP RESPONSE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to transfer application layer information for an NG-C interface instance.

Direction: AMF ( gNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	reject

	AMF Name
	O
	
	PrintableString

(SIZE(1..150,…))
	FFS
	YES
	ignore

	AMF pool and AMF code related information
	M
	
	<ref>
	eNote: Will be similar to EPS, but details are pending discussions in SA2 (FFS)
	GLOBAL
	reject

	Relative AMF Capacity
	M
	
	<ref>
	eNote: Load balancing concepts are pending discussions in SA2 (FFS)
	YES
	ignore

	AMF Slice Support
	O
	FFS
	The structure of this IE is FFS.
	Configured slices in the AMF.

	YES
	ignore

	TNL Associations List
	M
	1..<maxnoofTNLAssociations>

	
	
	
	

	>TNL Information
	M
	
	TNL Information

<ref>
	
	
	


	Range bound
	Explanation

	
	


	*********Next Change**********


9.2.6.7
AMF CONFIGURATION UPDATE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to transfer updated information for an NG-C interface instance.

Direction: AMF ( gNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	reject

	AMF Name
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	AMF Slice Support 
	O
	FFS
	The structure of this IE is FFS.
	Configured slices in the AMF.
	YES
	ignore

	TNL Associations List To Add
	M
	1..<maxnoofTNLAssociations>

	
	
	
	

	>TNL Information
	M
	
	TNL Information

<ref>
	
	
	

	TNL Associations List To Remove
	M
	1..<maxnoofTNLAssociations>

	
	
	
	

	>TNL ID
	M
	
	TNL ID<ref>
	
	
	


	*********Next Change**********


9.2.2.x

TNL BINDING UPDATE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to redirect or release TNL associations.
Direction: AMF ( gNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	ignore

	gNB UE NGAP ID
	M
	
	<ref>
	
	YES
	ignore

	TNL Redirection 
	O
	
	TNL ID<ref>
	
	
	

	TNL Associations List To Remove
	O
	1..<maxnoofTNLAssociations>

	
	
	
	

	>TNL ID
	M
	
	TNL Information

<ref>
	
	
	


	*********Next Change**********


9.2.2.y
TNL Information

This information element is an IP address.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TNL Information
	M
	
	BIT STRING (SIZE(1..160, …))
	

	TNL ID
	M
	
	INTEGER
	


	*********End Of Changes**********
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