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1
Introduction
This paper discusses and proposes that F1 setup shall be initiated by the gNB-DU.  The Text Proposal is also provided in [1].

2
Discussion
It is FFS on which node should initiate F1 setup in TS 38.401.
====
10.3.2.2.2
F1 interface management function
The error indication function is used by the gNB-DU or gNB-CU to indicate to the gNB-CU or gNB-DU that an  error has occurred.

The reset function is used to initialize the peer entity after node setup and after a failure event occurred. This procedure can be used by both the gNB-DU and gNB-CU.

The F1 setup (respectively the gNB-DU and gNB-CU configuration update) function allows to exchange (respectively update) application level data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. The F1 setup is initiated by the gNB-DU (FFS).

====

The same principle of SCTP association should be applied. Considering the fact that a lot of gNB-DUs will be deployed under a gNB-CU, it is better for gNB-DU to initiate F1 setup from easy operational perspective.

Proposal 1: It is proposed to agree that F1 setup shall be initiated by gNB-DU and remove the FFS
Proposal 2: It is proposed to agree on the TP for TS 38.401 provided in [1].

3
Conclusions
Proposal 1: It is proposed to agree that F1 setup shall be initiated by gNB-DU and remove the FFS

Proposal 2: It is proposed to agree on the TP for TS 38.401 provided in [1].
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