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<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
8.2.4
Retrieve UE Context

8.2.4.1
General

Editor’s Note:
The content of this chapter is FFS
The purpose of the Retrieve UE Context procedure is to retrieve the UE context from the gNB where the UE has been sent to RRC_INACTIVE (old gNB) and transfer it to the gNB where the UE RRC Connection has been requested to be established from RRC_INACTIVE (new gNB), or to notifiy the old gNB of the RAN notification ara update.

The procedure uses UE-associated signalling.

Editor’s Note:
Details are FFS.

8.2.4.2
Successful Operation

Editor’s Note:
The content of this chapter is FFS
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation

The new gNB initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old gNB. 
Upon reception of the the RETRIEVE UE CONTEXT REQUEST message, if the old gNB decides to transfer the context to new gNB, it shall response with RETRIEVE UE CONTEXT RESPONSE message with UE Context. if the old gNB decides not to transfer the context to new gNB, it shall response with RETRIEVE UE CONTEXT RESPONSE message without the UE Context IE.
Editor’s Note:
Details are FFS.

8.2.4.3
Unsuccessful Operation

Editor’s Note:
The content of this chapter is FFS
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Figure 8.2.4.3-1: Retrieve UE Context, unsuccessful operation

Editor’s Note:
Details are FFS.

8.2.4.4
Abnormal Conditions

Editor’s Note:
Details are FFS.
<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
_1551880095.vsd
old gNB


new gNB


RETRIEVE UE CONTEXT REQUEST


RETRIEVE UE CONTEXT RESPONSE



_1551880052.vsd
old gNB


new gNB


RETRIEVE UE CONTEXT REQUEST


RETRIEVE UE CONTEXT FAILURE



