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1. Introduction
This paper discuss the following issues in 38.401. 
2. Discussion

	In 6.1 Overview

Editor Note: The figure in overall architecture whether to show also gNB without gNB-CU/gNB-DU splitting is FFS.


The overall architecture is showing the gNB-CU/gNB-DU within a box as gNB. This should be enough and no need to show gNB without gNB-CU/gNB-DU splitting. 
Proposal 1: it is proposed not to show additional figure of gNB without gNB-CU/gNB-DU splitting, and also to remove the FFS.
	In 6.2.1
Principle of handling Application Protocol Identities 
Editor Note: the description of APID need to check if duplication text with other specifications (FFS)


Initially the duplication description of APID was the gNB-CU UE F1AP ID, and it was resolved by putting reference to 38.473, there is no duplication for other APID. 
When the text will become stable, then clean up may be needed to move the description of gNB-CU UE F1AP ID from 38.413 to 38.401 in order to have centralized place for the description of all APID. This can be done later.
Proposal 2: it is proposed to remove the FFS of “Editor Note: the description of APID need to check if duplication text with other specifications (FFS)” without any further action.
	In 6.4
UE associations in gNB
(FFS for User Plane CIoT)


In general, it has been more or less understood that the CIoT related will not be included in NR at least in Phase 1. Therefore the text related with CIoT should be removed.

Proposal 3: it is proposed to remove all related text for CIoT and also to remove the FFS.
	In 9.1
gNB Synchronization
(FFS whether to remove MBSFN part)


In general, it has been more or less understood that the MBSFN related will not be included in NR at least in Phase 1. Therefore the text related with MBSFN should be removed.

Proposal 4: it is proposed to remove all related text for MBSFN and also to remove the FFS.

	In 9.1
gNB Synchronization
Editor Note: FFS for the synchronization for gNB-CU and gNB-DU.


The execution of function in gNB-CU (i.e. PDCP) and gNB-DU (i.e. RLC/MAC/Phy) does not require synchronization. For example, in the u-plane packet sending from CU to DU, there is no case that e.g. any radio frame number will be indicated, therefore there should be no additional synchronization requirement between gNN-CU and gNB-DU.

Proposal 5: it is proposed to remove the FFS of “Editor Note: FFS for the synchronization for gNB-CU and gNB-DU.” without any further action.
3. Conclusion and Proposal
This paper discuss 
Proposal 1: it is proposed not to show additional figure of gNB without gNB-CU/gNB-DU splitting, and also to remove the FFS.

Proposal 2: it is proposed to remove the FFS of “Editor Note: the description of APID need to check if duplication text with other specifications (FFS)” without any further action.
Proposal 3: it is proposed to remove all related text for CIoT and also to remove the FFS.

Proposal 4: it is proposed to remove all related text for MBSFN and also to remove the FFS.

Proposal 5: it is proposed to remove the FFS of “Editor Note: FFS for the synchronization for gNB-CU and gNB-DU.” without any further action.
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