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1. Introduction
In RAN3#95, it was decided to initiate the process of application for the following assignments:
· NG interface: port number for SCTP, and Payload Protocol Identifier (PPI).

· Xn interface: port number for SCTP, and Payload Protocol Identifier (PPI).

It was also noted that the same assignments would be required for the CU-DU interface, later named as F1.

This document provides an update on these applications, along with the suggested TPs where the assignments are completed. It should be noted that the application for F1 was made after the formal approval of the new specifications, and hence the process is not completed at the time of writing.
2. IANA assignments
Following the completion of the IANA application process, the following assignments may be recorded in 3GPP specifications:

	
	SCTP PPI values
	Port number

	NG interface
	60
	38412

	Xn interface
	61
	38422

	F1 interface
	62
	(*)


(*) Port number not yet assigned at the time of writing
The section below provides text proposals for the three impacted specifications. 

3. Text Proposals
TP for TS 38.412
7
Transport layer

Editor’s note: description for how SCTP protocol is used as the transport layer in NG interface.
SCTP (IETF RFC 4960 [x]) shall be supported as the transport layer of NG-c signalling bearer. The Payload Protocol Identifier assigned by IANA to be used by SCTP for the application layer protocol NGAP is 60.
SCTP refers to the Stream Control Transmission Protocol developed by the Sigtran working group of the IETF for the purpose of transporting various signalling protocols over IP network.
Editor’s Note: the number of SCTP associations between one gNB and one AMF pair is FFS.
Editor’s Note: the node that initiates the SCTP association is FFS.

The SCTP Destination Port number value assigned by IANA to be used for NGAP is 38412.
TP for TS 38.422
7
Transport layer

Editor’s note: description for how SCTP protocol is used as the transport layer in Xn interface.
SCTP (IETF RFC 4960 [x]) shall be supported as the transport layer of Xn-c signalling bearer. The Payload Protocol Identifier assigned by IANA to be used by SCTP for the application layer protocol XnAP is 61.
SCTP refers to the Stream Control Transmission Protocol developed by the Sigtran working group of the IETF for the purpose of transporting various signalling protocols over IP network.
Editor’s Note: the number of SCTP associations between one gNB and one AMF pair is FFS.
Editor’s Note: the node that initiates the SCTP association is FFS.

The SCTP Destination Port number value assigned by IANA to be used for NGAP is 38422.
TP for TS 38.472
7
Transport layer

SCTP (IETF RFC 4960 [5]) shall be supported as the transport layer of F1-c signalling bearer. The Payload Protocol Identifier assigned by IANA to be used by SCTP for the application layer protocol F1AP is 62.
SCTP refers to the Stream Control Transmission Protocol developed by the Sigtran working group of the IETF for the purpose of transporting various signalling protocols over IP network.
There shall be only one SCTP association established between one gNB-CU and gNB-DU pair.

The gNB-DU shall establish the SCTP association. The SCTP Destination Port number value assigned by IANA to be used for F1AP is yyyyy(FFS).
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