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1 Introduction

This contribution provides the Text Proposal to capture the LTE CU DU deployment scenario into TR36.756.
2 Text Proposal
--------------------------------start of the change-------------------------------
6
E-UTRAN architecture evolution and scenarios

6.1 
eNB CU-DU deployment scenario

eNB connected to EPC in figure 6.1.x-1 and eNB connected to NGC in figure  6.1.x-2 are two basic scenarios for E-UTRAN CU/DU split.
Editor’s note: For explanation the deployment scenarios, the interface between eNB CU and DU is called V1 temporarily. If RAN3 decide the name of this interface, V1 is refreshed with its new name instead.
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Figure 6.1.x-1: Scenario 1 eNB connect to EPC

[image: image2]
Figure 6.1.x-2: Scenario 2 eNB connect to NGC
For E-UTRAN and NR DC deployment scenarios, the architecture evolution of E-UTRAN should support option 3/3a/3x and option 7/7a/7x. gNB is disaggregated as gNB-CU and gNB-DU as shown in figure 6.1.y-1, or gNB is one integrated node as figure 6.1.y-2. For the other figures, gNB could be disaggregated as gNB-CU and gNB-DU, or one integrated gNB as figure 6.1.y-2. For simplicity, only the disaggregated gNB is shown in figure 6.1.z-1/6.1.z-2 and figure 6.1.z-4/6.1.z-5/6.1.z-6.
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Figure 6.1.y-1: Scenario 3 LTE-NR dual connectivity for option 3
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Figure 6.1.y-2: Scenario 3 LTE-NR dual connectivity for option 3 (with integrated gNB)
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Figure 6.1.z-1: Scenario 3 LTE-NR dual connectivity for option 3a
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Figure 6.1.z-2: Scenario 3 LTE-NR dual connectivity for option 3x
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Figure 6.1.z-3: Scenario 7 LTE-NR dual connectivity for option 7
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Figure 6.1.z-4: Scenario 7 LTE-NR dual connectivity for option 7a
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Figure 6.1.z-5: Scenario 7 LTE-NR dual connectivity for option 7x
--------------------------------end of the change-------------------------------
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