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1. Introduction
This paper provides the corresponding Text Proposal to TS 38.413 [1] based on the proposals of R3-172565 [2].
2. Discussion

Text Proposal

----------------Start of the First Change---------------
9.2.3.8
PATH SWITCH REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
The split of this message using an NGAP SM container transparent to the AMF is subject to confirmation.

This message is sent by the gNB to inform the AMF of the new serving gNB and to transfer some NG-U DL tunnel termination point(s) to the SMF via the AMF for one or multiple PDU sessions.
Direction: gNB ( AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	Source AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	User Location Information (FFS)
	M
	
	<ref>
	
	YES
	ignore

	UE Security Capabilities
	M
	
	<ref>
	
	YES
	ignore

	PDU Sessions To Be Switched in Downlink List
	
	1
	
	
	YES
	reject

	>PDU Sessions Switched in Downlink Item IEs
	
	1..<maxnoofPDUSessionResources> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>> S-NSSAI 
	O
	
	<ref>
	
	-
	

	>>PDU Session Switch Request Transfer
	M
	
	<ref>
	This IE includes a container from the RAN to the SMF node transparently to the AMF.
	-
	


9.2.3.9
PATH SWITCH REQUEST ACKNOWLEDGE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
The split of this message using two NGAP SM containers transparent to the AMF is subject to confirmation.

This message is sent by the AMF to inform the gNB that the path switch has been successfully completed in the 5GS.

Direction: AMF ( gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	Security Context
	M
	
	<ref>
	
	YES
	ignore

	PDU Sessions To Be Switched in Uplink List
	
	0..1 
	
	
	YES
	reject

	>PDU Sessions Switched in Uplink Item IEs
	
	1..<maxnoofPDUSessionResources> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>S-NSSAI 
	O
	
	<ref>
	
	-
	

	>>PDU Session Switch Uplink Transfer
	M
	
	<ref>
	This IE includes a container from the SMF to the RAN node transparently to the AMF.
	-
	

	PDU Sessions Released List
	
	0..1
	
	
	YES
	reject

	>PDU Sessions Released Item IEs
	
	1..<maxnoofPDUSessionResources> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>S-NSSAI 
	O
	
	<ref>
	
	-
	

	>>PDU Session Switch Response Transfer
	M
	
	<ref>
	This IE includes a container from the SMF to the RAN node transparently to the AMF.
	-
	

	Criticality Diagnostics
	M
	
	<ref>
	
	YES
	ignore


----------------End of the First Change---------------
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