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As agreed in Bath/UK last meeting (WG4#09 - agenda item 8.10), the following changes have been included in the TR 25.942v2.1.0:





Insertion of a new sub-section 10.1 “Downlink modulation accuracy” under section 10 (Toc R4-99905)


Section 9 “Antenna-to-Antenna Isolation Measurements” text was removed and replaced with text from Tdoc R4-99927 under a new section 9 “Antenna-to-Antenna Isolation”


A note was added to section 4, regarding the power class to consider (power class 1) when worst case scenarios are studied (Tdoc R4-99993)





The document has been submitted to the plenary meeting RAN#06 completed with the above changes. The RAN#06 endorsed the TR 25.942v2.1.1 without any comment.





After the RAN#06 endorsement, additional changes has been required to update the document via WG4 email reflector. With these changes the TR 25.942 is raised to version 2.1.2.





Editorial changes to section 6 and 8 of the TR (R4-00XXX(Corrections on TR25_942_211.zip)) from Siemens.


Insertion of text (TDD/TDD coexistence analysis) from R4-99870 as agreed at WG4#9. Section 7.3.1 “Macro to macro multi-operator” has been split in sub-section 7.3.1.1 for the synchronised operators case (oldest) and sub-section 7.3.1.2 for the non-synchronised case (newest), and for simulation results section 8.3.2 (ACIR for TDD/TDD) the same shape has been taken.





TR 25.942v2.1.1 did not contain these additional contribution since they were not mentioned in the WG4#09 draft minutes meeting.
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