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<Start of Change>
9.10.2.2	Requirements applicability
The measurement of the associated SSB follows the same requirements as SSB based measurements defined in 9.2.
The requirements in clause 9.10.2 apply, provided:
-	Only one intra-frequency CSI-RS layer per serving cell is configured, and
-	The BW of the CSI-RS on the intra-frequency neighbor cell is within the active BWP of the UE, and
[bookmark: OLE_LINK39][bookmark: OLE_LINK40]-	The associated SSB of the CSI-RS resources being identified or measured are detectable, and the CSI-RS resources configured for CSI-RS based L3 measurements are measurable, and
-	The bandwidth of CSI-RS resources of intra-MO is the same as that of the CSI-RS resources configured for the serving cell, and
-	All CSI-RS resources on one intra-frequency layer in FR1 are configured within up to two separate windows where each window is up to 5ms, and for the case of two separate windows further provided
-	The two windows are either both fully non-overlapped with MG or both partially overlapped with MG
-	The periodicity of the configured CSI-RS resources is 20ms or 40ms, and
-	The gap between two 5ms windows is half of the CSI-RS periodicity.
-	All CSI-RS resources on one intra-frequency layer in FR2 are configured within a window of up to 5ms 
-	Numerology for intra-frequency CSI-RS and data of serving cell are the same.
Editor’s note: two separate 5ms windows for intra-frequency measurement is supported at least for FR1, and FFS for FR2.
Editor’s note: FFS whether the conditions for two separate 5ms windows apply also to the case when all CSI-RS resources on one intra-frequency layer are configured within one single windows.
An intra-frequency cell shall be considered detectable when for each relevant associated SSB:
	SS-RSRP related side conditions given in clauses 10.1.2.1 and 10.1.3.1 for FR1 and FR2, respectively, for a corresponding Band,
-	SS-RSRQ related side conditions given in clauses 10.1.7.1 and 10.1.8.1 for FR1 and FR2, respectively, for a corresponding Band,
-	SS-SINR related side conditions given in clauses 10.1.12.1 and 10.1.13.1 for FR1 and FR2, respectively, for a corresponding Band,
-	SSB_RP and SSB Ês/Iot according to Annex B.2.2 for a corresponding Band.
A CSI-RS resource shall be considered measurable when for each relevant CSI-RS resource:
-	CSI-RSRP related side conditions given in clauses 10.1.2.3 and 10.1.3.3 for FR1 and FR2, respectively, for a corresponding Band,
-	CSI-RSRQ related side conditions given in clauses 10.1.7.2 and 10.1.8.2 for FR1 and FR2, respectively, for a corresponding Band,
-	CSI-SINR related side conditions given in clauses 10.1.12.2 and 10.1.13.2 for FR1 and FR2, respectively, for a corresponding Band,
-	CSI_RP and CSI-RS Ês/Iot according to Annex B.2.x for a corresponding Band.
<End of Change>




