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	Reason for change:
	For some MPR and A-MPR equations, the scaling number of Hz to MHz has been mistakenly written as “1,000.000” while the correct one should be “1,000,000”. These errors may bring confusion since they are 1000 times smaller than the correct one.

	
	

	Summary of change:
	Correct the in correct scaling number of “1,000.000” to “1,000,000” for the MPR and A-MPR equations.  

	
	

	Consequences if not approved:
	There are errors in the scaling number of MPR and A-MPR equations.
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MPR in this clause is applicable for power class 3 and power class 2 UEs indicating IE dualPA-Architecture supported with ENDC power class being the same as the E-UTRA and NR power class, otherwise the UE can use as much MPR as needed to fulfil emissions requirements when scheduled with dual uplink transmission. For UEs scheduled with single uplink transmission, MPR in clause 6.2.4 of TS 36.101 [4] and 6.2.2 of TS 38.101-1 [2] apply. The allowed maximum output power reduction for IM3 related emissions applied to transmission on the MCG and the SCG is defined as follows:
MPRENDC = MA
		Where MA is defined as follows
MA =	18	;	0 ≤ B < 1.0
			17	;	1.0 ≤ B < 2.0
			16	;	2.0 ≤ B < 5.0
			15	;	5.0 ≤ B
Where:
		For UEs supporting dynamic power sharing,
				B = (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/ 1,000,0001,000.000
For UEs not supporting dynamic power sharing,
	For E-UTRA
			B= (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + 12 * SCSNR)/ 1,000,0001,000.000
Where SCSNR = 15 kHz is assumed in calculation of B.
	For NR
					B = (12 * SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/ 1,000,0001,000.000
Where SCSE-UTRA = 15 kHz is assumed in calculation of B.
and MA is reduced by 1 dB for B < 2.
<Next Changed Section>
6.2B.3.1.2.2	A-MPR for NS_04 to meet -25 dBm / 1MHz for 26 dBm UE power
A-MPR in this clause is relative to 26 dBm for a power class 2 Cell Group. The same A-MPR is used relative to 23 dBm for a power class 3 Cell Group. For the UE is configured with channel configurations Case B or Case D (defined in Clause 6.2B.3.2.1), the allowed maximum output power reduction for IM3s applied to transmission on the MCG and the SCG with non-contiguous resource allocation is defined as follows:
A-MPRIM3 = MA
		Where MA is defined as follows
MA =	15	;	0 ≤ B < 1.0
			14	;	1.0 ≤ B < 2.0
			13	;	2.0 ≤ B < 5.0
			12	;	5.0 ≤ B
Where:
		For UEs supporting dynamic power sharing,
				B = (LCRB_alloc, E-UTRA * 12* SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/ 1,000,0001,000.000
For UEs not supporting dynamic power sharing,
	For E-UTRA
	B = (LCRB_alloc,E-UTRA * 12* SCSE-UTRA + 12 * SCSNR)/1,000,000
Where SCSNR =15 kHz is assumed in calculation of B.
	For NR
B = (12* SCSE-UTRA + LCRB_alloc,NR * 12 * SCSNR)/1,000,000

Where SCSE-UTRA = 15 kHz is assumed in calculation of B.
and MA is reduced by 1 dB.

