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RE power control dynamic range:
Table 6.3.2.2-1: RE power control dynamic range
	Modulation scheme used
	RE power control dynamic range (dB)

	on the RE
	(down)
	(up)

	QPSK (PDCCH)
	-6
	+4

	QPSK (PDSCH)
	-6
	+3

	16QAM (PDSCH)
	-3
	+3

	64QAM (PDSCH)
	0
	0

	256QAM (PDSCH)
	0
	0

	1024QAM (PDSCH)
	0
	0

	NOTE:	The output power per carrier shall always be less or equal to the maximum output power of the base station.
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For BS type 1-C and 1-H, the EVM levels of each NR carrier for different modulation schemes on PDSCH outlined in table 6.5.2.2-1 shall be met using the frame structure described in clause 6.5.2.3.
Table 6.5.2.2-1: EVM requirements for BS type 1-C and BS type 1-H carrier
	Modulation scheme for PDSCH
	Required EVM

	QPSK
	17.5 %

	16QAM
	12.5 %

	64QAM
	8 %

	256QAM
	3.5 %

	1024QAM
	[3 %] (NOTE)

	NOTE:	 the requirements for 1024QAM is not applicable for Wide Area BS.



The modulation quality requirements for NB-IoT are specified in TS 36.104 [13] clause 6.5.2.
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