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------------------------------ Start of new section ------------------------------
[bookmark: _Toc20994291][bookmark: _Toc29812150][bookmark: _Toc37268436][bookmark: _Toc37268342][bookmark: _Toc37139338][bookmark: _Toc49507550][bookmark: _Toc53219038][bookmark: _Toc53219745][bookmark: _Toc53220188][bookmark: _Toc61184244]9.2.3	Performance criteria
IAB node:
	The performance criteria of clause X 6.1shall apply.
Ancillary equipment:
	The performance criteria of clause X  6.3shall apply.
------------------------------ End of section ------------------------------

------------------------------ Start of new section ------------------------------
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IAB node:
	The performance criteria of clause X 6.2 shall apply.
Ancillary equipment:
	The performance criteria of clause X 6.4 shall apply.
------------------------------ End of section ------------------------------

------------------------------ Start of new section ------------------------------

[bookmark: _Toc37268444][bookmark: _Toc37139346][bookmark: _Toc29812158][bookmark: _Toc20994299][bookmark: _Toc37268350][bookmark: _Toc49507558][bookmark: _Toc53219046][bookmark: _Toc53219753][bookmark: _Toc53220196][bookmark: _Toc61184252]9.4.3	Performance criteria
IAB node:
	The performance criteria of clause X 6.2 shall apply.
Ancillary equipment:
	The performance criteria of clause X 6.4 shall apply.
------------------------------ End of section ------------------------------

------------------------------ Start of new section ------------------------------
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The test method shall be in accordance with IEC 61000‑4‑6 [16]:
-	The test signal shall be amplitude modulated to a depth of 80 % by a sinusoidal audio signal of 1 kHz;
-	The stepped frequency increments shall be 50 kHz in the frequency range 150 kHz to 5 MHz and 1% frequency increment of the momentary frequency in the frequency range 5 MHz to 80 MHz;
-	The test level shall be severity level 2 as given in IEC 61000‑4‑6 [16] corresponding to 3 V rms, at a transfer impedance of 150 Ω;
-	The test shall be performed over the frequency range 150 kHz - 80 MHz;
-	The injection method to be used shall be selected according to the basic standard IEC 61000-4-6 [16];
-	Responses of stand-alone receivers or receivers which are part of transceivers occurring at discrete frequencies which are narrow band responses, shall be disregarded, see clause X4.3;
-	The frequencies of the immunity test signal selected and used during the test shall be recorded in the test report.
[bookmark: _Toc20994303][bookmark: _Toc29812162][bookmark: _Toc37268354][bookmark: _Toc37139350][bookmark: _Toc37268448][bookmark: _Toc49507562][bookmark: _Toc53219050][bookmark: _Toc53219757][bookmark: _Toc53220200][bookmark: _Toc61184256]9.5.3	Performance criteria
IAB node:
	The performance criteria of clause X 6.1 shall apply.
Ancillary equipment:
	The performance criteria of clause X 6.3 shall apply.
------------------------------ End of section ------------------------------

------------------------------ Start of new section ------------------------------
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IAB node:
	The performance criteria of clause X 6.2 shall apply.
Ancillary equipment:
	The performance criteria of clause X 6.4 shall apply.
----------------------------- End of proposed text ------------------------------
