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-------------------------------------------------------- Beginning of Change ------------------------------------------------------------
6.1.3	NR DAPS Handover
6.1.3.1	Introduction
The requirements in this clause are applicable to DAPS handover to change the NR PCell to another NR cell.
Note:	requirements only apply if 
-	the UE indicates ‘no-gap’ via intraFreq-needForGap for intra-frequency measurement of source cell and intra-frequency measurement of target cell, or    
-	the SSB of source cell is completely contained in the active DL BWP of the source cell, and the SSB of target cell is completely contained in the active DL BWP of the target cell, or
-	the initial DL and UL BWP of source cell is confined within the active DL and UL BWP of the source cell respectively, and the initial DL and UL BWP of target cell is confined within the active DL and UL BWP of the target cell respectively.
6.1.3.2	NR FR1 - NR FR1 DAPS Handover
The requirements in this clause are applicable to both intra-frequency and inter-frequency handovers from NR FR1 cell to NR FR1 cell. A DAPS handover is intra-frequency if the centre frequency of the SSB of the source cell and the centre frequency of the SSB of the target cell are the same, and	the subcarrier spacing of the two SSBs are also the same.
Note:	For intra-frequency DAPS handover, no requirement applies if active DL and UL BWP of target cell is not confined within the active DL and UL BWP of the source cell respectively.
Note:	For inter-frequency DAPS handover, no requirement applies if the BWP of target cell is overlaped with the BWP of source cell in frequency domain.
An FR1 DAPS handover is synchronous if it meets the conditions in table  6.1.3.2-1, otherwise it is asynchronous
Table  6.1.3.2-1: Sync conditions for FR1 DAPS handover
	Type of handover
	Maximum receive timing difference between source and taget cell (µs) for sync DAPS handover
	Maximum transmit timing difference between source and taget cell (µs) for sync DAPS handover

	Intra-frequencyNote 1,2,3
	6µs
	7.6 µs 

	Intra-band inter-frequency Note 1,2,3
	6µs
	7.6 µs

	Inter-band inter-frequency
	33 µs
	34.6 µs

	[bookmark: OLE_LINK2]Note 1:	For synchonous DAPS handover, if the receive time difference exceeds the cyclic prefix length of that SCS, demodulation performance degradation is expected for the first symbol of the slot. For asynchronous DAPS handover, if the receive time difference exceeds the cyclic prefix length of that SCS, interruptions may occur depending on UE implementation. The duration and frequency of occurrence of such interruptions is not specified. 
Note 2:	For DAPS handover on a TDD band, a UE is not expected shall be capable to transmit in the uplink to source or target cell earlier thanafter NRX-TX after from the end of the last received downlink symbol from source or target cell in the same cell TDD-band where NRX-TX=26500Tc25600Tc. When this condition is not met, the UE may perfrom autonomous interruption as shown in Table 6.1.3.2-2.
Note 3:	For DAPS handover on a TDD band, a UE is not expectedshall be capable to receive in the downlink from source or target cell earlier thanafter NTX-RX after the end of the last transmitted uplink symbol in the same celltowards sorce or target cell in the same TDD-band where NTX-RX=26500Tc25600Tc. When this condition is not met, the UE mau perfrom autonomous interruption as shown in table 6.1.3.2-3.



Table  6.1.3.2-2: Autonomous interruptions related to DL to UL switching for syncrounous TDD DAPS handover in the same band
	Scenario
	Allowed interruption

	Target cell earlier than source cellNote 1, prior to start of random access
	Not applicable 

	Target cell later than source cell Note 1, prior to start of random access
	The UE may stop receiving the target DL up to 25600 Tc prior to the start of the source UL

	Target cell earlier than source cell Note 1, after start of random access
	The UE may stop receiving the source DL up to 25600 Tc prior to the start of the target UL

	Target cell later than source cell Note 1, after start of random access
	The UE may start transmitting the source UL up to 25600 Tc after the start of the source DL

	Note 1: As observed by UE at antenna connector



Table  6.1.3.2-3: Autonomous interruptions related to UL to DL switching for syncrounous TDD DAPS handover in the same band

	Scenario
	Allowed interruption

	Target cell earlier than source cell Note 1, prior to start of random access
	The UE may start receiving the target DL up to 25600 Tc after the end of the source UL

	Target cell later than source cell Note 1 prior to start of random access
	Not applicable

	Target cell earlier than source cell Note 1, after start of random access
	The UE may stop transmissions of the source UL up to 25600 Tc prior to the start of target DL reception.

	Target cell later than source cell Note 1, after start of random access
	The UE may start receiving the source DL up to 25600 Tc after the end of the target UL

	Note 1: As observed by UE at antenna connector



------------------------------------------------------------ End of Change ----------------------------------------------------------------

