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	Clause
	Maximum OTA Test System uncertainty

	7.3 OTA reference sensitivity level
	±2.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±2.4 dB, 37 GHz < f ≤ 43.5 GHz
±3.6 dB, 43.5 GHz < f ≤ 48.2 GHz

	7.5.1	OTA adjacent channel selectivity
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.2 dB, 43.5 GHz < f ≤ 48.2 GHz

	7.5.2	In-band blocking (General)
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.2 dB, 43.5 GHz < f ≤ 48.2 GHz

	7.6 OTA out-of-band blocking 
	±3.6 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.6 dB, 37 GHz < f ≤ 43.5 GHz
±4.6 dB, 43.5 GHz < f ≤ 48.2 GHz


	7.7 OTA receiver spurious emissions 
	±2.5 dB, 30 MHz ≤ f ≤ 6 GHz
±2.7 dB, 6 GHz < f ≤ 40 GHz
±5.0 dB, 40 GHz < f ≤ 60 GHz

	7.8 OTA receiver intermodulation
	±3.9 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.9 dB, 37 GHz < f ≤ 43.5 GHz
±5.5 dB, 43.5 GHz < f ≤ 48.2 GHz

	7.9 OTA in-channel selectivity 
	±3.4 dB, 24.25 GHz < f ≤ 29.5 GHz
±3.4 dB, 37 GHz < f ≤ 43.5 GHz
±5.2 dB, 43.5 GHz < f ≤ 48.2 GHz

	NOTE:	Test system uncertainty values are applicable for normal condition unless otherwise stated.




<< Text Skipped >>
Table 7.3.5.3-1 FR2 OTA reference sensitivity requirement
	BS channel bandwidth
(MHz)
	Sub-carrier spacing
(kHz)
	Reference measurement channel
(annex A.1)
	OTA reference sensitivity level, EISREFSENS 
(dBm)

	50, 100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 2.4 + ΔFR2_REFSENS

	50
	120
	G-FR2-A1-2
	EISREFSENS_50M + 2.4 + ΔFR2_REFSENS

	100, 200, 400
	120
	G-FR2-A1-3
	EISREFSENS_50M + 3 + 2.4 + ΔFR2_REFSENS

	NOTE 1:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The declared EISREFSENS_50M shall be within the range specified in table 10.3.3-2.



	BS channel bandwidth
(MHz)
	Sub-carrier spacing
(kHz)
	Reference measurement channel
(annex A.1)
	OTA reference sensitivity level, EISREFSENS 
(dBm)

	
	
	
	24.25 GHz < f ≤ 33.4 GHz, 
37 GHz < f ≤ 43.5 GHz
	43.5 GHz < f ≤ 48.2 GHz

	50, 100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 2.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 3.6 + ΔFR2_REFSENS

	50
	120
	G-FR2-A1-2
	EISREFSENS_50M + 2.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 3.6 + ΔFR2_REFSENS

	100, 200, 400
	120
	G-FR2-A1-3
	EISREFSENS_50M + 3 + 2.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 3 + 3.6 + ΔFR2_REFSENS

	NOTE 1:	EISREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The declared EISREFSENS_50M shall be within the range specified in table 10.3.3-2.
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Table 7.9.5.2-1: OTA in-channel selectivity requirement for BS type 2-O
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.1)
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)
(Note 2)
	Type of interfering signal

	50
	60
	G-FR2-A1-4
	EISREFSENS_50M + 3.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 32 RBs

	100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 6.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 64 RBs

	50
	120
	G-FR2-A1-5
	EISREFSENS_50M + 3.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 16 RBs

	100, 200, 400
	120
	G-FR2-A1-2
	EISREFSENS_50M + 6.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 32 RBs

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.
NOTE 2:	EISREFSENS_50M is defined in TS38.104 [2], clause 7.3.3.




	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(annex A.1)
	Wanted signal mean power (dBm)(Note 2)
	Interfering signal mean power (dBm)
(Note 2)

	Type of interfering signal

	
	
	
	24.25 GHz < f ≤ 33.4 GHz, 
37 GHz < f ≤ 43.5 GHz
	43.5 GHz < f ≤ 48.2 GHz

	
	

	50
	60
	G-FR2-A1-4
	EISREFSENS_50M + 3.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 5.2 + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 32 RBs

	100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 6.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 8.2 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 64 RBs

	50
	120
	G-FR2-A1-5
	EISREFSENS_50M + 3.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 5.2 + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 16 RBs

	100, 200, 400
	120
	G-FR2-A1-2
	EISREFSENS_50M + 6.4 + ΔFR2_REFSENS
	EISREFSENS_50M + 8.2 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 32 RBs

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1 in TS 38.104 [2]. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.
NOTE 2:	EISREFSENS_50M is defined in TS38.104 [2], clause 7.3.3.
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Table C.2-2: Derivation of test requirements (FR2 OTA receiver tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
TTOTA)
	Test requirement in the present document

	7.3	OTA reference sensitivity level
	See TS 38.104 [2], clause 10.3
	2.4 dB, 24.25 GHz < f ≦ 33.4 GHz
2.4 dB, 37 GHz < f ≦ 43.5 GHz
3.6 dB, 43.5 GHz < f ≦48.2 GHz
	Formula:
EISREFSENS+ TT

	7.5.1	OTA adjacent channel selectivity
	See TS 38.104 [2], clause 10.5.1
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.5.2	In-band blocking
	See TS 38.104 [2], clause 10.5.2
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.6	OTA out-of-band blocking
	See TS 38.104 [2], clause 10.6
	0 dB
	Formula:
Wanted signal power + TT
Interferer signal power unchanged

	7.7	OTA receiver spurious emissions
	See TS 38.104 [2], clause 10.7
	0 dB
	Formula:
Minimum Requirement + TT


	7.8	OTA receiver intermodulation
	See TS 38.104 [2], clause 10.8
	0 dB
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.

	7.9	OTA in-channel selectivity
	See TS 38.104 [2], clause 10.9
	3.4 dB, 24.25 GHz < f ≦ 33.4 GHz
3.4 dB, 37 GHz < f ≦ 43.5 GHz
5.2 dB, 43.5 GHz < f ≦48.2 GHz
	Formula:
Wanted signal power + TT

Interferer signal power unchanged.


	NOTE:	TT values are applicable for normal condition unless otherwise stated.




