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<Start of Change 1>
A.10.3.5	Active BWP switching
A.10.3.5.1	UL active BWP switch delay with consistent UL LBT failure on PSCell subject to UL CCA in EN-DC
A.10.3.5.1.1	Test Purpose and Environment
The purpose of this test is to verify the UL BWP switch delay requirement defined in clause 8.6.4.
The supported test configurations are shown in Table A.10.3.5.1.1-1. 
The test scenario comprises of one E-UTRA PCell (Cell 1), and one NR PSCell (Cell 2) as given in A.10.3.5.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell is specified in Table A.10.3.5.1.1-2. SRS configuration used in the test is specified in Table A.10.3.5.1.1-4.
The UE shall be configured with PRACH configuration on UL BWP on which the UE shall switch after the consistent UL LBT failure detection.
Before the test starts, 
· UE is connected to Cell 1 on radio channel 1 and Cell 2 on radio channel 2.
· UE is configured with 2 different UE-specific downlink and uplink bandwidth parts on Cell 2: DL BWP-1, DL BWP-2, UL BWP-1 and UL BWP-2 before starting the test. DL BWP-1 and DL BWP-2 always include bandwidth of the initial DL BWP and SSB. UL BWP-1 and UL BWP-2 always include bandwidth of the SRS.
· UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is DL BWP-1.
· UE is indicated in firstActiveUplinkBWP-Id that the active UL BWP is UL BWP-1.
· UE is configured with LBT-FailureRecoveryConfig parameters for Cell 2. 
The cell has constant signal levels throughout the test. The test consists of 2 successive time periods, with durations of T1 and T2, respectively. 
During T1,		
· Time period T1 starts when the UE has received the SRS configuration for periodic SRS transmission on active UL BWP-1. 
· The UE shall perform UL CCA before SRS transmission. 
· The parameter UL CCA probability PCCA is set to 0 during T1. This requires the test system to set energy level above the detection level during portion of the UL slot where the UE performs UL CCA. This in turn forces the UE to fail the UL CCA. The UE consistently fails UL CCA during T1 and is therefore unable to transmit SRS.
During T2, 
· T2 starts when the UE detects consistent UL LBT failures i.e. when total number of UL LBT failures in Cell 2 on active UL BWP-1 exceeds lbt-FailureInstanceMaxCount during lbt-FailureDetectionTimer.
· The UE upon detected consistent UL LBT failure starts the LBT recovery mechanism, which requires the UE to switch to active UL BWP-2 in Cell 2 and to send PRACH in the active UL BWP-2. 
· Staring from T2, the UE shall be able to send PRACH in the active UL BWP-2 within the delay specified in clause 8.6.4.
Table A.10.3.5.1.1-1: Supported test configurations for UL BWP switch test in EN-DC
	Config
	Description

	1
	LTE FDD, 
With CCA: NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	2
	LTE TDD, 
With CCA: NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	Note 1:	The UE is only required to be tested in one of the supported test configurations.



Table A.10.3.5.1.1-2: General test parameters for UL BWP switch in EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	lbt-FailureDetectionTimer [2]
	ms
	80
	Parameter configured by IE: LBT-FailureRecoveryConfig [1]

	lbt-FailureInstanceMaxCount [2]
	
	4
	Parameter configured by IE: LBT-FailureRecoveryConfig [1]

	T1
	s
	0.1
	During T1 consistent LBT failure is detected on active UL BWP-1

	T2
	s
	0.1
	During T2 UE sends PRACH on active UL BWP-2



Table A.10.3.5.1.1-3: NR Cell specific test parameters for UL BWP switch test in EN-DC
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2

	TDD configuration
	Config 1, 2
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1, 2
	
	40 MHz: NRB,c = 106

	DL CCA model
	Config 1, 2
	
	As specified in clause A.3.20.2.1

	UL CCA model
	Config 1, 2
	
	As specified in clause A.3.20.2.2

	Active BWP ID
	Config 1, 2
	
	1, 2

	Initial DL BWP Configuration
	Config 1, 2
	
	DLBWP.0.2 Note 4

	Active DL BWP-1 Configuration
	Config 1, 2
	
	DLBWP.1.1 Note 4

	Active DL BWP-2 Configuration
	Config 1, 2
	
	DLBWP.1.3 Note 4

	Initial UL BWP Configuration
	Config 1, 2
	
	ULBWP.0.2 Note 4

	Active UL BWP-1 Configuration
	Config 1, 2
	
	ULBWP.1.1 Note 4

	Active UL BWP-2 Configuration
	Config 1, 2
	
	ULBWP.1.3 Note 4

	PDSCH Reference measurement channel
	Config 1, 2
	
	SR.1.1 CCA

	RMSI CORESET parameters
	Config 1, 2
	
	CR.1.1 CCA

	Dedicated CORESET parameters
	Config 1, 2
	
	CCR.1.3 CCACCR.1.1 CCA

	OCNG Patterns
	Config 1, 2
	
	OP.1

	SSB Configuration
	Semi- static channel acces
	Config 1, 2
	
	SSB.1 CCA

	
	Dymamic channel acces
	Config 1, 2
	
	SSB.2 CCA

	SMTC Configuration
	Config 1, 2
	
	SMTC.1 FR1

	Correlation Matrix and Antenna Configuration
	Config 1, 2
	
	1x2 Low

	TRS Configuration
	Config 1, 2
	
	TRS.1.2 TDD

	DL CCA probability for semi-static channel access (PCCA_DL)
	Config 1, 2
	
	1
	1

	DL CCA model probability for dynamic static channel access (PCCA_DL_1)
	Config 1, 2
	
	1
	1

	DL CCA model probability for dynamic static channel access (PCCA_DL_2)
	Config 1, 2
	
	1
	1

	UL CCA probability (PCCA_UL)
	Config 1, 2
	
	0
	1

	PRACH configuration
	Config 1, 2
	
	N/A
	Configuration #1 in Table A.3.8.2.1-1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1, 2
	dBm/SCS
	-101

	SS-RSRP Note 3
	Config 1, 2
	dBm/SCS
	-84

	Ês/Iot
	Config 1, 2
	dB
	17

	Ês/Noc
	Config 1, 2
	dB
	17

	IoNote3
	Config 1, 2
	dBm/
38.16MHz
	-52.86

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].
Note 5:     Parameters PCCA_DL, PCCA_DL_1, PCCA_DL_2 and PCCA_UL are defined in clause A.3.20.2.
Note 6:     For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



Table A.10.3.5.1.1-4: Sounding Reference Symbol Configuration for UL BWP Switch Test in EN-DC
	Field
	Value
	Comment

	c-SRS
	24
	Frequency hopping is disabled

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=4 for SCS 30kHz
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting: SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [2].



A.10.3.5.1.2	Test Requirements
The UE capable of bwp-SwitchingDelay type1 [2] shall start to transmit the PRACH on active UL BWP-2 of Cell 2 (PSCell) less than 21.5 ms from the beginning of time period T1.
The UE capable of bwp-SwitchingDelay type2 [2] shall start to transmit the PRACH on active UL BWP-2 of Cell 2 (PSCell) less than 23 ms from the beginning of time period T1.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE: The above delay is calculated as follows:’
The active UL BWP switch delay from UL BWP-1 to UL BWP-2 can be expressed as: 
TBWPswitchDelay*Tslot +1*Tslot + (1+ L3)*TSSB,RO + 10 ms
Where:
TBWPswitchDelay = 1 ms (2 slots) and 2.5 ms (5 slots) for bwp-SwitchingDelay [2] type1 and type2 UE capabilities according to clause 8.6.4.
Tslot = It is the slot length. It is 0.5 ms for 30 kHz.
L3 = It is the number of consecutive SSB to PRACH occasion association periods during which no PRACH occasion is available for PRACH transmission due to UL CCA failure. L3= 0 during T2 since PCCA = 1.
TSSB,RO = 10 ms according to FR1 PRACH configuration 1.
This gives a total of 21.5 ms and 23 ms for type1 and type2 UE respectively.
A.10.3.5.2	DCI-based and Timer-based Active BWP Switch 
A.10.3.5.2.1	E-UTRAN – NR PSCell FR1 DL active BWP switch in non-DRX in synchronous EN-DC
A.10.3.5.2.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in TS38.133 clause 8.6, and interruption requirement for E-UTRA victim cell defined in TS36.133 clause 7.32.2.7. Supported test configurations are shown in Table A.10.3.5.2.1.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), and one NR PSCell (Cell 2) as given in Table A.10.3.5.2.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell is specified in Table A.10.3.5.2.1.1-3 below. 
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending. 
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
Before the test starts, 
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for PSCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
-	UE is configured with a bwp-InactivityTimer timer value for PSCell. 
All cells have constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
	Time period T1 starts when a DCI format 1_1 command for PSCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after PSCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the PSCell no later than at the beginning of the DL slot right after DL slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from the beginning of the DL slot right after DL slot (i+TBWPswitchDelay).  
	The starting time of PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on PSCell(Cell 2). 
During T3,
	The time period T3 starts from the slot #j, where j is the beginning slot of the DL subframe immediately after the bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after PSCell’s DL slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the PSCell at latest at the beginning of the DL slot right after DL slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from the beginning of the DL slot right after DL slot (j+TBWPswitchDelay).
	The starting time of PCell(Cell 1) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell during BWP switch of PSCell, respectively.
Table A.10.3.5.2.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, 
With CCA: NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	2
	LTE TDD, 
With CCA: NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	Note 1:	The UE is only required to be tested in one of the supported test configurations.
Note 2:	A UE which fulfils the requirements in test case A.10.3.5.2.2 can skip the test cases in A.10.3.5.2.1.
Note 3:      The UE supporting EN-DC with only NR band(s) with shared spectrum access is required to be test.



Table A.10.3.5.2.1.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and PSCell

	DL CCA model
	
	As specified in clause A.3.20.2.1
	

	UL CCA model
	
	As specified in clause A.3.20.2.2
	

	bwp-InactivityTimer
	ms
	[200]
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	



Table A.10.3.5.2.1.1-3.: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,2
	
	TDD

	TDD configuration
	Config 1,2
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1,2
	
	40 MHz: NRB,c = 106 

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1,2
	
	DLBWP.0.2 Note 4

	Active DL BWP-1 Configuration
	Config 1,2
	
	DLBWP.1.1 Note 4

	Active DL BWP-2 Configuration
	Config 1,2
	
	DLBWP.1.3 Note 4

	Initial UL BWP Configuration
	Config 1,2
	
	ULBWP.0.2 Note 4

	Active UL BWP-1 Configuration
	Config 1,2
	
	ULBWP.1.1 Note 4

	Active UL BWP-2 Configuration
	Config 1,2
	
	ULBWP.1.3 Note 4

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.1.1 CCA

	RMSI CORESET parameters
	Config 1,2
	
	CR.1.1 CCA

	Dedicated CORESET parameters
	Config 1,2
	
	CCR.1.3 CCACCR.1.1 CCA

	OCNG Patterns
	Config 1,2
	
	OP.1

	SSB Configuration
	Semi- static channel acces
	Config 1,2
	
	SSB.1 CCA

	
	Dymamic channel acces
	Config 1,2
	
	SSB.2 CCA

	SMTC Configuration
	Config 1,2
	
	SMTC.1 

	TRS Configuration
	Config 1,2
	
	TRS.1.2 TDD

	DL CCA probability (PCCA_DL)
	Config 1,2
	
	1

	UL CCA probability (PCCA_UL)
	Config 1,2
	
	1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS (Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2
	dBm/SCS
	[-101]

	SS-RSRP Note 3
	Config 1,2
	dBm/SCS
	[-84]

	Ês/Iot
	Config 1,2
	dB
	17

	Ês/Noc
	Config 1,2
	dB
	17

	IoNote3
	Config 1,2
	dBm/38.16MHz
	[-59]

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.10.3.5.2.1.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in the DL slot right after DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK for PSCell in the DL slot right after DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start time of PCell interruption during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start time of PCell interruption of during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in TS36.133 Clause 7.32.2.7.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK in the DL slot right after DL slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
[bookmark: _Toc535476233]A.10.3.5.2.2	E-UTRAN – NR PSCell FR1 DL active BWP switch with FR1 SCell in non-DRX in synchronous EN-DC
[bookmark: _Toc535476234]A.10.3.5.2.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6, and interruption requirements for NR victim cell defined in clause 8.2.1.2.7 and interruption requirement for E-UTRA victim cell defined in clause 7.32.2.7 of TS 36.133 [15]. Supported test configurations are shown in Table A.10.3.5.2.2.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), one NR PSCell (Cell 2) and one NR SCell (Cell 3) as given in Table A.10.3.5.2.2.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell and SCell are specified in Table A.10.3.5.2.2.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) and SCell (Cell 3) to ensure that the UE will have ACK/NACK sending.
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), Cell 2 (PSCell) on radio channel 2 (PSCC) and Cell 3 (SCell) on radio channel 3 (SCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for PSCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for SCell, BWP-0 in Cell 3 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PSCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in SCell.
-	UE is configured with a bwp-InactivityTimer timer value for PSCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
	Time period T1 starts when a DCI format 1_1 command for PSCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after PSCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the PSCell no later than at the beginning of the DL slot right after slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-2 starting from the beginning of the DL slot right after slot (i+TBWPswitchDelay).
	PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
	SCell(Cell 3) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on PSCell(Cell 2).
During T3,
	The time period T3 starts from the slot #j, where j is the beginning slot of the DL subframe immediately after the slot wherein bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after PSCell’s DL slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the PSCell at latest at the beginning of the DL slot right after slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from the beginning of the DL slot right after slot (j+TBWPswitchDelay).
	PCell(Cell 1) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
	SCell(Cell 3) interruption due to BWP switch of PSCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in PSCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell and NR SCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell and SCell during BWP switch of PSCell, respectively.
Table A.10.3.5.2.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, 
With CCA: NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	2
	LTE TDD, 
With CCA: NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	A UE which fulfils the requirements in test case A.10.3.5.2.2 can skip the test cases in A.10.3.5.2.1.
Note 3:	NR configuration is the same for PSCell and SCells.
Note 4:      The UE supporting EN-DC with only NR band(s) with shared spectrum access is required to be tested.



Table A.10.3.5.2.2.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2, 3
	Two NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	Active SCell
	
	Cell 3
	SCell on RF channel number 3.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	DL CCA model
	
	As specified in clause A.3.20.2.1
	

	UL CCA model
	
	As specified in clause A.3.20.2.2
	

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell-individual offset for cells on RF channel number 3
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	Cell3 timing offset to cell2
	s
	3
	Synchronous cells

	T1
	s
	 [0.2]
	

	T2
	s
	 [0.2]
	

	T3
	s
	 [0.2]
	



Table A.10.3.5.2.2.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,2
	
	TDD

	TDD configuration
	Config 1,2
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1,2
	
	40 MHz: NRB,c = 106

	Active BWP ID
	
	1, 2
	0

	Initial BWP Configuration
	Config 1,2
	
	DLBWP.0.2
	DLBWP.0.2

	Active BWP-0 Configuration
	Config 1,2
	
	NA
	DLBWP.0.2

	Active BWP-1 Configuration
	Config 1,2
	
	DLBWP.1.3
	NA

	Active BWP-2 Configuration
	Config 1,2
	
	DLBWP.1.1
	NA

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.1.1 CCA

	RMSI CORESET parameters
	Config 1,2
	
	CR.1.1 CCA

	Dedicated CORESET parameters
	Config 1,2
	
	CCR.1.3 CCACCR.1.1 CCA

	OCNG Patterns
	Config 1,2
	
	OP.1

	SSB Configuration
	Semi- static channel acces
	Config 1,2
	
	SSB.1 CCA

	
	Dymamic channel acces
	Config 1,2
	
	SSB.2 CCA

	SMTC Configuration
	Config 1,2
	
	SMTC.1

	TRS Configuration
	Config 1,2
	
	TRS.1.2 TDD

	DL CCA probability (PCCA_DL)
	Config 1,2
	
	1
	1

	UL CCA probability (PCCA_UL)
	Config 1,2
	
	1
	1

	Correlation Matrix and Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS Note 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	NocNote 2
	Config 1,2
	dBm/SCS kHz
	[-101]
	[-101]

	SS-RSRP Note 3
	Config 1,2
	dBm/SCS kHz
	[-84]
	[-84]

	Ês/Iot
	Config 1,2
	dB
	17
	17

	Ês/Noc
	Config 1,2
	dB
	17
	17

	IoNote3
	Config 1,2
	dBm/38.16MHz
	[-59]
	[-59]

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



[bookmark: _Toc535476235]A.10.3.5.2.2.2	Test Requirements
During T1, the UE shall start to send the ACK for PSCell in the DL slot right after slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK for PSCell in the DL slot right after slot (j+TBWPswitchDelay+k11).
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start of the interruption of PCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of PCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in clause 7.32.2.7 of TS 36.133 [15].
During T1, the start of the interruption of SCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of SCell during PSCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of SCell shall not be longer than the interruption duration specified for active BWP switch in clause 8.6.2.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK in the DL slot right after slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.
Editor’s note: FFS value of k1 for type 1 and type 2 UE.
A.10.3.5.3	RRC-based Active BWP Switch
[bookmark: _Toc535476237]A.10.3.5.3.1	E-UTRAN – NR PSCell FR1 DL active BWP switch in non-DRX in synchronous EN-DC
[bookmark: _Toc535476238]A.10.3.5.3.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in clause 8.6.3. Supported test configurations are shown in Table A.10.3.5.3.1.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1) and one NR PSCell (Cell 2) as given in Table A.10.3.5.3.1.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of NR PSCell are specified in Table A.10.3.5.3.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC) and to Cell 2 (PSCell) on radio channel 2 (PSCC).
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 1 (PSCell).
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 of initial condition in PSCell.
All cells have constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
	Time period T1 starts when a RRCReconfiguration with updated bandwidth part configuration, sent from the test equipment to the UE, is completely received at the UE side in PSCell’s slot # denoted i. The UE shall reconfigure its bandwidth part with the updated bandwidth part BWP-1 of final condition.
	The UE shall be able to receive PDSCH at the beginning of the DL slot right after PSCell’s DL slot (i+TRRCprocessingDelay+TBWPswitchDelayRRC) as defined in clause 8.6.3 and be ready for the reception of uplink grant for the PSCell no later than at the beginning of the DL slot right after slot (i+TRRCprocessingDelay+TBWPswitchDelayRRC). The UE shall be continuously scheduled on PSCell’s BWP-1 starting from the beginning of the DL slot right after slot (i+TRRCprocessingDelay+TBWPswitchDelayRRC).
	TRRCprocessingDelay and TBWPswitchDelayRRC are defined in clause 8.6.3.
The test equipment verifies the DL BWP switch time in PSCell by counting the time from the time when the RRC Reconfiguration message including updated BWP configurationis sent till the time when RRC Reconfiguration Complete message is received.
Table A.10.3.5.3.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, 
With CCA: NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	2
	LTE TDD, 
With CCA: NR TDD, SSB SCS 30 kHz, data SCS 30 kHz, BW 40 MHz

	Note 1:	The UE is only required to be tested in one of the supported test configurations.
Note 2:      The UE supporting EN-DC with only NR band(s) with shared spectrum access is required to be tested.



Table A.10.3.5.3.1.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	DL CCA model
	
	As specified in clause A.3.20.2.1
	

	UL CCA model
	
	As specified in clause A.3.20.2.2
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	T1
	s
	 [0.2]
	



Table A.10.3.5.3.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,2
	
	TDD

	TDD configuration
	Config 1,2
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1,2
	
	40 MHz: NRB,c = 106

	Active DL BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1,2
	
	DLBWP.0.2

	Initial UL BWP Configuration
	Config 1,2
	
	ULBWP.0.2

	Initial Condition
	Active DL BWP-1 Configuration
	Config 1,2
	
	DLBWP.1.3

	Final Condition
	Active DL BWP-1 Configuration
	Config 1,2
	
	DLBWP.1.1

	Initial UL BWP Configuration
	Config 1,2
	
	ULBWP.0.2

	Active UL BWP-1 Configuration
	Config 1,2
	
	ULBWP.1.3

	Active UL BWP-2 Configuration
	Config 1,2
	
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1,2
	
	SR.1.1 CCA

	RMSI CORESET parameters
	Config 1,2
	
	CR.1.1 CCA

	Dedicated CORESET parameters
	Config 1,2
	
	CCR.1.3 CCACCR.1.1 CCA

	OCNG Patterns
	Config 1,2
	
	OP.1

	SSB Configuration
	Semi- static channel acces
	Config 1,2
	
	SSB.1 CCA

	
	Dymamic channel acces
	Config 1,2
	
	SSB.2 CCA

	SMTC Configuration
	Config 1,2
	
	SMTC.1

	TRS Configuration
	Config 1,2
	
	TRS.1.2 TDD

	DL CCA probability (PCCA_DL)
	Config 1,2
	
	1

	UL CCA probability (PCCA_UL)
	Config 1,2
	
	1

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	0

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1,2
	dBm/SCS kHz
	[-101]

	SS-RSRP Note 3
	Config 1,2
	dBm/SCS  kHz
	[-84]

	Ês/Iot
	Config 1,2
	dB
	17

	Ês/Noc
	Config 1,2
	dB
	17

	IoNote3
	Config 1,2
	dBm/38.16MHz
	[-59]

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



[bookmark: _Toc535476239]A.10.3.5.3.1.2	Test Requirements
During T1, the UE shall be ready for the reception of uplink grant for PSCell in the beginning of the DL slot right after  slot (i+ TRRCprocessingDelay+TBWPswitchDelayRRC ).
All of the above test requirements shall be fulfilled in order for the observed PSCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
The rate of correct events observed during repeated tests shall be at least 90%.




	<End of Change 1>





	
<Start of Change 2>
A.11.4.5	Active BWP switching
A.11.4.5.1	UL active BWP switch delay with consistent UL LBT failure on PCell subject to UL CCA
A.11.4.5.1.1	Test Purpose and Environment
The purpose of this test is to verify the UL BWP switch delay requirement defined in clause 8.6.4.
The supported test configurations are shown in Table A.11.4.5.1.1-1. The test scenario comprises of one cell (Cell 1), which is Pcell as given in Table A.11.4.5.1.1-2. Cell-specific parameters of the cell are specified in Table A.11.4.5.1.1-3 below. SRS configuration used in the test is specified in Table A.11.4.5.1.1-4.
Before the test starts, 
· UE is connected to Cell 1 on radio channel 1.
· UE is configured with 2 different UE-specific downlink and uplink bandwidth parts: DL BWP-1, DL BWP-2, UL BWP-1 and UL BWP-2 before starting the test. DL BWP-1 and DL BWP-2 always include bandwidth of the initial DL BWP and SSB. UL BWP-1 and UL BWP-2 always include bandwidth of the SRS.
· UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is DL BWP-1.
· UE is indicated in firstActiveUplinkBWP-Id that the active UL BWP is UL BWP-1.
· UE is configured with LBT-FailureRecoveryConfig parameters for Cell 1. 
The cell has constant signal levels throughout the test. The test consists of 2 successive time periods, with durations of T1 and T2, respectively. 
During T1,		
· Time period T1 starts when the UE has received the SRS configuration for periodic SRS transmission on active UL BWP-1. 
· The UE shall perform UL CCA before SRS transmission. 
· The parameter UL CCA probability PCCA is set to 0 during T1. This requires the test system to set energy level above the detection level during portion of the UL slot where the UE performs UL CCA. This in turn forces the UE to fail the UL CCA. The UE consistently fails UL CCA during T1 and is therefore unable to transmit SRS.
During T2, 
· T2 starts when the UE detects consistent UL LBT failures i.e. when total number of UL LBT failures in cell1 on active UL BWP-1 exceeds lbt-FailureInstanceMaxCount during lbt-FailureDetectionTimer.
· The UE upon detected consistent UL LBT failure starts the LBT recovery mechanism, which requires the UE to switch to active UL BWP-2 in Cell 1 and to send PRACH in the active UL BWP-2. 
· Staring from T2, the UE shall be able to send PRACH in the active UL BWP-2 within the delay specified in clause 8.6.4.
Table A.11.4.5.1.1-1: Supported test configurations for UL BWP switch test in SA
	Config
	Description

	1
	With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.void



Table A.11.4.5.1.1-2: General test parameters for UL BWP switch test in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell1 on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	lbt-FailureDetectionTimer [2]
	ms
	80
	Parameter configured by IE: LBT-FailureRecoveryConfig [1]

	lbt-FailureInstanceMaxCount [2]
	
	4
	Parameter configured by IE: LBT-FailureRecoveryConfig [1]

	T1
	s
	0.1
	During T1 consistent LBT failure is detected on active UL BWP-1

	T2
	s
	0.1
	During T2 UE sends PRACH on active UL BWP-2



Table A.11.4.5.1.1-3: NR Cell specific test parameters for UL BWP switch test in SA
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	TDD configuration
	Config 1
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1
	
	40 MHz: NRB,c = 106

	DL CCA model
	Config 1
	
	As specified in clause A.3.20.2.1

	UL CCA model
	Config 1
	
	As specified in clause A.3.20.2.2

	Active BWP ID
	Config 1
	
	1, 2

	Initial DL BWP Configuration
	Config 1
	
	DLBWP.0.2 Note 4

	Active DL BWP-1 Configuration
	Config 1
	
	DLBWP.1.1 Note 4

	Active DL BWP-2 Configuration
	Config 1
	
	DLBWP.1.3 Note 4

	Initial UL BWP Configuration
	Config 1
	
	ULBWP.0.2 Note 4

	Active UL BWP-1 Configuration
	Config 1
	
	ULBWP.1.1 Note 4

	Active UL BWP-2 Configuration
	Config 1
	
	ULBWP.1.3 Note 4

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 CCA

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 CCA

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.3 CCACCR.1.1 CCA

	OCNG Patterns
	Config 1
	
	OP.1

	SSB Configuration
	Semi- static channel acces
	Config 1
	
	SSB.1 CCA

	
	Dymamic channel acces
	Config 1
	
	SSB.2 CCA

	SMTC Configuration
	Config 1
	
	SMTC.1 FR1

	Correlation Matrix and Antenna Configuration
	Config 1
	
	1x2 Low

	TRS Configuration
	Config 1
	
	TRS.1.2 TDD

	DL CCA probability for semi-static channel access (PCCA_DL)
	Config 1
	
	1
	1

	DL CCA model probability for dynamic static channel access (PCCA_DL_1)
	Config 1
	
	1
	1

	DL CCA model probability for dynamic static channel access (PCCA_DL_2)
	Config 1
	
	1
	1

	UL CCA probability (PCCA_UL)
	Config 1
	
	0
	1

	PRACH configuration
	Config 1
	
	N/A
	Configuration #1 in Table A.3.8.2.1-1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1
	dBm/SCS
	-101

	SS-RSRP Note 3
	Config 1
	dBm/SCS
	-84

	Ês/Iot
	Config 1
	dB
	17

	Ês/Noc
	Config 1
	dB
	17

	IoNote3
	Config 1
	dBm/
38.16MHz
	-52.86

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].
Note 5:     Parameters PCCA_DL, PCCA_DL_1, PCCA_DL_2 and PCCA_UL are defined in clause A.3.20.2.
Note 6:     For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



Table A.11.4.5.1.1-4: Sounding Reference Symbol Configuration for UL BWP Switch Test
	Field
	Value
	Comment

	c-SRS
	24
	Frequency hopping is disabled

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=4 for SCS 30kHz
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting: SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [2].



A.11.4.5.1.2	Test Requirements
The UE capable of bwp-SwitchingDelay type1 [2] shall start to transmit the PRACH on active UL BWP-2 of Cell 1 (PCell) less than 21.5 ms from the beginning of time period T1.
The UE capable of bwp-SwitchingDelay type2 [2] shall start to transmit the PRACH on active UL BWP-2 of Cell 1 (PCell) less than 23 ms from the beginning of time period T1.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE: The above delay is calculated as follows:’
The active UL BWP switch delay from UL BWP-1 to UL BWP-2 can be expressed as: 
TBWPswitchDelay*Tslot +1*Tslot + (1+ L3)*TSSB,RO + 10 ms
Where:
TBWPswitchDelay = 1 ms (2 slots) and 2.5 ms (5 slots) for bwp-SwitchingDelay [2] type1 and type2 UE capabilities according to clause 8.6.4.
Tslot = It is the slot length. It is 0.5 ms for 30 kHz.
L3 = It is the number of consecutive SSB to PRACH occasion association periods during which no PRACH occasion is available for PRACH transmission due to UL CCA failure. L3= 0 during T2 since PCCA = 1.
TSSB,RO = 10 ms according to FR1 PRACH configuration 1.
This gives a total of 21.5 ms and 23 ms for type1 and type2 UE respectively.

A.11.4.5.2	DCI-based and Timer-based Active BWP Switch
A.11.4.5.2.1	NR FR1- NR FR1 DL active BWP switch of PCell with non-DRX in SA
A.11.4.5.2.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6, and interruption requirement on other active serving cell defined in clause 8.2.2.2.5.
The supported test configurations are shown in Table A.11.4.5.2.1.1-1 below. The test scenario comprises of one PCell (Cell 1) and one SCell (Cell 2) as given in Table A.11.4.5.2.1.1-2. NR Cell-specific parameters are specified in Table A.11.4.5.2.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 1 and the time duration of T2.
PDCCHs indicating new transmissions shall be sent continuously on SCell (Cell 2) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (SCell) on radio channel 2 (SCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for PCell, BWP-1 and BWP-2, in Cell 1 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for SCell, BWP-0 in Cell 2 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in PCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in SCell.
-	UE is configured with a bwp-InactivityTimer timer value for PCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
	Time period T1 starts when a DCI format 1_1 command for PCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in PCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of PCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the PCell no later than the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PCell’s BWP-2 no later than the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
	The starting time of SCell (Cell 2) interruption due to BWP switch on PCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on PCell (Cell 1).
During T3,
	The time period T3 starts from the slot #j, where j is the first  slot of the subframe immediately after bwp-InactivityTimer timer expires. The UE should switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of PCell’s slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on PCell’s BWP-1 no later than the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
	The starting time of SCell (Cell 2) interruption due to BWP switch of PCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in PCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
The test equipment verifies that potential interruption to SCell is carried out in the correct time span by monitoring ACK/NACK sent in SCell during BWP switch of PCell, respectively.
Table A.11.4.5.2.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.Void
Note 2:      The UE supporting SA operation with only NR band(s) with shared spectrum access is required to be tested.



Table A.11.4.5.2.1.1-2: General test parameters for DL BWP switch in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1, 2
	Two NR radio channels are used in this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active SCell
	
	Cell 2
	SCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and SCell

	DL CCA model
	
	As specified in clause A.3.20.2.1
	

	UL CCA model
	
	As specified in clause A.3.20.2.2
	

	bwp-InactivityTimer
	ms
	200
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC.

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Time alignment error as specified in TS 38.104 [13] clause 6.5.3.1.

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.11.4.5.2.1.1-3: NR Cell specific test parameters for DL BWP switch in SA
	Parameter
	Unit
	Cell 1
	Cell2

	Frequency Range
	
	FR1

	Duplex mode
	Config 1
	
	TDD

	TDD configuration
	Config 1
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1
	
	40 MHz: NRB,c = 106

	Active BWP ID
	
	1, 2
	0

	Initial DL BWP Configuration
	
	DLBWP.0.2Note4

	Initial UL BWP Configuration
	
	ULBWP.0.2Note4

	Active DL BWP-0 Configuration
	
	N.A.
	DLBWP.0.2Note4

	Active DL BWP-1 Configuration
	
	DLBWP.1.1Note4
	N.A.

	Active DL BWP-2 Configuration
	
	DLBWP.1.3Note4
	N.A.

	Active UL BWP-0 Configuration
	
	N.A.
	ULBWP.0.2Note4

	Active UL BWP-1 Configuration
	
	ULBWP.1.1Note4
	N.A.

	Active UL BWP-2 Configuration
	
	ULBWP.1.3Note4
	N.A.

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 CCA

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 CCA

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.3 CCACCR.1.1 CCA

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Semi- static channel acces
	Config 1
	
	SSB.1 CCA

	
	Dymamic channel acces
	Config 1
	
	SSB.2 CCA

	SMTC Configuration
	Config 1
	
	SMTC.1

	DL CCA probability (PCCA_DL)
	Config 1
	
	1
	1

	UL CCA probability (PCCA_UL)
	Config 1
	
	1
	1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	Config 1
	dBm/SCS
	-101
	-101

	SS-RSRP Note 3
	Config 1
	dBm/SCS
	-84
	-84

	Ês/Iot
	Config 1
	dB
	17
	17

	Ês/Noc
	Config 1
	dB
	17
	17

	IoNote3
	Config 1
	dBm/38.16MHz
	-52.86
	-52.86

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.11.4.5.2.1.2	Test Requirements
During T1, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7].
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
During T1 and T3, the start time of SCell interruption during PCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of SCell shall not be longer than the interruption duration specified for active BWP switch in clause 8.2.2.2.5.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch interruption to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first DL slot that occurs after the beginning of DL slot (i+ TBWPswitchDelay+k1), (j+ TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.
A.11.4.5.2.2	NR FR1 DL active BWP switch with non-DRX in SA
A.11.4.5.2.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6.
The supported test configurations are shown in Table A.11.4.5.2.2.1-1. The test scenario comprises of one cell (Cell 1) as given in Table A.11.4.5.2.2.1-2. Cell-specific parameters of the cell are specified in Table A.11.4.5.2.2.1-3 below. 
PDCCHs indicating new transmissions shall be sent continuously on Cell 1 to ensure that the UE will have ACK/NACK sending. 
Before the test starts, 
-	UE is connected to Cell 1 on radio channel 1.
-	UE is configured with 2 different UE-specific downlink bandwidth parts, BWP-1 and BWP-2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1.
-	UE is configured with a bwp-InactivityTimer timer value for Cell1. 
The cell has constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
	Time period T1 starts when a DCI format 1_1 command for DL BWP switch, sent from the test equipment to the UE, is received at the UE side in Cell1’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of Cell1’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the Cell1 no later than the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on Cell1’s BWP-2 starting from the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
During T2, the test equipment won’t transmit DCI format for PDSCH reception on Cell1. 
During T3,
	The time period T3 starts from the slot #j, where j is the first slot of the subframe immediately after bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of Cell1’s slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the Cell1 at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on Cell1’s BWP-1 starting from the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
The test equipment verifies the DL BWP switch time by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
Table A.11.4.5.2.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.
Note 2:	A UE which fulfils the requirements in test case A.11.4.5.2.1 can skip the test cases in A.11.4.5.2.2.
Note 3:      The UE supporting SA operation with only NR band(s) with shared spectrum access is required to be tested.



Table A.11.4.5.2.2.1-2: General test parameters for DL BWP switch in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell1 on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	DL CCA model
	
	As specified in clause A.3.20.2.1
	

	UL CCA model
	
	As specified in clause A.3.20.2.2
	

	bwp-InactivityTimer
	ms
	200
	

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.11.4.5.2.2.1-3: NR Cell specific test parameters for DL BWP switch in SA
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1
	
	TDD

	TDD configuration
	Config 1
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1
	
	40 MHz: NRB,c = 106

	Active BWP ID
	
	1, 2

	Initial DL BWP Configuration
	Config 1
	
	DLBWP.0.2 Note 4

	Active DL BWP-1 Configuration
	Config 1
	
	DLBWP.1.1 Note 4

	Active DL BWP-2 Configuration
	Config 1
	
	DLBWP.1.3 Note 4

	Initial UL BWP Configuration
	Config 1
	
	ULBWP.0.2 Note 4

	Active UL BWP-1 Configuration
	Config 1
	
	ULBWP.1.1 Note 4

	Active UL BWP-2 Configuration
	Config 1
	
	ULBWP.1.3 Note 4

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 CCA

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 CCA

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.3 CCACCR.1.1 CCA

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Semi- static channel acces
	Config 1
	
	SSB.1 CCA

	
	Dymamic channel acces
	Config 1
	
	SSB.2 CCA

	SMTC Configuration
	Config 1
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	TRS Configuration
	Config 1
	
	TRS.1.2 TDD

	DL CCA probability (PCCA_DL)
	Config 1
	
	1

	UL CCA probability (PCCA_UL)
	Config 1
	
	1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS (Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1
	dBm/SCS
	-101

	SS-RSRP Note 3
	Config 1
	dBm/SCS
	-84

	Ês/Iot
	Config 1
	dB
	17

	Ês/Noc
	Config 1
	dB
	17

	IoNote3
	Config 1
	dBm/38.16 MHz
	-52.86

	Propagation Condition 
	
	AWGN

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.11.4.5.2.2.2	Test Requirements
During T1, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed Cell1 active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first UL slot that occurs after beginning of DL slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.
A.11.4.5.3	RRC-based Active BWP Switch
A.11.4.5.3.1	NR FR1 DL active BWP switch of Cell with non-DRX in SA
A.11.4.5.3.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in clause 8.6.
The supported test configurations are shown in Table A.11.4.5.3.1.1-1. The test scenario comprises of one Cell (Cell 1) as given in Table A.11.4.5.3.1.1-2. Cell-specific parameters of Cell are specified in Table A.11.4.5.3.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on Cell 1 to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 on radio channel 1.
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 1.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 of initial condition in Cell 1.
All cells have constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
	Time period T1 starts when a RRCReconfiguration with updated bandwidth part configuration, sent from the test equipment to the UE, is completely received at the UE side in PCell’s slot # denoted i. The UE shall reconfigure its bandwidth part with the updated bandwidth part BWP-1 of final condition.
	The UE shall be able to receive PDSCH on PCell from the first DL slot that occurs after the beginning of DL slot as defined in clause 8.6.3 and starts to report valid ACK/NACK for the PCell from the first UL slot that occurs after the beginning of DL slot on BWP-1 of final condition. The UE shall be continuously scheduled on PCell’s BWP-1 of final condition starting from the first DL slot right after slot .
	TRRCprocessingDelay and TBWPswitchDelayRRC are defined in clause 8.6.3.
The test equipment verifies the DL BWP switch time in Cell by counting the time from the time when the RRC Reconfiguration message including updated BWP configuration is sent till the time when a vaild ACK/NACK is received is received.
Table A.11.4.5.3.1.1-1: DL BWP switch supported test configurations in SA scenario
	Config
	Description

	1
	With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations.Void
Note 2:      The UE supporting SA operation with only NR band(s) with shared spectrum access is required to be tested.



Table A.11.4.5.3.1.1-2: General test parameters for DL BWP switch in SA scenario
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active Cell
	
	Cell 1
	Cell on RF channel number 1.

	CP length
	
	Normal
	

	DL CCA model
	
	As specified in clause A.3.20.2.1
	

	UL CCA model
	
	As specified in clause A.3.20.2.2
	

	DRX
	
	OFF
	

	T1
	s
	0.2
	



Table A.11.4.5.3.1.1-3: NR Cell specific test parameters for DL BWP switch in SA scenario
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR1

	Duplex mode
	Config 1
	
	TDD

	TDD configuration
	Config 1
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1
	
	40 MHz: NRB,c = 106

	Active BWP ID
	
	1

	Initial DL BWP Configuration
	Config 1
	
	DLBWP.0.2

	Initial UL BWP Configuration
	Config 1
	
	ULBWP.0.2

	Initial Condition
	Active DL BWP-1 Configuration
	Config 1
	
	DLBWP.1.3

	
	Active UL BWP-1 Configuration
	Config 1
	
	ULBWP.1.3

	Final
Condition
	Active DL BWP-1 Configuration
	Config 1
	
	DLBWP.1.1

	
	Active UL BWP-1 Configuration
	Config 1
	
	ULBWP.1.1

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 CCA

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 CCA

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.3 CCACCR.1.1 CCA

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Semi-static channel acces
	Config 1
	
	SSB.1 CCA

	
	Dymamic channel acces
	Config 1
	
	SSB.2 CCA

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1
	
	TRS.1.2 TDD

	DL CCA probability (PCCA_DL)
	Config 1
	
	1

	UL CCA probability (PCCA_UL)
	Config 1
	
	1

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS (Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	NocNote 2
	Config 1
	dBm/SCS
	-101

	SS-RSRP Note 3
	Config 1
	dBm/SCS
	-84

	Ês/Iot
	Config 1
	dB
	17

	Ês/Noc
	Config 1
	dB
	17

	IoNote3
	Config 1
	dBm/38.16MHz
	-52.86

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



A.11.4.5.3.1.2	Test Requirements
During T1, the UE shall be ready for the reception of uplink grant for the Cell from the first DL slot that occurs right after the begining of slot  and starts to report valid ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot. 
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7].
All of the above test requirements shall be fulfilled in order for the observed Cell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.





	<End of Change 2>

