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1. Introduction
This contribution is a text proposal for TR 38.862 v0.2.0 to include rules for addition or removal of channel BW’s in existing BCS’s.
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc73114415][bookmark: _Hlk32391732]5.4	xxxxAdding or removing channel BW’s in NR CA configurations
<Text will be added if it’s necessary.>
5.4.1	Adding channel BW’s in NR CA configurations
If it is discovered that it was forgotten to define a channel bandwidth when defining a band combination, the correct way is to define a new BCS row for that band combination. Such a definition of a new BCS follows the normally procedures of definitions of new BCS’s.
Preferably no exceptions should be made to the rule above. Exception can only be if all UE vendors can confirm that ...
a) no existing UE advertises the affected channel bandwidth (in the channel-BW bitmap) or the affected band combination (in the supportedBandCombinationList), or
b) all existing UEs that advertise the affected channel bandwidth and the band combination support and accept the configuration of that channel bandwidth in that BC.
The rule to follow by CR-authors and basket WI rapporteurs:
· If a channel bandwidth is added to an existing bandwidth combination set and if this channel bandwidth was already defined in Table 5.3.5-1 (“Channel bandwidths for each NR band”) in a previous version of the specification:
· The change is non-backwards-compatible and needs to be documented on the CR cover page with the wording “The addition of the channel bandwidth XXX to BCS#Y of band combination ABC is intentional and potential non-backwards compatible (NBC) impact have been considered.
5.4.2	Removing channel BW’s in NR CA configurations
[bookmark: _Toc73114412]5.4.2.1	Removing of not possible channel BW’s
If it is discovered that a channel bandwidth in a band combination set is defined for a band that is not defined in Table 5.3.5-1 (“Channel bandwidths for each NR band”) it needs to be removed. Such a removal is not a non-backward compatible change. This is a correction of an inconsistency in the specification. 
5.4.2.1	Removing of possible channel BW’s
If it is discovered that a channel bandwidth was mistakenly included when defining the band combination, the correct way is to define a new BCS row in that band combination. Such a definition of a new BCS follows the normally procedures of definitions of new BCS’s.
Preferably no exceptions should be made to that rule. Exception can only be if all UE vendors can confirm that ...
a) no existing UE advertises the affected channel bandwidth (in the channel-BW bitmap) or the affected band combination (in the supportedBandCombinationList).
The rule to follow by CR-authors and basket WI rapporteurs:
· If a channel bandwidth is removed from an existing bandwidth combination set and if this channel bandwidth was already defined in Table 5.3.5-1 (“Channel bandwidths for each NR band”) in a previous version of the specification:
· The change is non-backwards-compatible and needs to be documented on the CR cover page with the wording “The removal of the channel bandwidth XXX to BCS#Y of band combination ABC is intentional and potential non-backwards compatible (NBC) impact have been considered.
---End of changes---
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