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	Reason for change:
	In TS38.306, IE simultaneousRxTxInterBandCA is defined and applied for FR2 TDD+TDD band combination
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However, the information of simultaneous Rx/Tx capability for the existing FR2 band combinations is missing, which may cause confusion that whether or not simultaneous Rx/Tx capability is supported, or how to interpret these combinations without explicitly simultaneous Rx/Tx in the spec.

	
	

	Summary of change:
	A note is added in table 5.2A.2-1 to indicate the information of simultaneous Rx/Tx capability for the existing FR2 band combinations

	
	

	Consequences if not approved:
	It is unclear whether or not simultaneous Rx/Tx capability is supported for the  existing FR2 band combinations
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NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR2. 
Beam management type is according to UE capability declaration IE beamManagementType-r16. The requirements in the following clauses are only applicable to inter-band CA with IBM type.
Table 5.2A.2-1: Inter-band CA operating bands in FR2
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n260-n2611
	n260, n261

	NOTE 1:	For UEs supporting inter-band CA operation in FR2, the minimum requirements apply only when there is non-simultaneous Rx/Tx operation between inter-band NR carriers in FR2 in the current version of this specification.
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Indicates whether the UE supports simultaneous transmission and reception in
TDD-TDD and TDD-FDD inter-band NR CA. It is mandatory for certain TDD-FDD
and TDD-TDD band combinations defined in TS 38.101-1 [2], TS 38.101-2 [3] and
TS 38.101-3 [4].





