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1. Introduction
At RAN4#100-E meeting BS RF receiver requirements was discussed. In this way-forward contribution an agreements and guidance with topics for further consideration is captured.

2. Agreements
Based on the discussion captured in [1] the following agreements was captured:
1. For OTA reference sensitivity use FR2 EIS_REFSENS_50M sensitivity declaration as the starting point, i.e., BS sensitivity for FR2-2 is declared based on 50 MHz reference and allowed power level to be declared for each class is according to TS 38.104, clause 10.3.3. 
2. Existing G-FR2-A1-3 can be re-used for 120 kHz SCS.
3. The interferer levels for general receiver intermodulation for NR operation in 52.6 – 71 GHz range can be derived by applying an offset below the in-band blocking levels, unless technical concerns are identified with this approach by the next RAN4 meeting.


3. For further consideration 
Based on the discussion captured in [1] the following aspects needs further considerations.
1. Further discuss definition of new FRC required for 480 kHz and 960 kHz SCS for reference sensitivity and ICS requirement.
2. Further discuss interferer signal levels for ICS, ACS and in-band blocking, receiver intermodulation.
3. For receiver spurious emission further consider following options:

Option 1: Use FR2 approach with necessary adaptations on step size for spurious emissions.
Option 2: Use ETSI EN 303 722 and/or 303 753 for spurious emissions.
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