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<Start of Change 0>
[bookmark: _Toc21099805][bookmark: _Toc29809603][bookmark: _Toc36644978][bookmark: _Toc37272032][bookmark: _Toc45884278][bookmark: _Toc53182301][bookmark: _Toc58860042][bookmark: _Toc58862546][bookmark: _Toc61182539][bookmark: _Toc66727852][bookmark: _Toc74961655][bookmark: _Toc75242566][bookmark: _Toc76544912][bookmark: _Toc82595012][bookmark: _Toc89955043]4.1.2	Acceptable uncertainty of Test System
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The maximum acceptable uncertainty of the Test System is specified below for each test defined explicitly in the present specification, where appropriate. The maximum acceptable uncertainty of the Test System for test requirements included by reference is defined in the respective referred test specification.
For BS type 1-H when a requirement is applied per TAB connector then the test uncertainty is applied to the measured value. When a requirement is applied for a group of TAB connectors then the test uncertainty is applied to sum of the measured power on each TAB connector in the group.
The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified tolerance and the equipment under test to be measured with an uncertainty not exceeding the specified values. All tolerances and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.
A confidence level of 95 % is the measurement uncertainty tolerance interval for a specific measurement that contains 95 % of the performance of a population of test equipment.
For RF tests, it should be noted that the uncertainties in clause 4.1.2 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.
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Table 4.1.2.2-1: Maximum Test System uncertainty for transmitter tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2 Base Station output power
	±0.7 dB, f ≤ 3 GHz
±1.0 dB, 3 GHz < f ≤ 6 GHz (Note)
±1.5 dB, for bands n46, and  n96 and n103
	

	6.3 Output power dynamics
	± 0.4 dB
	

	6.4.1 Transmit OFF power
	±2.0 dB , f ≤ 3 GHz
±2.5 dB, 3 GHz < f ≤ 6 GHz (Note)
±3 dB, for bands n46 and n96
	

	6.4.2 Transmitter transient period
	N/A
	

	6.5.2 Frequency error
	± 12 Hz
	

	6.5.3 EVM
	± 1%
	

	6.5.4 Time alignment error
	± 25ns
	

	6.6.2 Occupied bandwidth
	5 MHz, 10 MHz BS Channel BW: ±100 kHz
15 MHz, 20 MHz, 25 MHz, 30 MHz, 40 MHz, 50 MHz BS Channel BW: ±300 kHz
60 MHz, 70 MHz, 80 MHz, 90 MHz, 100 MHz BS Channel BW: ±600 kHz
	

	6.6.3 Adjacent Channel Leakage power Ratio (ACLR)
	ACLR/ CACLR
BW ≤ 20MHz: ±0.8 dB
BW > 20MHz: ±1.2 dB

Absolute power ±2.0 dB, f ≤ 3 GHz
Absolute power ±2.5 dB, 3 GHz < f ≤ 6 GHz (Note)
Absolute power ±3 dB, for bands n46 and n96


CACLR
BW ≤ 20MHz: ±0.8 dB
BW > 20MHz: ±1.2 dB

CACLR absolute power ±2.0 dB , f ≤ 3 GHz
CACLR absolute power ±2.5 dB, 3 GHz < f ≤ 6 GHz 
CACLR absolute power ±3 dB, for bands n46 and n96
(Note)
	

	6.6.4 Operating band unwanted emissions
	±1.5 dB, f ≤ 3 GHz
±1.8 dB, 3 GHz < f ≤ 6 GHz (Note)
±2.2 dB, for bands n46, and n96 and n103
	

	6.6.5.5.1.1 Transmitter spurious emissions, Mandatory Requirements
	9 kHz < f ≤ 4 GHz: ±2.0 dB
4 GHz < f ≤ 19 GHz: ±4.0 dB
19 GHz < f ≤ 26 GHz: ±4.5 dB
	

	6.6.5.5.1.2 Transmitter spurious emissions, Protection of BS receiver
	±3.0 dB
	

	6.6.5.5.1.3 Transmitter spurious emissions, Additional spurious emission requirements
	±2.0 dB for > -60 dBm, f ≤ 3 GHz
±2.5 dB, 3 GHz < f ≤ 4.2 GHz
±3.0 dB, 4.2 GHz < f ≤ 6 GHz
±3.0 dB for ≤ -60 dBm, f ≤ 3 GHz
±3.5 dB, 3 GHz < f ≤ 4.2 GHz
±4.0 dB, 4.2 GHz < f ≤ 6 GHz
±4.0 dB, for bands n46, and n96 and n103


	

	6.6.5.2.4 Transmitter spurious emissions, Co-location
	±3.0 dB
	

	6.7 Transmitter intermodulation
(interferer requirements)
This tolerance applies to the stimulus and not the measurements defined in 6.6.3, 6.6.4 and 6.6.5
	The value below applies only to the interfering signal and is unrelated to the measurement uncertainty of the tests in 6.6.3 (ACLR), 6.6.4 (OBUE) and 6.6.5 (spurious emissions)  which have to be carried out in the presence of the interferer.

±1.0 dB
	The uncertainty of interferer has double the effect on the result due to the frequency offset

	NOTE:	Test system uncertainty values for 4.2 GHz < f ≤ 6 GHz apply for BS operates in licensed spectrum only.
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Table 4.1.2.3-1: Maximum Test System Uncertainty for receiver tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.2	Reference sensitivity level
	±0.7 dB, f ≤ 3 GHz
±1.0 dB, 3 GHz < f ≤ 4.2 GHz
±1.2 dB, 4.2 GHz < f ≤ 6 GHz
±1.5 dB, for bands n46, and n96 and n103
	

	7.3	Dynamic range
	±0.3 dB
	

	7.4.1 Adjacent channel selectivity 
	±1.4 dB, f ≤ 3 GHz
±1.8 dB, 3 GHz < f ≤ 4.2 GHz
±2.1 dB, 4.2 GHz < f ≤ 6 GHz (Note 2)
±2.5 dB, for bands n46, and n96 and n103
	Overall system uncertainty comprises three quantities:

1. Wanted signal level error
2. Interferer signal level error
3. Additional impact of interferer leakage

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The interferer leakage effect is systematic, and is added arithmetically.

Test System uncertainty = SQRT (wanted_level_error2 + interferer_level_error2) + leakage effect.

f ≤ 3 GHz
Wanted signal level ±0.7 dB
Interferer signal level ±0.7 dB
3 GHz < f ≤ 4.2 GHz
Wanted signal level ±1.0 dB
Interferer signal level ±1.0 dB
4.2 GHz < f ≤ 6 GHz
Wanted signal level ±1.22 dB
Interferer signal level ±1.22 dB
Bands n46 and n96
Wanted signal level ± 1.5dB
Interferer signal level ± 1.8dB


f ≤ 6 GHz
Impact of interferer leakage 0.4 dB

	7.4.2.4.2 In-band blocking (General blocking)
	±1.6 dB, f ≤ 3 GHz
±2.0 dB, 3 GHz < f ≤ 4.2 GHz
±2.2 dB, 4.2 GHz < f ≤ 6 GHz (Note 2)
±2.7 dB, for bands n46, and n96 and n103

	

	7.4.2.4.3 In-band blocking
(Narrow band blocking)
	±1.4 dB, f ≤ 3 GHz
±1.8 dB, 3 GHz < f ≤ 4.2 GHz
±2.1 dB, 4.2 GHz < f ≤ 6 GHz (Note 2)
	

	7.5.5.1 Out-of-band blocking (General requirements)
	fwanted ≤ 3GHz
1MHz < finterferer ≤ 3 GHz: ±1.3 dB
3.0GHz < finterferer ≤ 4.2 GHz: ±1.5 dB
4.2GHz < finterferer ≤ 12.75 GHz: ±3.2 dB

3GHz < fwanted ≤ 4.2GHz:
1MHz < finterferer ≤ 3 GHz: ±1.5 dB
3.0GHz < finterferer ≤ 4.2 GHz: ±1.7 dB
4.2GHz < finterferer ≤ 12.75 GHz: ±3.3 dB

4.2GHz < fwanted ≤ 6.0GHz:
1MHz < finterferer ≤ 3 GHz: ±1.7 dB
3.0GHz < finterferer ≤ 4.2 GHz: ±1.8 dB
4.2GHz < finterferer ≤ 12.75 GHz: ±3.3 dB
fwanted: for bands n46 and n96 
1MHz < finterferer ≤ 3 GHz: ±1.9 dB
3.0GHz < finterferer ≤ 4.2 GHz: ±2.0 dB
4.2GHz < finterferer ≤ 12.75 GHz: ±3.5 dB
	Overall system uncertainty comprises three quantities:

1. Wanted signal level error
2. Interferer signal level error
3. Interferer broadband noise

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. The Interferer Broadband noise effect is systematic, and is added arithmetically.

Test System uncertainty = SQRT (wanted_level_error2 + interferer_level_error2) + Broadband noise effect.

Out of band blocking, using CW interferer:
Wanted signal level:
±0.7 dB up to 3 GHz
±1.0 dB up to 4.2 GHz
±1.22 dB up to 6 GHz

Interferer signal level:
±1.0 dB up to 3 GHz
±1.2 dB up to 4.2 GHz
±3.0 dB up to 12.75 GHz
Impact of interferer Broadband noise 0.1 dB 

	7.5.5.2 Out-of-band blocking (Co-location requirements)
	Co-location blocking, using CW interferer:
±2.5 dB, f ≤ 3.0 GHz
±2.6 dB, 3.0 GHz < f ≤ 4.2 GHz
±2.7 dB, 4.2 GHz < f ≤ 6.0 GHz
±2.9 dB, for bands n46 and n96
	Co-location blocking, using CW interferer:
f ≤ 3.0 GHz
Wanted signal level ± 0.7 dB
3.0 GHz < f ≤ 4.2 GHz
Wanted signal level ± 1.0dB
4.2 GHz < f ≤ 6.0 GHz
Wanted signal level ± 1.22 dB
For bands n46 and n96
Wanted signal level ± 1.5 dB


f ≤ 6.0 GHz
Interferer signal level:
± 2.0 dB
Interferer signal level for band n46 and n96:
± 2.0 dB

Interferer ACLR not applicable
Impact of interferer Broadband noise 0.4 dB

	7.6 Receiver spurious emissions
	30 MHz ≤ f ≤ 4 GHz: ±2.0 dB
4 GHz < f ≤ 19 GHz: ±4.0 dB
19 GHz < f ≤ 26 GHz: ±4.5 dB
	

	7.7 Receiver intermodulation 
	±1.8 dB, f ≤ 3.0 GHz
±2.4 dB, 3.0 GHz < f ≤ 4.2 GHz
±3.0 dB, 4.2 GHz < f ≤ 6.0 GHz (Note 2)
±3.3 dB, for bands n46 and n96
	Overall system uncertainty comprises four quantities:

1. Wanted signal level error
2. CW Interferer level error
3. Modulated Interferer level error
4. Impact of interferer ACLR

The effect of the closer CW signal has twice the effect.

Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared to provide the combined effect of the three signals. The interferer ACLR effect is systematic, and is added arithmetically.

Test System uncertainty = SQRT [(2 x CW_level_error)2 +(mod interferer_level_error)2 +(wanted signal_level_error)2] + ACLR effect.

f ≤ 3.0 GHz
Wanted signal level ± 0.7dB
CW interferer level ± 0.5 dB
Mod interferer level ± 0.7 dB
3.0 GHz < f ≤ 4.2 GHz
Wanted signal level ± 1.0 dB
CW Interferer level ± 0.7 dB
Mod Interferer level ± 1.0 dB
4.2 GHz < f ≤ 6 GHz
Wanted signal level ± 1.22 dB
CW Interferer level ± 0.98 dB
Mod Interferer level ± 1.22 dB
For bands n46 and n96
Wanted signal level ± 1.5dB
CW Interferer level ± 1.0dB
Mod Interferer level ± 1.5dB


f ≤ 6 GHz
Impact of interferer ACLR 0.4 dB

	7.8 In-channel selectivity
	±1.4 dB, f ≤ 3 GHz
±1.8 dB, 3 GHz < f ≤ 4.2 GHz
±2.1 dB, 4.2 GHz < f ≤ 6 GHz (Note 2)
±2.5 dB, for bands n46 and n96
	

	NOTE 1:	Unless otherwise noted, only the Test System stimulus error is considered here. The effect of errors in the throughput measurements due to finite test duration is not considered.
NOTE 2:	Test system uncertainty values for 4.2 GHz < f ≤ 6 GHz apply for BS operates in licensed spectrum only.



<End of Change 0>




<Start of Change 1>
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The conducted BS output power requirements are specified at single-band connector, or at multi-band connector.
The rated carrier output power of the BS type 1-C shall be as specified in table 6.2.1-1.
Table 6.2.1-1: Rated carrier output power limits for BS type 1-C
	BS class
	Prated,c,AC

	Wide Area BS
	(Note)

	Medium Range BS
	≤ 38 dBm

	Local Area BS
	≤ 24 dBm

	NOTE:	There is no upper limit for the Prated,c,AC rated output power of the Wide Area Base Station.



The rated carrier output power of the BS type 1-H shall be as specified in table 6.2.1-2.
Table 6.2.1-2: Rated carrier output power limits for BS type 1-H
	BS class
	Prated,c,sys
	Prated,c,TABC

	Wide Area BS
	(Note)
	(Note)

	Medium Range BS
	≤ 38 dBm +10log(NTXU,counted)
	≤ 38 dBm

	Local Area BS
	≤ 24 dBm +10log(NTXU,counted)
	≤ 24 dBm

	NOTE:	There is no upper limit for the Prated,c,sys or Prated,c,TABC of the Wide Area Base Station.



In addition, for operation with shared spectrum channel access operation, the BS may have to comply with the applicable BS power limits established regionally, when deployed in regions where those limits apply and under the conditions declared by the manufacturer.
For Band n41 and n90 operation in Japan, the rated output power, Prated,c.sys for BS type 1-H or the sum of Prated,c,AC over all antenna connectors for BS type 1-C declared by the manufacturer shall be equal to or less than 20 W per 10 MHz bandwidth.
For Band n103, the rated output power Prated,c.sys for BS type 1-H or sum of Prated,c,AC over all antenna connectors for BS type 1-C declared by the manufacturer shall be equal to or less than 43dBm for operation in RCC countries.
The output power limit for the respective BS classes in tables 6.2.1.-1 and 6.2.1-2 shall be compared to the rated output power and the declared BS class. It is not subject to testing.
<End of Change 1>
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<Start of Change 2>
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Unwanted emissions consist of out-of-band emissions and spurious emissions according to ITU definitions in recommendation ITU-R SM.329 [5]. In ITU terminology, out of band emissions are unwanted emissions immediately outside the channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.
[bookmark: _Hlk497217795]The out-of-band emissions requirement for the BS transmitter is specified both in terms of Adjacent Channel Leakage power Ratio (ACLR) and operating band unwanted emissions (OBUE).
The maximum offset of the operating band unwanted emissions mask from the operating band edge is ΔfOBUE. The operating band unwanted emissions define all unwanted emissions in each supported downlink operating band plus the frequency ranges ΔfOBUE above and ΔfOBUE below each band. Unwanted emissions outside of this frequency range are limited by a spurious emissions requirement.
The values of ΔfOBUE are defined in table 6.6.1-1 for the NR operating bands.
Table 6.6.1-1: Maximum offset of OBUE outside the downlink operating band
	BS type
	Operating band characteristics
	ΔfOBUE (MHz)

	BS type 1-C
	FDL_high – FDL_low  200 MHz
	10 

	
	200 MHz < FDL_high – FDL_low  900 MHz
	40 

	BS type 1-H
	FDL_high – FDL_low < 100 MHz
	10 

	
	100 MHz  FDL_high – FDL_low  900 MHz
	40 



For band n46 and n96, the values of ΔfOBUE are defined in table 6.6.1-1a.
Table 6.6.1-1a: Maximum offset of OBUE outside the downlink operating band
	Operating band 
	ΔfOBUE (MHz)

	n46
	40 

	n96
	50



For band n103, the values of ΔfOBUE are defined in table 6.6.1-1b.
Table 6.6.1-1b: Maximum offset of OBUE outside the downlink operating band for band n103
	Operating band 
	ΔfOBUE (MHz)

	n103
	100 



For BS type 1-H the unwanted emission requirements are applied per the TAB connector TX min cell groups for all the configurations supported by the BS. The basic limits and corresponding emissions scaling are defined in each relevant clause.
There is in addition a requirement for occupied bandwidth.
<End of Change 2>
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The ACLR requirements in clause 6.6.3.5.2 shall apply as described in clauses 6.6.3.5.3 or 6.6.3.5.4.
[bookmark: _Toc21099960][bookmark: _Toc29809758][bookmark: _Toc36645142][bookmark: _Toc37272196][bookmark: _Toc45884442][bookmark: _Toc53182465][bookmark: _Toc58860206][bookmark: _Toc58862710][bookmark: _Toc61182703][bookmark: _Toc66728016][bookmark: _Toc74961819][bookmark: _Toc75242730][bookmark: _Toc76545076][bookmark: _Toc82595179][bookmark: _Toc89955210]6.6.3.5.2	Limits and basic limits
The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
For operation in paired and unpaired spectrum, the ACLR shall be higher than the value specified in table 6.6.3.5.2‑1.
Table 6.6.3.5.2-1: Base station ACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44.2 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44.2 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44.2 dB (NOTE 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44.2 dB (NOTE 3)

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	43.8 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	43.8 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	43.8 dB (NOTE 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	43.8 dB (NOTE 3)

	Note 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
Note 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
Note 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.



For band n46 and n96, the ACLR shall be higher than the value specified in Table 6.6.3.5.2-1a.
Table 6.6.3.5.2-1a: Base station ACLR limit for band n46 and n96
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	10, 20, 40, 60, 80 
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	35 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	40 dB

	Note 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
Note 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



For BS operating in band n103, the ACLR shall be higher than the value specified in Table 6.6.3.5.2-1b.
Table 6.6.3.5.2-1b: Base station ACLR limit for band n103
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	20 
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	37.2 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	42.2 dB

	30, 40, 50, 60, 70, 80, 90, 100
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	36.8 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	41.8 dB

	NOTE 1:	BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



The ACLR absolute basic limit is specified in table 6.6.3.5.2‑2.
Table 6.6.3.5.2-2: Base station ACLR absolute basic limit
	BS category / BS class
	ACLR absolute basic limit

	Category A Wide Area BS
	-13 dBm/MHz

	Category B Wide Area BS
	-15 dBm/MHz

	Medium Range BS
	-25 dBm/MHz

	Local Area BS
	-32 dBm/MHz



[bookmark: _Hlk508123610]For operation in non-contiguous spectrum or multiple bands, the ACLR shall be higher than the value specified in table 6.6.3.5.2-3.
Table 6.6.3.5.2-3: Base Station ACLR limit in non-contiguous spectrum or multiple bands
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR
(Note 2)
	Square (BWConfig)
	44.2 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR
(Note 2)
	
	

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3) 
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	43.8 dB

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	
	

	Note 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
Note 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
Note 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
Note 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 MHz.



For operation in non-contiguous spectrum for band n46 and n96, the ACLR shall be higher than the value specified in Table 6.6.3.2-3a.
Table 6.6.3.5.2-3a: Base Station ACLR limit in non-contiguous spectrum for band n46 and n96
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	10, 20, 40, 60, 80
	Wgap ≥ 60
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	35 dB

	
	Wgap ≥ 80

	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	40 dB

	Note 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
Note 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



For BS operating in non-contiguous spectrum for band n103, the ACLR shall be higher than the value specified in Table 6.6.3.5.2-3b.
Table 6.6.3.5.2-3b: Base Station ACLR limit in non-contiguous spectrum for band n103
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	20 
	Wgap ≥ 60
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	37.2 dB

	
	Wgap ≥ 80
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	42.2 dB

	30, 40, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	36.8 dB

	
	Wgap ≥ 80
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	41.8 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



The Cumulative Adjacent Channel Leakage power Ratio (CACLR) in a sub-block gap or the Inter RF Bandwidth gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap or the Inter RF Bandwidth gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges or Base Station RF Bandwidth edges.
The assumed filter for the adjacent channel frequency is defined in table 6.6.3.5.2-4 and the filters on the assigned channels are defined in table 6.6.3.5.2-6.
For operation in non-contiguous spectrum or multiple bands, the CACLR for NR carriers located on either side of the sub-block gap or the Inter RF Bandwidth gap shall be higher than the value specified in table 6.6.3.5.2-4.
Table 6.6.3.5.2-4: Base station CACLR limit
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	5, 10, 15, 20
	5 ≤ Wgap < 15 (Note 3)
5 ≤ Wgap < 45 (Note 4)
	2.5 MHz
	5 MHz NR
(Note 2)
	Square (BWConfig)
	44.2 dB

	
	10 < Wgap < 20 (Note 3)
10 ≤ Wgap < 50 (Note 4)
	7.5 MHz
	5 MHz NR
(Note 2)
	
	

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	20 ≤ Wgap < 60 (Note 4)
20 ≤ Wgap < 30 (Note 3)

	10 MHz
	20 MHz NR
(Note 2)
	Square (BWConfig)
	43.8 dB

	
	40 < Wgap < 80 (Note 4)
40 ≤ Wgap < 50 (Note 3)
	30 MHz
	20 MHz NR
(Note 2)
	
	

	Note 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
Note 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
Note 3:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
Note 4:	Applicable in case the BS channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 MHz.



For operation in non-contiguous spectrum for band n46 and n96, the CACLR for NR carriers located on either side of the sub-block gap shall be higher than the value specified in Table 6.6.3.5.2-4a.
Table 6.6.3.5.2-4a: Base Station CACLR limit for band n46 and n96
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	10, 20, 40, 60, 80
	20 ≤Wgap< 60

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	35 dB

	
	40 < Wgap< 80
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	40 dB

	Note 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
Note 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



For BS operating in non-contiguous spectrum for band n103, the CACLR for NR carriers located on either side of the sub-block gap shall be higher than the value specified in Table 6.6.3.5.2-4b.
Table 6.6.3.5.2-4b: Base Station CACLR limit for band n103
	BS channel bandwidth of lowest/highest NR carrier transmitted BWChannel (MHz) 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	20
	20 ≤Wgap< 60

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	37.2 dB

	
	40 < Wgap< 80
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	42.2 dB

	 30, 40, 50, 60, 70, 80, 90, 100
	20 ≤Wgap< 60

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	36.8 dB

	
	40 < Wgap< 80
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	41.8 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



The CACLR absolute basic limit is specified in table 6.6.3.5.2-5.
Table 6.6.3.5.2-5: Base station CACLR absolute basic limit
	BS category / BS class
	CACLR absolute basic limit

	Category A Wide Area BS
	-13 dBm/MHz

	Category B Wide Area BS
	-15 dBm/MHz

	Medium Range BS
	-25 dBm/MHz

	Local Area BS
	-32 dBm/MHz



Table 6.6.3.5.2-6: Filter parameters for the assigned channel
	RAT of the carrier adjacent to the sub-block or Inter RF Bandwidth gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration



[bookmark: _Toc21099961][bookmark: _Toc29809759][bookmark: _Toc36645143][bookmark: _Toc37272197][bookmark: _Toc45884443][bookmark: _Toc53182466][bookmark: _Toc58860207][bookmark: _Toc58862711][bookmark: _Toc61182704][bookmark: _Toc66728017][bookmark: _Toc74961820][bookmark: _Toc75242731][bookmark: _Toc76545077][bookmark: _Toc82595180][bookmark: _Toc89955211]6.6.3.5.3	BS type 1-C
The ACLR test requirements for BS type 1-C are given in table 6.6.3.5.2-1 or 6.6.3.5.2-3 applies per antenna connector. Conformance can be shown by meeting the ACLR limit in table 6.6.3.5.2-1 or 6.6.3.5.2-3, or the absolute basic limits in table 6.6.3.5.2-2, whichever is less stringent.
The CACLR test requirements for BS type 1-C are given in table 6.6.3.5.2-4 applies per antenna connector. Conformance can be shown by meeting the CACLR limit in table 6.6.3.5.2-4 or the absolute basic limits in table 6.6.3.5.2-5, whichever is less stringent.
[bookmark: _Toc74961821][bookmark: _Toc21099962][bookmark: _Toc29809760][bookmark: _Toc36645144][bookmark: _Toc37272198][bookmark: _Toc45884444][bookmark: _Toc53182467][bookmark: _Toc58860208][bookmark: _Toc58862712][bookmark: _Toc61182705][bookmark: _Toc66728018]For Band n41 and n90 operation in Japan, absolute ACLR limits shall be applied to the sum of the absolute ACLR power over all antenna connectors for BS type 1-C.
For Band n103, absolute ACLR limits shall be applied to the sum of the absolute ACLR power over all antenna connectors for BS type 1-C.
6.6.3.5.4	BS type 1-H
[bookmark: _Hlk508124720]The ACLR absolute basic limits in table 6.6.3.5.2-2+ X (where X = 10log10(NTXU,countedpercell)) or the ACLR limits in table 6.6.3.5.2-1, or 6.6.3.5.2-3, whichever is less stringent, shall apply for each TAB connector TX min cell group.
The CACLR absolute basic limits in table 6.6.3.5.2-5 + X, (where X = 10log10(NTXU,countedpercell)) or the CACLR limits in table 6.6.3.5.2-4, whichever is less stringent, shall apply for each TAB connector TX min cell group.
	Conformance to the BS type 1-H ACLR (CACLR) limit can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer
1)	The ratio of the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the assigned channel frequency to the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be greater than or equal to the ACLR (CACLR) limit of the BS. This shall apply for each TAB connector TX min cell group.
Or
2)	The ratio of the filtered mean power at the TAB connector centred on the assigned channel frequency to the filtered mean power at this TAB connector centred on the adjacent channel frequency shall be greater than or equal to the ACLR (CACLR) limit of the BS for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group.
	In case the ACLR (CACLR) absolute basic limit of BS type 1-H are applied, the conformance can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
1)	The sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be less than or equal to the ACLR (CACLR) absolute basic limit + X (where X = 10log10(NTXU,countedpercell)) of the BS. This shall apply to each TAB connector TX min cell group.
Or
2)	The filtered mean power at each TAB connector centred on the adjacent channel frequency shall be less than or equal to the ACLR (CACLR) absolute basic limit of the BS scaled by X -10log10(n) for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group, where n is the number of TAB connectors in the TAB connector TX min cell group.

<End of Change 3>



<Start of Change 4>
[bookmark: _Toc21099970][bookmark: _Toc29809768][bookmark: _Toc36645152][bookmark: _Toc37272206][bookmark: _Toc45884452][bookmark: _Toc53182475][bookmark: _Toc58860216][bookmark: _Toc58862720][bookmark: _Toc61182713][bookmark: _Toc66728026][bookmark: _Toc74961829][bookmark: _Toc75242739][bookmark: _Toc76545085][bookmark: _Toc82595188][bookmark: _Toc89955219]6.6.4.5	Test requirements
[bookmark: _Toc21099971][bookmark: _Toc29809769][bookmark: _Toc36645153][bookmark: _Toc37272207][bookmark: _Toc45884453][bookmark: _Toc53182476][bookmark: _Toc58860217][bookmark: _Toc58862721][bookmark: _Toc61182714][bookmark: _Toc66728027][bookmark: _Toc74961830][bookmark: _Toc75242740][bookmark: _Toc76545086][bookmark: _Toc82595189][bookmark: _Toc89955220]6.6.4.5.1	General requirements
[bookmark: _Toc21099972][bookmark: _Toc29809770][bookmark: _Toc36645154][bookmark: _Toc37272208][bookmark: _Toc45884454][bookmark: _Toc53182477][bookmark: _Toc58860218][bookmark: _Toc58862722][bookmark: _Toc61182715][bookmark: _Toc66728028][bookmark: _Toc74961831][bookmark: _Toc75242741][bookmark: _Toc76545087][bookmark: _Toc82595190][bookmark: _Toc89955221]6.6.4.5.2	Basic limits for Wide Area BS (Category A)
For BS operating in Bands n5, n8, n12, n13, n14, n18, n26, n28, n29, n71, n85, basic limits are specified in table 6.6.4.5.2‑1.
basic limits are specified in table 6.6.4.5.2‑1.
Table 6.6.4.5.2-1: Wide Area BS operating band unwanted emission limits 
(NR bands below 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.5 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-13 dBm (Note 3)
	

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -13 dBm/100 kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For BS operating in Bands n1, n2, n3, n7, n24, n25, n30, n34, n38, n39, n40, n41, n50, n65, n66, n70, n74, n75, n92, n94, basic limits are specified in table 6.6.4.5.2‑2:
Table 6.6.4.5.2-2: Wide Area BS operating band unwanted emission limits 
(1GHz < NR bands ≤ 3GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.5 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-13 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑13 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For BS operating in Bands n48, n77, n78, n79, basic limits are specified in table 6.6.4.5.2‑3:
Table 6.6.4.5.2-3: Wide Area BS operating band unwanted emission limits 
(NR bands >3GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-13 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑13 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



[bookmark: _Toc21099973][bookmark: _Toc29809771][bookmark: _Toc36645155][bookmark: _Toc37272209][bookmark: _Toc45884455][bookmark: _Toc53182478][bookmark: _Toc58860219][bookmark: _Toc58862723][bookmark: _Toc61182716][bookmark: _Toc66728029][bookmark: _Toc74961832][bookmark: _Toc75242742][bookmark: _Toc76545088][bookmark: _Toc82595191][bookmark: _Toc89955222]6.6.4.5.3	Basic limits for Wide Area BS (Category B)
For Category B Operating band unwanted emissions, there are two options for the basic limits that may be applied regionally. Either the basic limits in clause 6.6.4.2.2.1 or clause 6.6.4.2.2.2 shall be applied.
[bookmark: _Toc21099974][bookmark: _Toc29809772][bookmark: _Toc36645156][bookmark: _Toc37272210][bookmark: _Toc45884456][bookmark: _Toc53182479][bookmark: _Toc58860220][bookmark: _Toc58862724][bookmark: _Toc61182717][bookmark: _Toc66728030][bookmark: _Toc74961833][bookmark: _Toc75242743][bookmark: _Toc76545089][bookmark: _Toc82595192][bookmark: _Toc89955223]6.6.4.5.3.1	Category B requirements (Option 1)
For BS operating in Bands n5, n8, n12, n20, n26, n28, n29, n67, n71, n85,  basic limits are specified in table 6.6.4.5.3.1-1:
Table 6.6.4.5.3.1-1: Wide Area BS operating band unwanted emission limits 
(NR bands below 1 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.5 dBm
	100 kHz

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-16 dBm (Note 3)
	

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑16 dBm/100 kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For BS operating in Bands n1, n2, n3, n7, n25, n34, n38, n39, n40, n41, n50, n65, n66, n70, n75, n92, n94, basic limits are specified in tables 6.6.4.5.3.1-2:
Table 6.6.4.5.3.1-2: Wide Area BS operating band unwanted emission limits 
(1GHz < NR bands ≤ 3GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.5 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For BS operating in Bands n48, n77, n78, n79, basic limits are specified in tables 6.6.4.5.3.1-3:
Table 6.6.4.5.3.1-3: Wide Area BS operating band unwanted emission limits 
(NR bands >3GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-12.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For BS operating in Band n103, basic limits are specified in table 6.6.4.5.3.1-4:
Table 6.6.4.5.3.1-4: Wide Area BS operating band unwanted emission limits for band n103, Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 50 MHz
	0.05 MHz  f_offset < 50.05 MHz
	
	100 kHz 

	50 MHz  f <
min(100 MHz, fmax)
	50.05 MHz  f_offset <
min(100.05 MHz, f_offsetmax)
	-11.8 dBm
	100 kHz 

	100 MHz  f  fmax
	100.5 MHz  f_offset < f_offsetmax 
	-15 dBm (NOTE 3)
	1MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 100 MHz.



[bookmark: _Toc21099975][bookmark: _Toc29809773][bookmark: _Toc36645157][bookmark: _Toc37272211][bookmark: _Toc45884457][bookmark: _Toc53182480][bookmark: _Toc58860221][bookmark: _Toc58862725][bookmark: _Toc61182718][bookmark: _Toc66728031][bookmark: _Toc74961834][bookmark: _Toc75242744][bookmark: _Toc76545090][bookmark: _Toc82595193][bookmark: _Toc89955224]6.6.4.5.3.2	Category B requirements (Option 2)
The limits in this clause are intended for Europe and may be applied regionally for BS operating in Bands n1, n3, n7, n8, n38 or n65.
For a BS operating in Bands n1, n3, n8, n65 or BS type 1-C operating in bands n7 or n38 basic limits are specified in table 6.6.4.5.3.2-1:
Table 6.6.4.5.3.2-1: Regional Wide Area BS operating band unwanted emission limits for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 0.2 MHz
	0.015 MHz  f_offset < 0.215 MHz 
	-12.5dBm
	30 kHz 

	0.2 MHz  f < 1 MHz
	0.215 MHz  f_offset < 1.015 MHz
	

	30 kHz 

	(Note 4)
	1.015 MHz  f_offset < 1.5 MHz 
	-24.5dBm
	30 kHz 

	1 MHz  f 
min( 10 MHz, fmax) 
	1.5 MHz  f_offset <
min(10.5 MHz, f_offsetmax)
	-11.5dBm
	1 MHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1 MHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -15dBm/1MHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	This frequency range ensures that the range of values of f_offset is continuous.
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For Medium Range BS in NR bands ≤ 3 GHz, basic limits are specified in table 6.6.4.5.4-1 and table 6.6.4.5.4-2.
For Medium Range BS in NR bands > 3 GHz, basic limits are specified in table 6.6.4.5.4-3 and table 6.6.4.5.4-4.
[bookmark: _Hlk515785994]For the tables in this clause for BS type 1-C Prated,x = Prated,c,AC, and for BS type 1-H Prated,x = Prated,c,cell – 10*log10(NTXU,countedpercell), and for BS type 1-O Prated,x = Prated,c,TRP – 9 dB.
Table 6.6.4.5.4-1: Medium Range BS operating band unwanted emission limits, 31< Prated,x  38 dBm (NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,x - 58.5dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,x - 60dB, -25dBm) (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,x -60dB, ‑25dBm)/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.5.4-2: Medium Range BS operating band unwanted emission limits, Prated,x  31 dBm (NR bands ≤ 3 GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-27.5 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-29 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.5.4-3: Medium Range BS operating band unwanted emission limits, 31< Prated,x  38 dBm (NR bands >3GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,x - 58.2dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,x - 60dB, -25dBm) (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Prated,x -60dB, ‑25dBm)/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.5.4-4: Medium Range BS operating band unwanted emission limits, Prated,x  31 dBm (NR bands >3GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-27.2 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-29 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.5.4-5: Medium Range BS operating band unwanted emission limits for band n103, 31< Prated,x  38 dBm
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 50 MHz
	0.05 MHz  f_offset < 50.05 MHz
	
	100 kHz 

	50 MHz  f < min(100 MHz, Δfmax)
	50.05 MHz  f_offset < min(100.05 MHz, f_offsetmax)
	Prated,x  - 57.8dB
	100 kHz 

	100 MHz  f  fmax
	100.05 MHz  f_offset < f_offsetmax
	Min(Prated,x  - 60dB, -25dBm) (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min (Prated,x -60dB, ‑25dBm)/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 100 MHz.



Table 6.6.4.5.4-6: Medium Range BS operating band unwanted emission limits for band n103, Prated,x  31 dBm
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 50 MHz
	0.05 MHz  f_offset < 50.05 MHz
	

	100 kHz 

	50 MHz  f < min(100 MHz, Δfmax)
	50.05 MHz  f_offset < min(100.05 MHz, f_offsetmax)
	-26.1 dBm
	100 kHz 

	100 MHz  f  fmax
	100.05 MHz  f_offset < f_offsetmax
	-29 dBm (Note 3)
	100 kHz

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:	The requirement is not applicable when fmax < 100 MHz.



[bookmark: _Toc21099977][bookmark: _Toc29809775][bookmark: _Toc36645159][bookmark: _Toc37272213][bookmark: _Toc45884459][bookmark: _Toc53182482][bookmark: _Toc58860223][bookmark: _Toc58862727][bookmark: _Toc61182720][bookmark: _Toc66728033][bookmark: _Toc74961836][bookmark: _Toc75242746][bookmark: _Toc76545092][bookmark: _Toc82595195][bookmark: _Toc89955226]6.6.4.5.5	Basic limits for Local Area BS (Category A and B)
For Local Area BS in NR bands ≤ 3 GHz, basic limits are specified in table 6.6.4.5.5-1.
For Local Area BS operating in bands except for n103 in NR bands > 3 GHz, basic limits are specified in table 6.6.4.5.5-2.
Table 6.6.4.5.5-1: Local Area BS operating band unwanted emission limits (NR bands ≤3GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-35.5 dBm
	100 kHz

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-37 dBm (Note 3)
	

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -37dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.6.4.5.5-21: Local Area BS operating band unwanted emission limits (NR bands >3GHz)
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-35.2 dBm
	100 kHz

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-37 dBm (Note 3)
	

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -37dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For Local Area BS operating in band n103, basic limits are specified in table 6.6.4.5.5-3.
Table 6.6.4.5.5-3: Local Area BS operating band unwanted emission limits for band n103
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 50 MHz
	0.05 MHz  f_offset < 50.05 MHz
	

	100 kHz 

	50 MHz  f < min(100 MHz, Δfmax)
	50.05 MHz  f_offset < min(100.05 MHz, f_offsetmax)
	-34.8 dBm
	100 kHz 

	100 MHz  f  fmax
	100.05 MHz  f_offset < f_offsetmax 
	-37 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -37dBm/100kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap
NOTE 3:	The requirement is not applicable when fmax < 100 MHz.



<End of Change 4>






<Start of Change 5>
[bookmark: _Toc21099991][bookmark: _Toc29809789][bookmark: _Toc36645174][bookmark: _Toc37272228][bookmark: _Toc45884474][bookmark: _Toc53182497][bookmark: _Toc58860238][bookmark: _Toc58862742][bookmark: _Toc61182735][bookmark: _Toc66728049][bookmark: _Toc74961853][bookmark: _Toc75242763][bookmark: _Toc76545109][bookmark: _Toc82595212][bookmark: _Toc89955243]6.6.5.5	Test requirements
[bookmark: _Toc21099992][bookmark: _Toc29809790][bookmark: _Toc36645175][bookmark: _Toc37272229][bookmark: _Toc45884475][bookmark: _Toc53182498][bookmark: _Toc58860239][bookmark: _Toc58862743][bookmark: _Toc61182736][bookmark: _Toc66728050][bookmark: _Toc74961854][bookmark: _Toc75242764][bookmark: _Toc76545110][bookmark: _Toc82595213][bookmark: _Toc89955244]6.6.5.5.1	Basic limits
[bookmark: _Toc21099993][bookmark: _Toc29809791][bookmark: _Toc36645176][bookmark: _Toc37272230][bookmark: _Toc45884476][bookmark: _Toc53182499][bookmark: _Toc58860240][bookmark: _Toc58862744][bookmark: _Toc61182737][bookmark: _Toc66728051][bookmark: _Toc74961855][bookmark: _Toc75242765][bookmark: _Toc76545111][bookmark: _Toc82595214][bookmark: _Toc89955245]6.6.5.5.1.1	Tx spurious emissions
The limits of either table 6.6.5.5.1.1-1 (Category A limits) or table 6.6.5.5.1.1-2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for operating band unwanted emissions in clause 6.6.4, and as declared by the manufacturer (D.4).
Table 6.6.5.5.1.1-1: General BS transmitter spurious emission limits in FR1, Category A
	Spurious frequency range
	 Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	
	1 kHz
	Note 1, Note 4

	150 kHz – 30 MHz
	
	10 kHz 
	Note 1, Note 4

	30 MHz – 1 GHz
	-13 dBm
	100 kHz
	Note 1

	1 GHz – 12.75 GHz
	
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 1, Note 2, Note 3

	12.75 GHz - 26 GHz
	-13 dBm
	1 MHz
	Note 1, Note 2, Note 5

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [5], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [5], s2.5 table 1.
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.
NOTE 4:	This spurious frequency range applies only to BS type 1-C and BS type 1-H.
NOTE 5:	Applies only for band n46 and n96.




Table 6.6.5.5.1.1-2: General BS transmitter spurious emission limits in FR1, Category B
	Spurious frequency range
	Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	
	1 kHz
	Note 1, Note 4

	150 kHz – 30 MHz
	-36 dBm
	10 kHz 
	Note 1, Note 4

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz – 12.75 GHz
	-30 dBm
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the DL operating band in GHz
	
	1 MHz
	Note 1, Note 2, Note 3

	12.75 GHz - 26 GHz
	-30 dBm
	1 MHz
	Note 1, Note 2, Note 5

	NOTE 1:	Measurement bandwidths as in ITU-R SM.329 [5], s4.1.
NOTE 2:	Upper frequency as in ITU-R SM.329 [5], s2.5 table 1.
NOTE 3:	This spurious frequency range applies only for operating bands for which the 5th harmonic of the upper frequency edge of the DL operating band is reaching beyond 12.75 GHz.
NOTE 4:	This spurious frequency range applies only to BS type 1-C and BS type 1-H.
NOTE 5:	Applies only for band n46, n96 and n103. .
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This requirement shall be applied for NR FDD operation in order to prevent the receivers of the BSs being desensitised by emissions from a BS transmitter. It is measured at the transmit antenna connector for BS type 1-C or at the TAB connector for BS type 1-H for any type of BS which has common or separate Tx/Rx antenna connectors / TAB connectors.
For BS operating in bands except for band n103, tThe basic limits are provided in table 6.6.5.5.1.2-1.
Table 6.6.5.5.1.2-1: BS spurious emissions basic limits for protection of the BS receiver
	BS class
	Frequency range
	Basic limit
	Measurement bandwidth

	Wide Area BS
	
	-96 dBm
	

	Medium Range BS
	FUL_low – FUL_high
	-91 dBm
	100 kHz

	Local Area BS
	
	-88 dBm
	



For BS operating in band n103, the spurious emission basilce limits are provided in table 6.6.5.2.2-1a
Table 6.6.5.2.2-1a: BS spurious emissions basic limits for protection of the BS receiver for band n103
	BS class
	Frequency range
	Basic limits
	Measurement bandwidth
	Note

	Wide Area BS
	FUL,low – FUL,high
	-92 dBm
	100 kHz
	

	Medium Range BS
	FUL,low – FUL,high
	-87 dBm
	100 kHz
	

	Local Area BS
	FUL,low – FUL,high
	-84 dBm
	100 kHz
	



[bookmark: _Toc21099995][bookmark: _Toc29809793][bookmark: _Toc36645178][bookmark: _Toc37272232][bookmark: _Toc45884478][bookmark: _Toc53182501][bookmark: _Toc58860242][bookmark: _Toc58862746][bookmark: _Toc61182739][bookmark: _Toc66728053][bookmark: _Toc74961857][bookmark: _Toc75242767][bookmark: _Toc76545113][bookmark: _Toc82595216][bookmark: _Toc89955247]6.6.5.5.1.3	Additional spurious emissions requirements
These requirements may be applied for the protection of system operating in frequency ranges other than the BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the BS, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in clause 4.4.
Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, CDMA, UTRA, E-UTRA, NR, etc.) as listed below.
The power of any spurious emission shall not exceed the basic limits of table 6.6.5.5.1.3-1 for a BS where requirements for co-existence with the system listed in the first column apply. For a multi-band connector, the exclusions and conditions in the Note column of table 6.6.5.5.1.3-1 apply for each supported operating band.
Table 6.6.5.5.1.3-1: BS spurious emissions limits for BS for co-existence with systems operating in other frequency bands
	System type for NR to co-exist with
	Frequency range for co-existence requirement
	Basic limit
	Measurement bandwidth
	Note

	GSM900
	921 – 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to BS operating in band n8

	
	876 – 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to BS operating in band n8, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	DCS1800
	1805 – 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to BS operating in band n3. 

	
	1710 – 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	PCS1900
	1930 – 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to BS operating in band n2, n25 or band n70.

	
	1850 – 1910 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n2 or n25 since it is already covered by the requirement in clause 6.6.5.5.1.2.  

	GSM850 or CDMA850
	869 – 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to BS operating in band n5 or n26. 

	
	824 – 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to BS operating in band n5 or n26, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band I or
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1 or n65

	E-UTRA Band 1 or NR Band n1
	1920 – 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1 or n65, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band II or
	1930 – 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2 or n70.

	E-UTRA Band 2 or NR Band n2
	1850 – 1910 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band III or
	1805 – 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3.

	E-UTRA Band 3 or NR Band n3
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in clause 6.6.5.5.1.2. 

	UTRA FDD Band IV or
	2110 – 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66

	E-UTRA Band 4
	1710 – 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band V or
	869 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5 or n26. 

	E-UTRA Band 5 or NR Band n5
	824 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5 or n26, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band VI, XIX or
	860 – 890 MHz 
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n18.

	E-UTRA Band 6, 18, 19 or NR Band n18
	815 – 830 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n18, since it is already covered by the requirement in clause 6.6.5.2.2.

	
	830 – 845 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band VII or
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n7.

	E-UTRA Band 7 or NR Band n7
	2500 – 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n7, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band VIII or
	925 – 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8.

	E-UTRA Band 8 or NR Band n8
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band IX or
	1844.9 – 1879.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3.

	E-UTRA Band 9
	1749.9 – 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band X or
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66

	E-UTRA Band 10
	1710 – 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band XI or XXI or
	1475.9 – 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n74, n75, n92 or n94.

	E-UTRA Band 11 or 21
	1427.9 – 1447.9 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75, n76, n91, n92, n93 or n94.

	
	1447.9 – 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n74, n75, n92 or n94.

	UTRA FDD Band XII or
	729 – 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12 or n85.

	E-UTRA Band 12 or NR Band n12
	699 – 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12 or n85, since it is already covered by the requirement in clause 6.6.5.5.1.2.
For NR BS operating in n29, it applies 1 MHz below the Band n29 downlink operating band (Note 5).

	UTRA FDD Band XIII or
	746 – 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n13.

	E-UTRA Band 13 or NR Band    n13
	777 – 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n13, since it is already covered by the requirement in clause 6.6.5.5.1.2

	UTRA FDD Band XIV or
	758 – 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n14.

	E-UTRA Band 14 or NR Band    n14
	788 – 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n14, since it is already covered by the requirement in clause 6.6.5.5.1.2

	 E-UTRA Band 17
	734 – 746 MHz
	-52 dBm
	1 MHz
	

	
	704 – 716 MHz
	-49 dBm
	1 MHz
	For NR BS operating in n29, it applies 1 MHz below the Band n29 downlink operating band (Note 5).

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	791 – 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20 or n28.

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n48, n77 or n78.

	
	3410 – 3490 MHz
	-49 dBm
	1 MHz
	This is not applicable to BS operating in Band n77 or n78.

	E-UTRA Band 24 or NR Band n24
	1525 – 1559 MHz
	-52 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXV or
	1930 – 1995 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, n25 or n70.

	E-UTRA Band 25 or NR band n25
	1850 – 1915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n25 since it is already covered by the requirement in clause 6.6.5.5.1.2. For BS operating in Band n2, it applies for 1910 MHz to 1915 MHz, while the rest is covered in clause 6.6.5.5.1.2.

	UTRA FDD Band XXVI or
	859 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5 or n26. 

	E-UTRA Band 26 or NR Band n26
	814 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n26 since it is already covered by the requirement in clause 6.6.5.5.1.2. For BS operating in Band n5, it applies for 814 MHz to 824 MHz, while the rest is covered in clause 6.6.5.5.1.2.

	E-UTRA Band 27
	852 – 869 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n5.

	
	807 – 824 MHz
	-49 dBm
	1 MHz
	This requirement also applies to BS operating in Band n28, starting 4 MHz above the Band n28 downlink operating band (Note 5).

	E-UTRA Band 28 or NR Band n28
	758 – 803 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20, n67 or n28.

	
	703 – 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n28, since it is already covered by the requirement in clause 6.6.5.5.1.2. 
For BS operating in band n67, it applies for 703 MHz to 736 MHz.

	E-UTRA Band 29 or NR Band n29
	717 – 728 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n29 or n85.

	E-UTRA Band 30 or NR Band n30
	2350 – 2360 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n30.

	
	2305 – 2315 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n30, since it is already covered by the requirement in clause 6.6.5.5.1.2. 

	E-UTRA Band 31
	462.5 -467.5 MHz
	-52 dBm
	1 MHz
	

	
	452.5 -457.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD band XXXII or E-UTRA band 32
	1452 – 1496 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n74, n75, n92 or n94.

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n34.

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n2 or n25.

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n38. 

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n39.

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Bands n30 or n40.

	E-UTRA Band 41 or NR Band n41
	2496 – 2690 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n41 or n53.

	E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n48, n77 or n78.

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n48, n77 or n78.

	E-UTRA Band 44
	703 – 803 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n28.

	E-UTRA Band 45
	1447 – 1467 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 46 or NR Band n46
	5150 – 5925 MHz
	-52 dBm
	1 MHz
	This is not applicable to BS operating in Band n46 or n96.


	E-UTRA Band 47
	5855 – 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 48 or NR Band n48
	3550 – 3700 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n48, n77 and n78.

	E-UTRA Band 50 or NR band n50
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75, n76, n91, n92, n93 or n94.

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n75, n76, n91, n92, n93 or n94.

	E-UTRA Band 53 or NR Band n53
	2483.5 - 2495 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n41, n53 or n90.

	E-UTRA Band 65 or NR Band n65
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n1 or n65 

	
	1920 – 2010 MHz
	-49 dBm
	1 MHz
	For BS operating in Band n1, it applies for 1980 MHz to 2010 MHz, while the rest is covered in clause 6.6.5.5.1.2.
This requirement does not apply to BS operating in band n65, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	E-UTRA Band 66 or NR Band n66
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66.

	
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	E-UTRA Band 67 or NR Band n67
	738 – 758 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n28 or n67.

	E-UTRA Band 68
	753 -783 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n28.

	
	698-728 MHz
	-49 dBm
	1 MHz
	For BS operating in Band n28, this requirement applies between 698 MHz and 703 MHz, while the rest is covered in clause 6.6.5.5.1.2.

	E-UTRA Band 69
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n38.

	E-UTRA Band 70 or NR Band n70
	1995 – 2020 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n2, n25 or n70

	
	1695 – 1710 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n70, since it is already covered by the requirement in clause 66.6.5.5.1.2.

	E-UTRA Band 71 or NR Band n71
	617 – 652 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n71

	
	663 – 698 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n71, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	E-UTRA Band 72
	461 – 466 MHz
	-52 dBm
	1 MHz
	

	
	451 – 456 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 74 or NR Band n74
	1475 – 1518 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n75, n75, n92 or n94.

	
	1427 – 1470 MHz
	-49 dBm
	1MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75, n76, n91, n92, n93 or n94.

	E-UTRA Band 75 or NR Band n75
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75, n76, n91, n92, n93 or n94.

	E-UTRA Band 76 or NR Band n76
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n75, n76, n91, n92, n93 or n94.

	NR Band n77
	3.3 – 4.2 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n48, n77 or n78

	NR Band n78
	3.3 – 3.8 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n48, n77 or n78

	NR Band n79
	4.4 – 5.0 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n79

	NR Band n80
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n3, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n81
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n82
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n83
	703 – 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n28, since it is already covered by the requirement in clause 6.6.5.5.1.2. 
For BS operating in Band n67, it applies for 703 MHz to 736 MHz.

	NR Band n84
	1920 – 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n1, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	E-UTRA Band 85 or NR Band n85
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12 or n85.

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n12 or n85, since it is already covered by the requirement in clause 6.6.5.5.1.2.
For NR BS operating in n29, it applies 1 MHz below the Band n29 downlink operating band (Note 5).

	NR Band n86
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n66, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n89
	824 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n5, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n91
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n75 or n76.

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n92
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75 or n76.

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n20, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n93
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n75 or n76.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n94
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n50, n51, n74, n75 or n76.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n8, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n95
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	

	NR Band n96
	5925 – 7125 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in Band n46 or n96.

	NR Band n97
	2300 – 2400MHz
	-52 dBm
	1 MHz
	

	NR Band n98
	1880 – 1920MHz
	-52 dBm
	1 MHz
	

	NR Band n99
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n24, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n103
	6425 – 7125 MHz
	-52 dBm
	1 MHz
	



[bookmark: _Hlk497677260]NOTE 1:	As defined in the scope for spurious emissions in this clause, except for the cases where the noted requirements apply to a BS operating in Band n28, the co-existence requirements in table 6.6.5.5.1.3-1do not apply for the ΔfOBUE frequency range immediately outside the downlink operating band (see TS 38.104 [2], table 5.2-1). Emission limits for this excluded frequency range may be covered by local or regional requirements.
NOTE 2:	Table 6.6.5.5.1.3-1 assumes that two operating bands, where the frequency ranges in TS 38.104 [2], table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.
NOTE 3:	TDD base stations deployed in the same geographical area, that are synchronized and use the same or adjacent operating bands can transmit without additional co-existence requirements. For unsynchronized base stations, special co-existence requirements may apply that are not covered by the 3GPP specifications.
NOTE 4:	For Band n28 BS, specific solutions may be required to fulfil the spurious emissions limits for BS for co-existence with E-UTRA Band 27 UL operating band.
[bookmark: _Hlk506220100]NOTE 5:	For NR Band n29 BS, specific solutions may be required to fulfil the spurious emissions limits for NR BS for co-existence with UTRA Band XII, E-UTRA Band 12 or NR Band n12 UL operating band, E-UTRA Band 17 UL operating band or E-UTRA Band 85 UL or NR Band n85 UL operating band.
The following requirement may be applied for the protection of PHS. This requirement is also applicable at specified frequencies falling between ΔfOBUE below the lowest BS transmitter frequency of the downlink operating band and ΔfOBUE above the highest BS transmitter frequency of the downlink operating band. ΔfOBUE is defined in clause 6.6.1.
The basic limits for this requirement is:
Table 6.6.5.5.1.3-2: BS spurious emissions basic limits for BS for co-existence with PHS
	Frequency range
	Basic limit
	Measurement bandwidth
	Note

	1884.5 – 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in 1884.5 - 1915.7 MHz 



Table 6.6.5.5.1.3-3: Void
In certain regions, the following requirement may apply to BS operating in Band n50 and n75 within 1432-1452 MHz, and in Band n51 and Band n76. The basic limits are specified in table 6.6.5.5.1.3-4. This requirement is also applicable at the frequency range from ΔfOBUE below the lowest frequency of the BS downlink operating band up to ΔfOBUE above the highest frequency of the BS downlink operating band.
Table 6.6.5.5.1.3-4: Additional operating band unwanted emission basic limits for BS operating in Band n50 and n75 within 1432-1452 MHz, and in Band 51 and 76
	Filter centre frequency, filter
	Basic limit
	Measurement bandwidth

	Ffilter = 1413.5 MHz
	-42 dBm
	27 MHz



In certain regions, the following requirement may apply to BS operating in NR Band n50 within 1492-1517 MHz. The maximum level of emissions, measured on centre frequencies Ffilter with filter bandwidth according to table 6.6.5.5.1.3-5, shall be defined according to the basic limits PEM,n50,a and PEM,B50,b declared by the manufacturer.
Table 6.6.5.5.1.3-5: Operating band n50, n74 and n75 declared emission above 1518 MHz
	Filter centre frequency, Ffilter
	Declared emission basic limit (dBm)
	Measurement bandwidth

	1518.5 MHz ≤ Ffilter ≤ 1519.5 MHz
	PEM, n50,a
	1 MHz

	1520.5 MHz ≤ Ffilter ≤ 1558.5 MHz
	PEM,n50,b
	1 MHz



NOTE:	The regional requirement, included in ECC/DEC/(17)06 [14], is defined in terms of EIRP, which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement. The assessment of the EIRP level is described in TS 38.104 [2] annex E.
In certain regions, the following requirement shall be applied to BS operating in Band n13 and n14 to ensure that appropriate interference protection is provided to 700 MHz public safety operations. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.6.5.5.1.3-6: BS Spurious emissions limits for protection of 700 MHz public safety operations
	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth

	[bookmark: _Hlk53502907]n13
	763 - 775 MHz
	-46 dBm
	6.25 kHz

	n13
	793 - 805 MHz
	-46 dBm
	6.25 kHz

	n14
	769 – 775 MHz
	-46 dBm
	6.25 kHz

	n14
	799 – 805 MHz
	-46 dBm
	6.25 kHz



The following requirement may apply to NR BS operating in Band n30 in certain regions. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.6.5.5.1.3-7: Additional NR BS Spurious emissions limits for Band n30
	Frequency range
	Basic limit
	Measurement bandwidth

	2200 – 2345 MHz
	-45 dBm
	

	2362.5 – 2365 MHz
	-25 dBm
	

	2365 – 2367.5 MHz
	-40 dBm
	1 MHz

	2367.5 – 2370 MHz
	-42 dBm
	

	2370 – 2395 MHz
	-45 dBm
	



[bookmark: _Hlk349072]The following requirement may apply to BS operating in Band n48 in certain regions. The power of any spurious emission shall not exceed:
Table 6.6.5.2.3-8: Additional BS Spurious emissions limits for Band n48
	Frequency range
	Maximum Level
	Measurement Bandwidth (NOTE)
	Note

	3530MHz – 3720MHz
	-25dBm
	1 MHz
	Applicable 10MHz from the assigned channel edge 

	3100MHz – 3530MHz
3720MHz – 4200MHz
	-40dBm
	1 MHz
	



NOTE:	The resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth. 
The following requirement shall be applied to BS operating in Band n26 to ensure that appropriate interference protection is provided to 800 MHz public safety operations. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the BS downlink operating band up to 10 MHz above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.6.5.2.3-9: BS Spurious emissions limits for protection of 800 MHz public safety operations
	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	n26
	851 - 859 MHz
	-13 dBm
	100 kHz
	Applicable for offsets > 37.5kHz from the channel edge



The following requirement may apply to BS for Band n41 and n90 operation in Japan. This requirement is also applicable at the frequency range from ΔfOBUE below the lowest frequency of the BS downlink operating band up to ΔfOBUE above the highest frequency of the BS downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.6.5.5.1.3-10: Additional BS Spurious emissions limits for Band n41 and n90
	Frequency range
	Basic limit
	Measurement Bandwidth

	2505 MHz – 2535 MHz
	-42 dBm
	1 MHz

	NOTE:	This requirement applies for carriers allocated within 2545-2645 MHz.



The following requirement may apply to BS operating in 3.45-3.55 GHz in Band n77 in certain regions. Emissions shall not exceed the maximum levels specified in table 6.6.5.5.1.3-11.
Table 6.6.5.5.1.3-11: Additional BS spurious emissions limits for Band n77
	Channel bandwidth [MHz]
	Frequency range [MHz]
	Filter centre frequency, Ffilter [MHz]
	Minimum requirement [dBm]
	Measurement bandwidth [MHz]

	All
	3430 – 3440
3560 – 3570
	3430.5  Ffilter < 3439.5
3560.5  Ffilter < 3569.5
	-25
	1

	All
	 3430
> 3570
	Ffilter < 3429.5
3570.5  Ffilter
	-40
	1



NOTE:	The resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
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These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD, E-UTRA and/or NR BS are co-located with a BS.
The requirements assume a 30 dB coupling loss between transmitter and receiver and are based on co-location with base stations of the same class.
The basic limits are in table 6.6.5.5.1.4-1 for a BS where requirements for co-location with a BS type listed in the first column apply, depending on the declared BS class (D.2). For a multi-band connector, the exclusions and conditions in the Note column of table 6.6.5.5.1.4-1 shall apply for each supported operating band.
Table 6.6.5.5.1.4-1: BS spurious emissions basic limits for BS co-located with another BS
	Type of co-located BS
	Frequency range for
	Basic limit
	Measurement
	Note

	
	co-location requirement
	WA BS
	MR BS
	LA BS
	bandwidth
	

	GSM900
	876-915 MHz
	-98 dBm
	-91 dBm
	-70 dBm
	100 kHz
	

	DCS1800
	1710 – 1785 MHz
	-98 dBm
	-91 dBm
	-80 dBm
	100 kHz
	

	PCS1900
	1850 – 1910 MHz
	-98 dBm
	-91 dBm
	-80 dBm
	100 kHz
	

	GSM850 or CDMA850
	824 – 849 MHz
	-98 dBm
	-91 dBm
	-70 dBm
	100 kHz
	

	UTRA FDD Band I or E-UTRA Band 1 or NR Band n1
	1920 – 1980 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2 or NR Band n2
	1850 – 1910 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3 or NR Band n3
	1710 – 1785 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 – 1755 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5 or NR Band n5
	824 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 – 845 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7 or NR Band n7
	2500 – 2570 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VIII or E-UTRA Band 8 or NR Band n8
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 – 1784.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 – 1770 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 –1447.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50, n75, n91, n92, n93 or n94

	UTRA FDD Band XII or
E-UTRA Band 12 or NR Band n12
	699 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XIII or
E-UTRA Band 13 or NR Band n13
	777 – 787 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XIV or
E-UTRA Band 14 or NR Band n14
	788 – 798 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 17
	704 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 18 or NR Band n18
	815 – 830 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50, n75, n92 or n94

	UTRA FDD Band XXII or E-UTRA Band 22
	3410 – 3490 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n48, n77 or n78

	E-UTRA Band 24 or NR Band n24
	1626.5 – 1660.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXV or
E-UTRA Band 25 or NR Band n25
	1850 – 1915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXVI or
E-UTRA Band 26 or NR Band n26
	814 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 27
	807 – 824 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 28 or NR Band n28
	703 – 748 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 30 or NR Band n30
	2305 – 2315 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 31
	452.5 -457.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n34

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n2 or band n25

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n38.

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n39

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Bands n30 or n40.

	E-UTRA Band 41 or NR Band n41
	2496 – 2690 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n41 or n53

	E-UTRA Band 42
	3400 – 3600 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n48, n77 or n78

	E-UTRA Band 43
	3600 – 3800 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n48, n77 or n78

	E-UTRA Band 44
	703 – 803 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n28

	E-UTRA Band 45
	1447 – 1467 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 46 or NR Band n46
	5150 – 5925 MHz
	N/A
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n46 or n96

	E-UTRA Band 48 or NR Band n48
	3550 – 3700 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n48, n77 or n78

	E-UTRA Band 50 or NR band n50
	1432 – 1517 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n51, n74, n75, n91, n92, n93 or n94

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50, n74, n75, n76, n91, n92, n93 or n94

	E-UTRA Band 53 or NR Band n53
	2483.5 – 2495 MHz
	N/A
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n41, n53 or n90

	E-UTRA Band 65 or NR Band n65
	1920 – 2010 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 66 or NR Band n66
	1710 – 1780 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 68
	698 – 728 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 70 or NR Band n70
	1695 – 1710 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 71 or NR Band n71
	663 – 698 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 72
	451 – 456 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 74 or NR Band n74
	1427 – 1470 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n50, n51, n91, n92, n93 or n94

	NR Band n77
	3.3 – 4.2 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n48, n77 or n78

	NR Band n78
	3.3 – 3.8 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to BS operating in Band n48, n77 or n78

	NR Band n79
	4.4 – 5.0 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n80
	1710 – 1785 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n81
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n82
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n83
	703 – 748 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n84
	1920 – 1980 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 85 or NR Band n85
	698 - 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n86
	1710 – 1780 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n89
	824 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n91
	832 – 862 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	

	NR Band n92
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n93
	880 – 915 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	

	NR Band n94
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n95
	2010 – 2025 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n96
	5925 – 7125 MHz
	N/A
	-90 dBm
	-87 dBm
	100 kHz
	This is not applicable to BS operating in Band n46 or n96, or n103

	NR Band n97
	2300 – 2400MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n98
	1880 – 1920MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n99
	1626.5 – 1660.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n103
	6425 – 7125 MHz
	-95 dBm
	-90 dBm
	-87 dBm
	100 kHz
	This is not applicable to BS operating in Band n96.



NOTE 1:	As defined in the scope for spurious emissions in this clause, the co-location requirements in table 6.6.5.5.1.4-1 do not apply for the frequency range extending ΔfOBUE immediately outside the BS transmit frequency range of a downlink operating band (see TS 38.104 [2] table 5.2-1). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [15].
NOTE 2:	Table 6.6.5.5.1.4-1 assumes that two operating bands, where the corresponding BS transmit and receive frequency ranges in TS 38.104 [2] table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.
NOTE 3:	Co-located TDD base stations that are synchronized and using the same or adjacent operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.
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The Tx spurious emissions for BS type 1-C for each antenna connector shall not exceed the basic limits specified in clause 6.6.5.5.1.
For Band n41 and n90 operation in Japan, the sum of the spurious emissions over all antenna connectors for BS type 1-C shall not exceed the basic limits defined in clause 6.6.5.5.1.
For Band n103, the sum of the spurious emissions over all antenna connectors for BS type 1-C shall not exceed the basic limits defined in clause 6.6.5.5.1.
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The Tx spurious emissions requirements for BS type 1-H are that for each TAB connector TX min cell group and each applicable basic limit in clause 6.6.5.5.1, the power summation emissions at the TAB connectors of the TAB connector TX min cell group shall not exceed a limit specified as the basic limit + X, where X = 10log10(NTXU,countedpercell), unless stated differently in regional regulation.
NOTE:	Conformance to the BS type 1-H spurious emission requirement can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:
	1) The sum of the emissions power measured on each TAB connector in the TAB connector TX min cell group shall be less than or equal to the limit as defined in this clause for the respective frequency span.
	Or
2) The unwanted emissions power at each TAB connector shall be less than or equal to the BS type 1-H limit as defined in this clause for the respective frequency span, scaled by -10log10(n), where n is the number of TAB connectors in the TAB connector TX min cell group.

<End of Change 5>





<Start of Change 6>
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.5-1 for Wide Area BS, in table 7.2.5-2 for Medium Range BS and in table 7.2.5-3 for Local Area BS in any operating band except for band n46 and n96.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.2.5-2a for Medium Range BS and in table 7.3.5-3a for Local Area BS, for band n46.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.2.5-2b for Medium Range BS and in table 7.2.5-3b for Local Area BS, for band n96.
The reference sensitivity level requirements for NB-IoT are specified in clause 7.2.5 of TS 36.141 [24].
Table 7.2.5-1: NR Wide Area BS reference sensitivity levels
	BS channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	5, 10, 15
	15
	G-FR1-A1-1 (Note 1)
	-101
	-100.7
	-100.5

	
	
	G-FR1-A1-10 (Note 3)
	-101 (Note 2)
	-100.7 (Note 2)
	-100.5 (Note 2)

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-101.1
	-100.8
	-100.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-98.2
	-97.9
	-97.7

	20, 25, 30, 35, 40, 45, 
	15
	G-FR1-A1-4 (Note 1)
	-94.6
	-94.3
	-94.1

	50
	
	G-FR1-A1-11 (Note 4)
	-94.6 (Note 2)
	-94.3 (Note 2)
	-94.1 (Note 2)

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-94.9
	-94.6
	-94.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6 (Note 1)
	-95
	-94.7
	-94.5

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
NOTE 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
NOTE 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.



Table 7.2.5-1a: NR Wide Area BS reference sensitivity levels for band n103
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel

	Reference sensitivity power level, PREFSENS
 (dBm)

	20, 30, 40, 50 
	15
	G-FR1-A1-4 (Note 1)
	 -92.8

	
	
	G-FR1-A1-11 (Note 4)
	-92.8 (Note 2)

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -93.1

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	 -93.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
NOTE 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
NOTE 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.




Table 7.2.5-2: NR Medium Range BS reference sensitivity levels
	BS channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
(Note 5)
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	5, 10, 15
	15
	G-FR1-A1-1 (Note 1)
	-96
	-95.7
	-95.5

	
	
	G-FR1-A1-10 (Note 3)
	-96 (Note 2)
	-95.7 (Note 2)
	-95.5 (Note 2)

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-96.1
	-95.8
	-95.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-93.2
	-92.9
	-92.7

	20, 25, 30, 35, 40, 45, 
	15
	G-FR1-A1-4 (Note 1)
	-89.6
	-89.3
	-89.1

	50
	
	G-FR1-A1-11 (Note 4)
	-89.6 (Note 2)
	-89.3 (Note 2)
	-89.1 (Note 2)

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-89.9
	-89.6
	-89.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	-90
	-89.7
	-89.5

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
NOTE 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
NOTE 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.
NOTE 5: These reference measurement channels are not applied for band n46 and n96.



Table 7.2.5-2a: NR Medium Range BS reference sensitivity levels for band n46
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	10
	15
	G-FR1-A1-12 (Note 2)
	-101.5

	
	30
	G-FR1-A1-13 (Note 2)
	-99.2

	
	60
	G-FR1-A1-3 (Note 1, 3)
	-92.4

	20
	15
	G-FR1-A1-14 (Note 2)
	-98.6

	
	30
	G-FR1-A1-15 (Note 2)
	-95.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-89.2

	40
	15
	G-FR1-A1-16 (Note 2)
	-95.5

	
	30
	G-FR1-A1-17 (Note 2)
	-92.5

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-89.2

	60
	30
	G-FR1-A1-18 (Note 2)
	-90.9

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-89.2

	80
	30
	G-FR1-A1-19 (Note 2)
	-89.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-89.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.5-2.



Table 7.2.5-2b: NR Medium Range BS reference sensitivity levels for band n96
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	20
	15
	G-FR1-A1-14 (Note 2)
	-97.6

	
	30
	G-FR1-A1-15 (Note 2)
	-94.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-88.2

	40
	15
	G-FR1-A1-16 (Note 2)
	-94.5

	
	30
	G-FR1-A1-17 (Note 2)
	-91.5

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-88.2

	60
	30
	G-FR1-A1-18 (Note 2)
	-89.9

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-88.2

	80
	30
	G-FR1-A1-19 (Note 2)
	-88.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-88.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.5-2.



Table 7.2.5-2c: NR Medium Range BS reference sensitivity levels for band n103
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	20, 30, 40, 50 
	15
	G-FR1-A1-4 (Note 1)
	 -87.8

	
	
	G-FR1-A1-11 (Note 4)
	-87.8 (Note 2)

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -88.1

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	 -88.2

	Note 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
Note 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
Note 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
Note 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.




[bookmark: OLE_LINK319][bookmark: OLE_LINK320]Table 7.2.5-3: NR Local Area BS reference sensitivity levels
	BS channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
(Note 5)
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	5, 10, 15
	15
	G-FR1-A1-1 (Note 1)
	-93
	-92.7
	-92.5

	
	
	G-FR1-A1-10 (Note 3)
	-93 (Note 2)
	-92.7 (Note 2)
	-92.5 (Note 2)

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-93.1
	-92.8
	-92.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-90.2
	-89.9
	-89.7

	20, 25, 30, 35, 40, 45,
	15
	G-FR1-A1-4 (Note 1)
	-86.6
	-86.3
	-86.1

	50
	
	G-FR1-A1-11 (Note 4)
	-86.6 (Note 2)
	-86.3 (Note 2)
	-86.1 (Note 2)

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-86.9
	-86.6
	-86.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	-87
	-86.7
	-86.5

	Note 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
Note 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
Note 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
Note 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.
Note 5:	These reference measurement channels are not applied for band n46, and n96 and n103.



Table 7.2.5-3a: NR Local Area BS reference sensitivity levels for band n46
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	10
	15
	G-FR1-A1-12 (Note 2)
	-98.5

	
	30
	G-FR1-A1-13 (Note 2)
	-96.2

	
	60
	G-FR1-A1-3 (Note 1, 3)
	-89.4

	20
	15
	G-FR1-A1-14 (Note 2)
	-95.6

	
	30
	G-FR1-A1-15 (Note 2)
	-92.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-86.2

	40
	15
	G-FR1-A1-16 (Note 2)
	-92.5

	
	30
	G-FR1-A1-17 (Note 2)
	-89.5

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-86.2

	60
	30
	G-FR1-A1-18 (Note 2)
	-87.9

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-86.2

	80
	30
	G-FR1-A1-19 (Note 2)
	-86.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-86.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.5-3..



Table 7.2.5-3b: NR Local Area BS reference sensitivity levels for band n96
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	20
	15
	G-FR1-A1-14 (Note 2)
	-94.6

	
	30
	G-FR1-A1-15 (Note 2)
	-91.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-85.2

	40
	15
	G-FR1-A1-16 (Note 2)
	-91.5

	
	30
	G-FR1-A1-17 (Note 2)
	-88.5

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-85.2

	60
	30
	G-FR1-A1-18 (Note 2)
	-86.9

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-85.2

	80
	30
	G-FR1-A1-19 (Note 2)
	-85.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-85.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.5-3.



Table 7.2.5-3c: NR Local Area BS reference sensitivity levels for band n103
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	20, 30, 40, 50 
	15
	G-FR1-A1-4 (Note 1)
	 -84.8

	
	
	G-FR1-A1-11 (Note 4)
	-84.8 (Note 2)

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -85.1

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	 -85.2

	Note 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
Note 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
Note 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
Note 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.



<End of Change 6>





<Start of Change 7>
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For BS, the wanted and the interfering signal coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector are specified in table 7.4.1.5-1, 7.4.1.5-1b and the frequency offset between the wanted and interfering signal in table 7.4.1.5-2 for ACS. The reference measurement channel for the wanted signal is identified in table 7.2.5-1, 7.4.1.5-1b, 7.2.5-2 and 7.2.5-3 for each channel bandwidth in any operating band except for band n46 and n96 and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
For BS operating in band n46 and n96, the wanted and the interfering signal coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector are specified in table 7.4.1.5-1a,7.4.1.5-1b and the frequency offset between the wanted and interfering signal in table 7.4.1.5-2a for ACS. The reference measurement channel for the wanted signal is identified in table 7.2.5-2a,7.2.5-3a and 7.2.5-3b for each BS channel bandwidth and further specified in annex A.1a. The characteristics of the interfering signal is further specified in annex D.
For BS supporting NB-IoT operation in NR in-band, the wanted and the interfering signal coupled to the BS type 1-C antenna connector are specified in table 7.4.1.5-1 and the frequency offset between the wanted and interfering signal in table 7.4.1.5-2 for ACS. The reference measurement channel for the NB-IoT wanted signal is identified in clause 7.2.5 of TS 36.141 [24]. The characteristics of the interfering signal is further specified in annex E.
The ACS requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum within any operating band, the ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 7.4.1.5-2. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.1.5‑2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap
Conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.1.5-1: Base station ACS requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 
25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	PREFSENS + 6 dB
	Wide Area BS: -52
Medium Range BS: -47
Local Area BS: -44

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth.
NOTE 2:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.	For NB-IoT, PREFSENS depends also on the sub-carrier spacing as specified in tables 7.2-5, 7.2-6 and 7.2-8 of TS 36.141 [24].



Table 7.4.1.5-1a: Base station ACS requirement for band n46 and n96
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	10, 20, 40, 60, 80 (Note 1)
	PREFSENS + 6 dB
	Medium Range BS: -47 
Local Area BS: -44

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth.
NOTE 2:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the BS channel bandwidth as specified in tables  7.2.5-2a, 7.2.5-2b,7.2.5-3a and 7.2.5-3b.




Table 7.4.1.5-1b: Base station ACS requirement for band n103
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	20, 30, 40, 50, 60, 70, 80, 90, 100 (Note 1)
	PREFSENS + 6 dB
	Wide Area BS: -56
Medium Range BS: -51
Local Area BS: -50

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that bandwidth.
NOTE 2:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the BS channel bandwidth as specified in tables 7.2.2-2a, 7.2.2-2b, 7.2.2-3a, 7.2.2-3b.
NOTE 3:	Void.



Table 7.4.1.5-2: Base Station ACS interferer frequency offset values
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5
	±2.5025
	

	10
	±2.5075
	5 MHz DFT-s-OFDM NR signal,

	15
	±2.5125
	15 kHz SCS, 25 RBs

	20
	±2.5025
	

	25
	±9.4675
	

	30
	±9.4725
	

	35
	±9.4625
	

	40
	±9.4675
	

	45
	±9.4725
	

	50
	±9.4625
	20 MHz DFT-s-OFDM NR

	60
	±9.4725
	signal, 15 kHz SCS, 100 RBs

	70
	±9.4675
	

	80
	±9.4625
	

	90
	±9.4725
	

	100
	±9.4675
	



Table 7.4.1.5-2a: Base Station ACS interferer frequency offset values for band n46 and n96
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	10
	±9.4675
	

	20
	±9.4625
	20 MHz DFT-s-OFDM NR signal

	40
	±9.4675
	15 kHz SCS, 100 RBs

	60
	±9.4725
	

	80
	±9.4625
	



<End of Change 6>
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1‑H TAB connector using the parameters in tables 7.4.2.5-1, 7.4.2.5-2 and 7.4.2.5-3 for general blocking and narrowband blocking requirements. Narrowband blocking requirements are not applied for band n46 and n96. The reference measurement channel for the wanted signal is identified in clause 7.2.5 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
For NB-IoT operation in NR in-band, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector using the parameters in tables 7.4.2.5-1, 7.4.2.5-2a and 7.4.2.5-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the NB-IoT wanted signal is identified in clause 7.2.5 of TS 36.141 [24]. The characteristics of the interfering signal is further specified in annex E.
The in-band blocking requirements apply outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For BS type 1-C and BS type 1-H, the in-band blocking requirement applies from FUL_low - ΔfOOB to FUL_high + ΔfOOB, excluding the downlink frequency range of the operating band. The ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.5-0, 7.4.2.5-0a, 7.4.2.5-0b.
Minimum conducted requirement is defined at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H.
Table 7.4.2.5-0: ΔfOOB offset for NR operating bands
	BS type
	Operating band characteristics
	ΔfOOB (MHz)

	BS type 1-C
	FUL_high – FUL_low ≤ 200 MHz
	20

	
	200 MHz < FUL_high – FUL_low ≤ 900 MHz
	60

	BS type 1-H
	FUL_high – FUL_low < 100 MHz
	20

	
	100 MHz ≤ FUL_high – FUL_low ≤ 900 MHz 
	60

	
	100 MHz ≤ FUL_high – FUL_low ≤ 900 MHz 
	60


For band n46 and n96, ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.5-0a.
Table 7.4.2.5-0a: ΔfOOB offset for NR operating bands
	Operating band 
	ΔfOOB (MHz)

	n46
	60 

	n96
	70



For BS operating in band n103, ΔfOOB for BS type 1-C and BS type 1-H is defined in table 7.4.2.5-0b.
Table 7.4.2.5-0b: ΔfOOB offset for NR operating bands for band n103
	Operating band 
	ΔfOOB (MHz)

	n103
	100



For a BS operating in non-contiguous spectrum within any operating band, the in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in table 7.4.2.5-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in table 7.4.2.5-1.
For a BS operating in non-contiguous spectrum within any operating band, the narrowband blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the channel bandwidth of the NR interfering signal in table 7.4.2.5-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the narrowband blocking requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.2.5-3. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.4.2.5-1: Base station general blocking requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm) 
(Note 2)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	5, 10, 15, 20
	PREFSENS + x dB
	Wide Area BS: -43
Medium Range BS: -38
Local Area BS: -35
	±7.5
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	PREFSENS + x dB
	Wide Area BS: -43
Medium Range BS: -38
Local Area BS: -35
	±30
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	NOTE 1:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3. For NB-IoT, PREFSENS depends also on the sub-carrier spacing as specified in tables 7.2-5, 7.2-6 and 7.2-8 of TS 36.141 [24].
NOTE 2:	For a BS capable of single band operation only, "x" is equal to 6 dB. For a BS capable of multi-band operation, "x" is equal to 6 dB in case of interfering signals that are in the in-band blocking frequency range of the operating band where the wanted signal is present or in the in-band blocking frequency range of an adjacent or overlapping operating band. For other in-band blocking frequency ranges of the interfering signal for the supported operating bands, "x" is equal to 1.4 dB.



Table 7.4.2.5-1a: Base station general blocking requirement for n46
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	10, 20, 40, 60, 80
	PREFSENS + 6 dB
	Medium Range BS: -38
Local Area BS: -35 
	±30
	20 MHz DFT-s-OFDM NR signal
15 kHz SCS, 100 RBs

	NOTE:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the BS channel bandwidth as specified in tables 7.2.5-2a, 7.2.5-3a.



Table 7.4.2.5-1b: Base station general blocking requirement for n96
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	20, 40, 60, 80
	PREFSENS + 6 dB
	Medium Range BS: -38
Local Area BS: -35 
	±30
	20 MHz DFT-s-OFDM NR signal
15 kHz SCS, 100 RBs

	NOTE:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the BS channel bandwidth as specified in tables  7.2.5-2b, 7.2.5-3b.



Table 7.4.2.5-2: Base station narrowband blocking requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
(Note 1)
	PREFSENS + 6 dB
	Wide Area BS: -49
Medium Range BS: -44
Local Area BS: -41

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the BS for that BS channel bandwidth
NOTE 2:	PREFSENS depends on the BS channel bandwidth as specified in TS 38.104 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.
NOTE 3:	7.5 kHz shift is not applied to the wanted signal.



Table 7.4.2.5-2a: Base Station narrowband blocking requirement for NB-IoT operation in NR in-band
	BS channel bandwidth (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	PREFSENS + x dB (Note 2)
	Wide Area: -49
Medium Range: -44
Local Area: -41

	NOTE 1:	PREFSENS depends on the sub-carrier spacing as specified in tables 7.2-5, 7.2-6 and 7.2-8 of TS 36.141 [24].
NOTE 2:	"x" is equal to 8 in case of 5 MHz channel bandwidth and equal to 6 otherwise.



Table 7.4.2.5-3: Base station narrowband blocking interferer frequency offsets
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz)
(Note 2)
	Type of interfering signal

	5
	±(350+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	10
	±(355+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	15
	±(360+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±(350+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	30
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	35
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	40
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	45
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	50
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	60
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	70
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	80
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	90
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	100
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap.
NOTE 2:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.



<End of Change 7>
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