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1   Introduction
In RAN4 #101e meeting, the WF[1] was approved. In this contribution, we discuss the remaining open issues.
2   Discussion
2.1   Enhancement for Inter-frequency measurement

RAN4 #101e WF captures the agreements on PSS/SSS detection time up to 320ms. Since we don’t distinguish DRx cycle larger than 320ms and below 320ms in R16 HST intra-frequency enhancement for PSS/SSS detection time, we propose to follow the same principle. Similary for SSB index reading time.
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	 Max(600ms, 7 ( Max(MGRP, SMTC period)) ( CSSFinter

	DRX cycle ≤ 320ms
	Max(600ms, Ceil(7*M2 Note 3) ( Max(MGRP, SMTC period, DRX cycle)) ( CSSFinter

	DRX cycle > 320ms 
	7 ( DRX cycle ( CSSFinter

	NOTE 1:
DRX or non DRX requirements apply according to the conditions described in clause 3.6.1

NOTE 2:
In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:
M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1




Table 2‑3 PSS/SSS detection time for inter-frequency measurement requirement in HST
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(120ms, 3 ( Max(MGRP, SMTC period)) ( CSSFinter

	DRX cycle ≤ 320ms
	Max(120ms, Ceil(3 ( M2 Note 3) ( Max(MGRP, SMTC period, DRX cycle)) ( CSSFinter

	DRX cycle > 320ms
	3 ( DRX cycle ( CSSFinter

	NOTE 1:
DRX or non DRX requirements apply according to the conditions described in clause 3.6.1

NOTE 2:
In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:
M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1


Table 2‑4 SSB index reading time for inter-frequency measurement requirement in HST
Proposal 1: Set HST connected mode inter-frequency measurement requirement as Table 2-3,4.
2.2   Network signaling

RAN4 also agreed to enhance inter-frequency measurement in R17 HST WI. We prefer to have a separate flag for inter-frequency measurement enhancement since it is a separate feature. 
Proposal 2: New flag for inter-frequency measurement enhancement signaling is necessary.

2.3   L1-SINR measurement

Since RAN4 decided to apply L1-SINR measurement requirement to HST, we need the same SNR upper bound as R16 SS-SINR measurement. UE experiences twice maximum Doppler shift when measuring neighboring cell by IMR resources. Per agreement in R16 discussion, ICI dominates the SINR when SNR is large. 
Proposal 3: SNR upper bound for L1-RSRP measurement requirement should follow R16 SS-SINR.
3   Conclusion
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	 Max(600ms, 7 ( Max(MGRP, SMTC period)) ( CSSFinter

	DRX cycle ≤ 320ms
	Max(600ms, Ceil(7*M2 Note 3) ( Max(MGRP, SMTC period, DRX cycle)) ( CSSFinter

	DRX cycle > 320ms 
	7 ( DRX cycle ( CSSFinter

	NOTE 1:
DRX or non DRX requirements apply according to the conditions described in clause 3.6.1

NOTE 2:
In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:
M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1




Table 2‑3 PSS/SSS detection time for inter-frequency measurement requirement in HST
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(120ms, 3 ( Max(MGRP, SMTC period)) ( CSSFinter

	DRX cycle ≤ 320ms
	Max(120ms, Ceil(3 ( M2 Note 3) ( Max(MGRP, SMTC period, DRX cycle)) ( CSSFinter

	DRX cycle > 320ms
	3 ( DRX cycle ( CSSFinter

	NOTE 1:
DRX or non DRX requirements apply according to the conditions described in clause 3.6.1

NOTE 2:
In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:
M2 = 1.5 if SMTC periodicity > 40 ms, otherwise M2=1


Table 2‑4 SSB index reading time for inter-frequency measurement requirement in HST
Proposal 1: Set HST connected mode inter-frequency measurement requirement as Table 2-3,4.
Proposal 2: New flag for inter-frequency measurement enhancement signaling is necessary.
Proposal 3: SNR upper bound for L1-RSRP measurement requirement should follow R16 SS-SINR.
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