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1 Introduction
This contribution provides a text proposal on DC band combination of NR band n77 and LTE bands B1 and B8 for TR 37.717-21-11[1].
2 Reference
[1] TR 37.717-21-11, Rel-17 Dual Connectivity (DC) of 2 bands LTE inter-band CA (2DL/1UL) and 1 NR band (1DL/1UL), v0.7.0
Text Proposal
[bookmark: _Toc401926271][bookmark: _Toc382471341][bookmark: _Toc382471338]----- Start of TP -----
[bookmark: _Toc63603031]5.xx	DC_n77_1-8
[bookmark: _Toc63603032]5.xx.1	Configuration for DC
Table 5.xx.1-1: Inter-band NE-DC configurations (three bands)
	DC configuration
	Uplink configuration
(NOTE 1)

	DC_n77A_1A-8A
DC_n77(2A)_1A-8A

	          DC_n77A_1A
          DC_n77A_8A



5.xx.2	Co-existence study
[bookmark: _Toc63603033]Similar to DC_1A-8A_n77A, which can be found in TR 37.716-21-11 section 5.1.15.3 
5.xx.3	∆TIB and ∆RIB values
[bookmark: _Toc63603034]Similar to DC_1A-8A_n77A, which can be found in TR 37.716-21-11 section 5.1.15.4  
5.xx.4	REFSENS requirements
Similar to DC_1A-8A_n77A, which can be found in TR 37.716-21-11 section 5.1.15.5  
----- End of TP -----
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