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	Reason for change:
	In the WF agreed in R4-2114959, some agreements on the Simultaneous RxTx capability for FR2 inter-band CA are:
· Agree to mark current CA configurations as no support for SimultaneousRxTx operation.
· Note for the combs (i.e. a note to be added in Table 5.2A.2-1: Inter-band CA operating bands in FR2) to implement it in the TS38.101-2.
Moreover, it was agreed in WF R4-2114946 that Simultaneous Rx/Tx capability for FR2+FR2 TDD-TDD band combination should be studied case by case.
Also, the background was summarized by moderator, i.e. Support for SimultaneousRxTx capability has not been really discussed in RAN4 before, therefore the proposal is to mark current CA configurations as no support for SimultaneousRxTx.
However, in last meeting, the draft CR only for CA_n260-n261 not supporting SimultaneousRxTx operation was endorsed. For the left two ones, i.e. CA_n257-n259 and CA_n258-n260, company think more discussion would be needed although there were clear agreements in R4-2114959.
In terms of the agreements in R4-2114959, the CA configurations of CA_n257-n259 and CA_n258-n260 shall also be marked as no support for SimultaneousRxTx operation, i.e. with the same note indicated for CA_n260-n261.
However, the two endorsed draft CRs R4-2120052 and R4-2119950 for CA_n260-n261 were not implemented in the specification. Here, to avoid duplication, we draft this CR on top of the endorsed CR R4-2119950.

	
	

	Summary of change:
	To indicate same note as in R4-2119950 for simultaneous Rx/Tx capability for the existing FR2 band combinations CA_n257-n259 and CA_n258-n260.

	
	

	Consequences if not approved:
	It is unclear whether or not simultaneous Rx/Tx capability is supported for the  existing FR2 band combinations
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NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR2. 
Beam management type is according to UE capability declaration IE beamManagementType-r16. The requirements in the following clauses are only applicable to inter-band CA with IBM type.
Table 5.2A.2-1: Inter-band CA operating bands in FR2
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n257-n2591
	n257, n259

	CA_n258-n2601
	n258, n260

	CA_n260-n261
	n260, n261

	NOTE 1:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between inter-band NR carriers in the current version of this specification.
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