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1	Introduction
In RAN4 101-e, there were discussions on signalling characteristics for RedCap UEs.
We refer to both the WF [1] and the email discussion summary [2] and the latest options are copy-pasted herein.
	Condition for meeting UE transmit timing requirements
· Option 1 (E///, CMCC) : Redcap UE should meet the existing Te and Tq requirements provided that the SSB is available at the UE at least once every 160 ms regardless of whether the SSB is within the active BWP of the reference cell, or not.


This paper discusses the issues listed above and provide our views.
2	Discussions
Condition for meeting UE transmit timing requirements
With current discussions on NCD-SSB going on, we think that Option 1 is quite reasonable. What’s more, the RedCap UE can always re-tune to the BWP with a SSB to make timing related adjustments. 
Similar requirements are also applicable for similar features like NR-U, where the availability of SSB can ensure the timing requirements of UE.
Redcap UE should meet the existing Te and Tq requirements provided that the SSB is available at the UE at least once every 160 ms regardless of whether the SSB is within the active BWP of the reference cell or not.
3	Conclusion
Proposal 1: Redcap UE should meet the existing Te and Tq requirements provided that the SSB is available at the UE at least once every 160 ms regardless of whether the SSB is within the active BWP of the reference cell or not.
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