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----------------------START OF CHANGE----------------------------

Editor’s Note: PRS measurement requirements in RRC INACTIVE state.

5.5	NR measurements for positioning
5.5.1	Introduction
5.5.2	RSTD measurements
5.5.3	PRS-RSRP measurements
5.5.4	UE Rx-Tx time difference measurements
5.5.5	PRS-RSRPP measurements

	
----------------------NEXT CHANGE----------------------------
Editor’s Note: RSTD measurement requirements.

9.9.2.6	Measurements Period Requirements with Reduced Latency Void
9.9.2.7	Measurements Period Requirements without Measurement Gaps


----------------------NEXT CHANGE----------------------------
Editor’s Note: PRS-RSRP measurement requirements.

9.9.3.6	Measurement Period Requirements with Reduced Latency
9.9.3.7	Measurement Period Requirements without Measurement Gaps

----------------------NEXT CHANGE----------------------------
Editor’s Note: UE Rx-Tx time difference measurement requirements.

9.9.4.6	Measurement Period Requirements with Reduced Latency
9.9.4.7	Measurement Period Requirements without Measurement Gaps


----------------------NEXT CHANGE----------------------------
Editor’s Note: PRS-RSRP measurement requirements with and without latency reduction, without gaps

9.9.6	PRS-RSRPP measurements
9.9.6.1	Introduction


----------------------END OF CHANGES----------------------------

