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	Reason for change:
	RAN4 agreed to introduce the additional transition time for Pre-MG Activation/Deactivation Delay (R4-2120301):
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	New or impacted section

	Activation/deactivation delay
	Additional validation time after BWP switch to change pre-MG status
	(new) 8.14 





	
	

	Summary of change:
	Introduce the additional transition time for Pre-MG Activation/Deactivation Delay.

	
	

	Consequences if not approved:
	Activation/deactivation delay requirement for Pre-MG would still be missing.
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Start of Change
[bookmark: _Toc383690989]8.14	Pre-configured measurement gap activation/deactivation delay
[bookmark: _Toc535475992]8.14.1	Introduction
The requirements in this clause apply for a UE configured with PCell [or any activated SCell] in standalone NR. 
UE shall complete the activation/deactivation of pre-configured measurement gap within the delay defined in this clause. 
[bookmark: _Toc535475993]8.14.2	Pre-configured measurement gap activation/deactivation upon BWP switch
8.14.2.1	Activation/deactivation upon BWP switch delay on a single CC
The requirements in this clause only apply to the case that the BWP switch is performed on a single CC with more than one BWP configurations configured.
When BWP switch occurs, which results in status change of pre-configured measurement gap according to clause [9.1.2A], UE shall be able to finish pre-configured activation or deactivation [within [x] ms after the completion of the active BWP switch]. The active BWP switch delay for single CC is defined in clause 8.6.2. Activation/deactivation of Pre-MG takes effect from the first complete MG occasion after the activation and deactivation delay. If the end of activation/deactivation is within a gap occasion, the Pre-MG status shall not be changed immediately. Instead, the Pre-MG status shall be changed in the next gap occasion. 

End of Change





