[bookmark: _Hlk70577402]3GPP TSG-RAN WG4 Meeting #101-bis-e	R4-2200034
Online Meeting, 17 January – 25 January 2022

3GPP TSG RAN WG1 Meeting #107-e							R1-2112639
e-Meeting, November 11th – 19th, 2021

Title:	LS on the minimum time gap for wake-up and Scell dormancy indication for NR operation in 52.6 to 71 GHz
Response to:	
Release:	Rel-17
Work Item:	NR_ext_to_71GHz

Source:	RAN1
To:	RAN4
Cc:	

Contact Person:	
Name:	Huaming Wu
E-mail Address:	huaming.wu@vivo.com 

Attachments:	

1. Overall Description:
RAN1 would like to inform RAN4 about the following RAN1’s agreement on the value of minimum time gap for wake-up and Scell dormancy indication for NR operation with 480 kHz and/or 960 kHz SCS.
Agreement
From RAN1 perspective, for NR operation with 480 kHz and/or 960 kHz SCS, the value of minimum time gap for wake-up and Scell dormancy indication (DCI format 2_6) is scaled by 4 and 8 of the corresponding value of 120 kHz SCS for 480 kHz and 960 kHz SCS respectively.
· Note: X in 38.213 Section 10.3 and 38.133 Section 8.2.1.2.7.
· Send LS to RAN4 to inform about RAN1’s agreement of the reference values and ask RAN4 to make final decision

It is RAN1’s understanding that RAN4 will make the final decision on the values of the interruption length X in 38.133 Section 8.2.1.2.7 for 480 kHz and 960 kHz SCS.

2. Actions:
To RAN4: 	RAN1 respectfully requests RAN4 to take above information into account in their work.

3. Date of Next TSG-RAN WG1 Meetings:
TSG-RAN WG1 Meeting #107-bis-e 	17 – 25 Jan 2022			Online
TSG-RAN WG1 Meeting #108-e 	21 Feb – 03 Mar 2022		Online
