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1	Introduction
This contribution presents CMCC’s proposals of n28 n41 and n79 TRP test configuration.
2	Discussion
In [1], RAN4 has reached some consensus about TRP test parameters for each band, and special configuration for specific band can be further discussed if request from operators. For CMCC, SA n28 n41 and n79 are the most constructed and widely used band. Requirements from CMCC for SA n28 n41 and n79 TRP test configurations are introduced as follows.
· Channel bandwidth:
Table 1: CBW
	NR band
	CBW

	n28, n41, n79
	High channel bandwidth1 as defined in TS 38.508-1 Table 4.3.1.0C-1

	Note 1: 20MHz is selected for n28 high bandwidth.



· Test frequencies:
The low, mid, high, test frequencies for the high CBW for n28, n41, n79 defined in Clause 4.3.1.1 in TS 38.508-1 should be measured for TRP.
· Common parameters:
The common test parameters for n28, n41 and n79 are summarized as Table2.
Table 2: Common parameters
	NR band
	Test Frequencies
	UL Modulation
	SCS
	RB allocation

	n41, n79
	Low
	DFT-s-OFDM
QPSK
	30 kHz
	Inner 1RB left

	
	Mid
	
	
	Inner full RB

	
	High
	
	
	Inner 1RB right

	n28
	Low
	
	15 kHz
	Inner 1RB left

	
	Mid
	
	
	Inner full RB

	
	High
	
	
	Inner 1RB right



Proposal#1: Requirements form CMCC for SA n28 n41 and n79 for TRP test configuration should be considered.
3	Conclusion
We present some significant requirements in this contribution. Following are the proposals.
Proposal#1: Requirements form CMCC for SA n28 n41 and n79 for TRP test configuration should be considered.
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