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1	Introduction
This contribution introduces CA_n77B into TR 38.717-01-01.

************************ Start of TP **********************************************
[bookmark: _Toc441571534][bookmark: _Toc521487464][bookmark: _Toc64285801][bookmark: _Toc69972835]5.X	CA_2DL_n77B_1UL_n77A
[bookmark: _Toc441571535][bookmark: _Toc521487465][bookmark: _Toc64285802][bookmark: _Toc69972836]5.X.1	Channel bandwidths per operating band for CA
Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n77
	n77



Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA 
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n77B
	-
	20
	25, 30, 40
	
	
	
	60
	0

	
	
	25
	30
	
	
	
	
	



[bookmark: _Toc521487466][bookmark: _Toc64285803][bookmark: _Toc69972837][bookmark: _Toc441571537]5.X.2	UE maximum output power for Intra-band contiguous CA
Not needed as uplink is single CC.
5.X.3	UE additional maximum output power reduction for CA
Not needed as uplink is single CC.
5.X.4	Spurious emissions for UE co-existence for intra-band contiguous CA
Not needed as uplink is single CC.
5.X.5	Reference sensitivity power level for Intra-band contiguous CA 
Not needed as PCC REFSENS is same as single carrier REFSENS and DL SCC is further away from UL than DL PCC.
5.X.6	In-band blocking
Already specified for n77.
5.X.7	Out-of-band blocking
Already specified for n77.
5.X.8	Narrow band blocking
Not needed for n77.
************************ End of TP **********************************************
