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1. Introduction
[bookmark: _Hlk528680199]In the last meeting, all open issues are settled, and all parameters are clear [1]. 
	Parameter
	Value

	Transform precoding
	Disabled

	CP
	Normal CP

	Number of Tx
	1

	Number of Rx
	2, 4, 8

	Number of layers
	1

	TDD pattern
	15kHz SCS: 3D1S1U, S=10D:2G:2U
30kHz SCS: 7D1S2U, S=6D:4G:4U

	DM-RS sequence generation
	NID=0, nSCID=0 

	DMRS type
	Type 1 with single-symbol DM-RS

	Number of DMRS symbols
	1+1

	Number of DM-RS CDM groups without data
	2

	Ratio of PUSCH EPRE to DM-RS EPRE
	-3dB

	symbols length
	14

	start symbol index
	0

	Time domain resource allocation type
	type A and B

	Frequency domain resource
	Full applicable test bandwidth

	MCS index
	20

	Carrier frequency (GHz)
	4

	Propagation condition
	TDLA30-10 Low

	SCS and BW
	15kHz: 5MHz, 10MHz; 
30kHz: 10MHz, 40MHz, 100MHz 

	SRS, PT-RS
	Not configured

	Phase noise modelling
	No explicit PN modelling (Note 1)

	Tx EVM
	No explicit 3.5% Tx EVM modelling (Note 2)

	Timing offset, Frequency offset
	0, 0

	Code block group, Frequency hopping, Limited buffer rate matching
	Disabled

	Number of HARQ transmissions and RV sequence
	4, {0,2,3,1}

	Testing metric
	SNR @70% of maximum throughput

	Note 1: The phase noise impact can be included in the impairment results, but it is left up to companies
Note 2: Consider 3.5% Tx EVM impact in the impaired results, but it is left up to companies.



In this contribution, FRC tables will be delivered based on agreed parameters and this could be the input for future CR. 

2. Discussion 
[bookmark: _Hlk43884116]Based on agreed simulation parameters, following FRC table could be used for requirement definition.
Table A.x-1: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer (256QAM, R=682/1024)
	Reference channel
	G-FR1-Ax-1
	G-FR1-Ax-2
	G-FR1-Ax-3
	G-FR1-Ax-4
	G-FR1-Ax-5

	Subcarrier spacing [kHz]
	15
	15
	30
	30
	30

	Allocated resource blocks
	25
	52
	24
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12

	Modulation
	256QAM
	256QAM
	256QAM
	256QAM
	256QAM

	Code rate (Note 2)
	682/1024
	682/1024
	682/1024
	682/1024
	682/1024

	Payload size (bits)
	18960
	39456
	18192
	80936
	208976

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	5
	3
	10
	25

	Code block size including CRC (bits) (Note 2)
	6352
	7920
	6096
	8120
	8384

	Total number of bits per slot
	7200
	14976
	6912
	30528
	78624

	Total symbols per slot
	3600
	7488
	3456
	15264
	39312

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1, l0= 2 and l =11 for PUSCH mapping type A, l0= 0 and l =10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [15].




3. Conclusion
FRC table for FR1 PUSCH with 256QAM demodulation requirement are proposed. 
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4. References
[1]	R4-2115748, “Way Forward for FR1 PUSCH 256QAM performance requirements”, Huawei, HiSilicon
[2]	


  

