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[bookmark: _Toc21127497][bookmark: _Toc29811706][bookmark: _Toc36817258][bookmark: _Toc37260174][bookmark: _Toc37267562][bookmark: _Toc44712164][bookmark: _Toc45893477]6.6.4.2.2.1	Category B requirements (Option 1)
For BS operating in Bands n5, n8, n12, n20, n26, n28, n29, n71, the basic limits are specified in table 6.6.4.2.2.1-1:
Table 6.6.4.2.2.1-1: Wide Area BS operating band unwanted emission limits 
(NR bands below 1 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Basic limits (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-16 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑16 dBm/100 kHz.
NOTE 2:	For a multi-band connector with Inter RF Bandwidth gap < 2*ΔfOBUE the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
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BS unwanted emissions shall not exceed the maximum levels specified in table 9.7.4.3.3‑1 or 9.7.4.3.3-2.
Table 9.7.4.3.3-1: OBUE limits applicable in the frequency range 24.25 – 33.4 GHz
	Frequency offset of measurement filter -3 dB point,  f 
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-5 dBm, Max(Prated,t,TRP – 35 dB, -12 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 43 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 33 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. 
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.



Table 9.7.4.3.3-2: OBUE limits applicable in the frequency range 37 – 52.6 GHz
	Frequency offset of measurement filter -3 dB point,  f
	Frequency offset of measurement filter centre frequency, f_offset
	Limit
	Measurement bandwidth

	0 MHz  f < 0.1*BWcontiguous
	0.5 MHz  f_offset < 0.1* BWcontiguous +0.5 MHz
	Min(-5 dBm, Max(Prated,t,TRP – 33 dB, -12 dBm))
	1 MHz

	0.1*BWcontiguous  f < fB
	0.1* BWcontiguous +0.5 MHz  f_offset < fB +0.5 MHz
	Min(-13 dBm, Max(Prated,t,TRP – 41 dB, -20 dBm))
	1 MHz

	fB  f < fmax
	fB +5 MHz  f_offset < f_ offsetmax
	Min(-5 dBm, Max(Prated,t,TRP – 31 dB, -10 dBm))
	10 MHz

	NOTE 1:	For non-contiguous spectrum operation within any operating band the limit within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. 
NOTE 2:	fB = 2*BWcontiguous when BWcontiguous ≤ 500 MHz, otherwise fB = BWcontiguous + 500 MHz.
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