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1	Introduction
This is a TP to TR 38.717-03-02 to add CA_n29-n30-n77 with 2UL.
************************************* Start of TP*****************************************
5.1.x	CA_n29-n30-n77
5.1.x.1		Operating bands for CA
Table 5.1.x.1-1: Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n29A-n30A-n77A
	n29
	
	N/A
	
	717 MHz
	–
	728 MHz
	SDL

	
	n30
	2305 MHz
	–
	2315 MHz
	2350 MHz
	–
	2360 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD



5.1.x.2	Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported channel bandwidths per CA configuration
	NR CA Configuration
	UL Config
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Bandwidth combination set

	CA_n29A-n30A-n77A
	CA_n30A-n77A
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n29A-n30A-n77(2A)
	CA_n30A-n77A
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n30
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n77
	See CA_n77(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	






5.1.x.3	UE co-existence studies
The harmonic issues have been already analyzed in 3DL/1UL WI. For inter-modulation issues the IMD products are already addressed in 2DL 2UL fall back for CA_n30-n77 in the specification 38.101. 
For CA_n30-n77 the 3rd and 5th IMD products are falling inside n29 as shown in the following analysis. 
Table 5.1.x.3-1: Band n30 and Band n77 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	2305
	2315
	3300
	4200

	DL Frequency [MHz]
	2350
	2360
	3300
	4200

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	985
	1895
	5605
	6515

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	410
	1330
	4285
	6095

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7910
	8830
	8905
	10715

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2715
	3645
	7585
	10295

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3790
	1970
	11210
	13030

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	10215
	11145
	12205
	14915

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14495
	10885
	5960
	5020

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	7990
	5270
	345
	1485

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15505
	19115
	12520
	13460

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14510
	17230
	13515
	15345



Co-existence studies shows that
· The 3rd IMD generated by dual uplink of Band n30 + Band n77 may fall into own Rx of band n29.
· The 5th IMD generated by dual uplink of Band n30 + Band n77 may fall into own Rx of band n29.
5.1.x.4	REFSENS requirements
The IMD issue specific to 3DL/2UL is that the 3rd and 5th IMD generated by dual uplink of Band n30 + Band n77 may fall into own Rx of band n29. The same MSD value as DC_29-30_n77 of 15.2 dB is reused.
Table 5.1.x.4-1: MSD for the CA configuration
	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	CA_n29A-n30A-n77A
	n29
	N/A
	5
	N/A
	722
	15.2
	SDL
	IMD31

	
	n30
	2310
	5
	25
	2355
	N/A
	FDD
	N/A

	
	n77
	3898
	10
	50
	3898
	N/A
	TDD
	N/A

	NOTE 1:	This band is subject to IMD5 also which MSD is not specified.



************************************* End of TP*****************************************
