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1	Introduction
In RAN4 100-e, some agreements regarding conditional PSCell change were captured in the WF [1] and some of the content  is copied below.
	Issue 3-1-2: Conditional PSCell change delay
The inter-SN conditional PSCell change requirements can reuse the existing conditional PSCell change requirements specified in clause 8.11B.
· FFS: Remove the 2ms margin delay based on the existing conditional PSCell change requirements



This paper discusses the options listed above in the WF and provide our view.
2	Discussions
From the WF, it can be seen that companies all agree to use / re-use the existing conditional PSCell change requirements specified in clause 8.11B in TS 38.133 [2] as a baseline. We also agree that the two procedures are quite alike and the requirements shall be very much similar if not identical.
Some companies mentioned to reduce the delay by 2ms, we’re expecting to see more justifications. Otherwise, since these two procedures are very much alike, we prefer to re-use the current requirements.
Observation 1: The inter-SN conditional PSCell change and the existing conditional PSCell change mechanism are quite similar.
The existing conditional PSCell change requirements specified in clause 8.11B in TS 38.133 can be used as a baseline when defining requirements for inter-SN conditional PSCell change.
Regarding how to capture the requirements, we suggest to add a statement in clause 8.11B, TS 38.133 [2] that the requirements also apply for inter-SN case.
Regarding how to capture the requirements, add a statement in clause 8.11B, TS 38.133 that the requirements also apply for inter-SN case.
3	Conclusion
Observation 1: The inter-SN conditional PSCell change and the existing conditional PSCell change mechanism are quite similar.
Proposal 1: The existing conditional PSCell change requirements specified in clause 8.11B in TS 38.133 can be used as a baseline when defining requirements for inter-SN conditional PSCell change.
Proposal 2: Regarding how to capture the requirements, add a statement in clause 8.11B, TS 38.133 that the requirements also apply for inter-SN case.
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