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<<Start of Change1>>
[bookmark: OLE_LINK44][bookmark: _Toc45888367][bookmark: _Toc45888966][bookmark: _Toc59650295][bookmark: _Toc61357567][bookmark: _Toc61359341][bookmark: _Toc67916280][bookmark: _Toc75533824][bookmark: _Toc75819710][bookmark: _Toc76508554][bookmark: _Toc76717504][bookmark: _Toc83294146][bookmark: _Toc84335185]6.5E.2.3.2	Requirements for network signalling value "NS_52"
The additional spectrum mask in Table 6.5E.2.3.2-1 applies for NR V2X UE within 5 765 MHz to 6 005 MHz according to FCC regulation. Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
[bookmark: _GoBack]When "NS_52" is indicated in the cell or pre-configured radio parameters, the power of any V2X UE emission shall not exceed the levels specified in Table 6.5E.2.3.2-1.
Table 6.5E.2.3.2-1: Additional spectrum mask requirements for 40MHz channel bandwidth (fc = 5885MHz)
	ΔfOOB (MHz)
	Emission Limit (dBm)
	Measurement Bandwidth

	0-2
	-32
	100kHz

	2-10
	-36
	100kHz

	10-20
	-38
	100kHz

	20-40
	-43
	100kHz

	40-100
	-50
	100kHz


NOTE:	The ASE requirements for NS_52 will not be verified until the corresponding regulation release a formal rule for C-V2X emission limits.
<<End of Change1>>


