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Requirements for a Rel-16 UE for additional NR operating bands and power classes compared to TS 38.101-2 of Rel-16 [3] are introduced via this clause.
Table 6.1-1: NR operating bands
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Operating bands for FR2-1 (i.e. 24.25 – 52.6 GHz)
	TDD
	Rel-15
	Table B.4.1-1

	Operating bands for FR2-2 (i.e. 52.6 – 71 GHz)
	TDD
	Rel-17
	Table B.4.X-1



Table 6.1-2: NR UE power class
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Power Class 1, 2, 3, 4, 5
	TDD
	Rel-15
	Table B.4.1-1



[bookmark: _Toc21098349][bookmark: _Toc29470576][bookmark: _Toc37141944][bookmark: _Toc37141995][bookmark: _Toc37142047][bookmark: _Toc37269050][bookmark: _Toc37269093][bookmark: _Toc45907616][bookmark: _Toc52564798][bookmark: _Toc60857177][bookmark: _Toc60857248][bookmark: _Toc61185247][bookmark: _Toc61185327][bookmark: _Toc61185375][bookmark: _Toc66390479][bookmark: _Toc66390581][bookmark: _Toc68701991][bookmark: _Toc68702478][bookmark: _Toc68702596][bookmark: _Toc68702701][bookmark: _Toc68702780][bookmark: _Toc74643116][bookmark: _Toc76540680][bookmark: _Toc82415029]6.2	Additional NR CA configurations for NR frequency range 2
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The requirements and test cases listed in Table B.4.X-1 are specified in REL-17 version of TS 38.101-2 [3].
Table B.4.X-1: Common UE RF requirements for a release independent band
	Clause / Clause
	Description

	5.2
	Operating bands

	5.3
	UE Channel bandwidth

	5.4
	Channel arrangement

	6.2
	Transmitter power

	6.3
	Output power dynamics 

	6.4
	Transmit signal quality

	6.5
	Output RF spectrum emissions

	6.6 of [3]
	Beam correspondence

	7.3
	Reference sensitivity

	7.4
	Maximum input level

	7.5
	Adjacent Channel Selectivity

	7.6
	Blocking characteristics

	7.7 of [2]
	Spurious response

	7.8 of [2]
	Intermodulation characteristics

	7.9
	Spurious emissions
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