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1. Introduction
This way forward contains all agreements in RAN4#101-e in email thread: [101-e][211] maintenance_LTE_RRM_NWM
.
Agreements from the 1st GTW session
Agreements from the 1st round
Agreements from the 2nd round
Open issues for further study for next meeting.

Agreements from discussions on ‘NB-IoT and MTC maintenance’

Agreements from discussions on ‘Rel-16 MTC’
0. Whether to RSRQ can be configured as trigger/report quantity 
RAN4 agrees to add the following applicability condition for RSS based measurement in connected mode:  
· RSRQ is not configured as trigger quantity or report quantity for intra-frequency measurement
UE shall align the RSS RSRP to CRS RSRP by subtracting the configured power offset in the measured RSS RSRP

 
Agreements from discussions on ‘Even further mobility enhancement’
0. Autonomous interruptions during intra-frequency/intra-band DAPS handover
· Option 1:  (Ericsson, Nokia):
Prior to random access procedure autonomous interruption is done in communication towards the target cell as necessary to enable the UE to have sufficient switching time, and after the random access procedure autonomous interruption is done in communication towards source cell as necessary to allow the UE to have sufficient switching time.
· Option 2 (Huawei, Qualcomm) :
 RAN4 also agreed to follow the agreement from NR DAPS handover and reuse it for LTE DAPS handover

