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Introduction
This contribution is to capture the agreements for the email discussion on other RRM requirements for Rel-17 FeMIMO RRM in RAN4 #101 meeting
Way-forward 
· RAN4 will further discuss the QCL definition update based on RAN1 agreements
· RAN4 will specify the TRP specific BFR including requirements for BFD, CBD and BFRQ assuming 2 BFD-RS sets in mTRP operations

For RRM requirements for simultaneous reception channel/RS with different QCL type D, three options can be further discussed 
Option 1: 
· No RRM requirements will be specified for simultaneous reception channel/RS with different QCL type D
· RAN4 will further study the RRM requirement impact and relative testing issues for FR2 UE with 2 antenna panels with simultaneous reception capability in REl-17 under FeMIMO WI or TEI17
· RAN4 will further discuss the RRM requirements impact for FR1 and FR2 UE with 1 antenna panel with simultaneous reception capability of multiple TRPs
Option 2: 
· RAN4 will further study the RRM requirement impact and relative testing issues for FR2 UE capable of simultaneous reception from 2 AoAs in REl-17 under FeMIMO WI 
· [bookmark: _GoBack]How to handle the requirements definition can be further discussed after the needed changes are clarified
Option 3: 
· RAN4 further studies the Rel-17 RRM requirement impact and relative testing issues for FR1 and FR2 UE capable of simultaneous reception with assumption that
· A UE simultaneously receives channel/RS from different QCL sources using one beam.

