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	Reason for change:
	To introduce 2 UL CCs in the same FR as of PSCell in EN-DC 

	
	

	Summary of change:
	The current requirements allow only one UL in the FR of PSCell in EN-DC.
This means intra-band UL CA with sPcell and UL SCell cannot be supported.

According to TS 38.101-3, there is EN-DC configuration with 2 UL intra-band in band n79:
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The following is included on number of UL CCs in EN-DC:

· up to 1 UL (or 2 UL if SUL is configured) in SCell in the FR of PSCell
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	RRM rerformance for the UE supporting UL intra-band CA may not be guaranteed if configured with also UL SCell in EN-DC.
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----------------------START OF CHANGE----------------------------


3.6.2.2	Number of serving carriers for EN-DC
Requirements for EN-DC operation of E-UTRA and NR with E-UTRA PCell and NR PSCell are applicable for the UE configured with the following number of serving NR CCs:
-	up to 7 NR DL CCs in total, with 1 UL (or 2 UL if SUL is configured) in PSCell, up to 1 UL (or 2 UL if SUL is configured) in SCell in the FR of PSCell and up to 1 UL (or 2 UL if SUL is configured) in SCell in different FR with PSCell.
-	SUL may be configured together with one of the UL
The applicable number of E-UTRA CC for EN-DC in the MCG for both UL and DL is specified in TS 36.133 [15].
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