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<<Unchaged sections skipped>>
<<Start of change>>	Comment by Anritsu: Rel-17 の規格が更新されていないか一応101-bis-e後に確認すること
A.3.9.2.2	Dedicated BWP
Table A.3.9.2.2-1: Downlink BWP patterns for dedicated BWP configuration
	BWP Parameters
	Unit
	Values

	Reference BWP
	
	DLBWP.1.1
	DLBWP.1.2
	DLBWP.1.3

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz

	Note 1:	RBb is the lowest PRB index to guarantee the BWP not fully overlapped with SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.10.
Note 2:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.10.



	BWP Parameters
	Unit
	Values

	Reference BWP
	
	DLBWP.1.1
	DLBWP.1.2
	DLBWP.1.3
	DLBWP.1.4

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2
	0

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	24 for SSB SCS = 120KHz
24 for SSB SCS = 240KHz

	Note 1:	RBb is the lowest PRB index to guarantee the BWP not fully overlapped with SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.10.
Note 2:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.10.



<<Unchaged sections skipped>>
A.3.9.3.2	Dedicated BWP
Table A.3.9.3.2-1: Uplink BWP patterns for dedicated BWP configuration
	BWP Parameters
	Unit
	Values

	Reference BWP
	
	ULBWP.1.1
	ULBWP.1.2
	ULBWP.1.3

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz

	Note 1:	RBb is same as RBb for DLBWP.1.2 as defined in Table A.3.9.2.2-1.
Note 2:	RBa is same as RBa for DLBWP.1.3 as defined in Table A.3.9.2.2-1.



	BWP Parameters
	Unit
	Values

	Reference BWP
	
	ULBWP.1.1
	ULBWP.1.2
	ULBWP.1.3
	ULBWP.1.4

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2
	0

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	24 for SSB SCS = 120KHz
24 for SSB SCS = 240KHz

	Note 1:	RBb is same as RBb for DLBWP.1.2 as defined in Table A.3.9.2.2-1.
Note 2:	RBa is same as RBa for DLBWP.1.3 as defined in Table A.3.9.2.2-1.



<<Unchaged sections skipped>>
A.5.5.1.5	EN-DC Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476355]A.5.5.1.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.5.1-1, A.5.5.1.5.1-2, A.5.5.1.5.1-3 and A.5.5.1.5.1-3A below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.5.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms). In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.5.5.1.5.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.5.1-2: General test parameters for FR2 PSCell for CSI-RS out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1, 2
	
	24

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.14

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.14

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	
	Config 2
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.4 TDD
CCR.3.6 TDD

	
	Config 2
	
	CCR.3.4 TDD
CCR.3.6 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH 
	Config 1
	
	120 KHz

	subcarrier spacing
	Config 2
	
	120 KHz

	CSI-RS for RLM
	Config 1, 2
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	OCNG parameters
	
	OP.2

	CP length	
	
	Normal

	Out of sync 
	DCI format
	
	1-0

	transmission parameters
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	 gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI 
	Config 1
	
	CSI-RS.3.1 TDD

	reporting
	Config 2
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.35

	T3
	s
	0.35

	D1
	s
	0.31

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test. 



Table A.5.5.1.5.1-3: Cell specific test parameters for FR2 for CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	AoA setup
	
	Setup 3 defined in A.3.15

	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 10
	
	Rough
	Rough

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	4
	

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	
0
	Not sent

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR on RLM-RS1
	Config 1, 2
	dB
	2Note 11
	-6Note 11
	-15
	

	SNR on RLM-RS2
	Config 1, 2
	
	Not sent
	2Note 11
	-14
	-15

	

	Config 1, 2
	dBm/
15kHz
	-92.1
	-92.1

	Propagation condition
	
	TDL-A 30ns 75Hz
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.1.5.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6. 
Note 10:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation
Note 11:	This value allows up to 1dB degradation from applied SNR to UE baseband



<<Unchaged sections skipped>>
A.5.5.1.6	EN-DC Radio Link Monitoring In-sync Test for FR2 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476358]A.5.5.1.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.6.1-1, A.5.5.1.6.1-2, and A.5.5.1.6.1-3 below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.6.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. In the test, DRX configuration is not enabled. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.5.5.1.6.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.6.1-2: General test parameters for FR2 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1, 2
	
	24

	TDD 
	Config 1
	
	TDDConf.3.1

	Configuration
	Config 2
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.14

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.14

	RMSI CORESET Reference 
Channel
	Config 1
	
	CR.3.1 TDD

	
	Config 2
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
CCR.3.3 TDD

	
	Config 2
	
	CCR.3.1 TDD
CCR.3.3 TDD

	SSB 
	Config 1
	
	SSB.1 FR2

	Configuration
	Config 2
	
	SSB.1 FR2

	SMTC 
	Config 1
	
	SMTC.1

	Configuration
	Config 2
	
	SMTC.1

	PDSCH/PDCCH 
	Config 1
	
	120 KHz

	subcarrier spacing
	Config 2
	
	120 KHz

	CSI-RS for RLM
	Config 1, 2
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	OCNG parameters
	
	OP.2

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	 TCI.State.2

	TCI configuration for PDCCH#2
	
	 TCI.State.3

	CP length	
	
	Normal

	Out of sync 
	DCI format
	
	1-0

	transmission parameters
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync 
	DCI format
	
	1-0

	transmission parameters
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI 
	Config 1
	
	CSI-RS.3.1 TDD

	reporting
	Config 2
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	0.24

	T4
	s
	0.2

	T5
	s
	0.88

	D1
	s
	0.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.6.1-3: Cell specific test parameters for FR2 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 3 defined in A.3.15

	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 10
	
	Rough
	Rough

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	0
	

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	
	

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	
0
	Not sent

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR on RLM-RS1
	Config 1, 2
	dB
	2Note 11
	-6Note 11
	-15
	-4.5
	2Note 11
	

	SNR on RLM-RS2
	Config 1, 2
	
	Not sent
	2Note 11
	-14
	-15
	-15
	-14

	

	Config 1, 2
	dBm/
15KHz
	-92.1
	-92.1

	Propagation condition
	
	TDL-A 30ns 75Hz
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.5.5.1.6.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 10:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation. 
Note 11:	This value allows up to 1dB degradation from applied SNR to UE baseband



<<Unchaged sections skipped>>
[bookmark: _Toc535476360]A.5.5.1.7	EN-DC Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476361]A.5.5.1.7.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.7.1-1, A.5.5.1.7.1-2, and A.5.5.1.7.1-3 below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.7.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. In the test, DRX configuration is enabled in PSCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.5.5.1.7.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.7.1-2: General test parameters for FR2 PSCell for CSI-RS out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	TDD 
	Config 1
	
	TDDConf.3.1

	Configuration
	Config 2
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	
	Config 2
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.4 TDD
CCR.3.6 TDD

	
	Config 2
	
	CCR.3.4 TDD
CCR.3.6 TDD

	SSB 
	Config 1
	
	SSB.1 FR2

	Configuration
	Config 2
	
	SSB.1 FR2

	SMTC 
	Config 1
	
	SMTC.1

	Configuration
	Config 2
	
	SMTC.1

	PDSCH/PDCCH 
	Config 1
	
	120 KHz

	subcarrier spacing
	Config 2
	
	120 KHz

	CSI-RS for RLM
	Config 1, 2
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Out of sync 
	DCI format
	
	1-0

	transmission parameters
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.3

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI 
	Config 1
	
	CSI-RS.3.1 TDD

	reporting
	Config 2
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	1.28

	T3
	s
	1.28

	D1
	s
	1.24

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.7.1-3: Cell specific test parameters for FR2 for CSI-RS out-of-sync radio link monitoring in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beamsNote 10
	
	Rough

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	
0

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS1
	Config 1, 2
	dB
	2Note 11
	-6Note 11
	-15

	SNR on RLM-RS2
	Config 1, 2
	
	2Note 11
	-14
	-15

	

	Config 1
	dBm/15KHz
	-104.7

	
	Config 2
	
	-104.7

	Propagation condition
	
	DL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.5.5.1.7.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 10:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 11:	This value allows up to 1dB degradation from applied SNR to UE baseband.



<<Unchaged sections skipped>>
[bookmark: _Toc535476363]A.5.5.1.8	EN-DC Radio Link Monitoring In-sync Test for FR2 PSCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476364]A.5.5.1.8.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.8.1-1, A.5.5.1.8.1-2, A.5.5.1.8.1-3 and A.5.5.1.8.1-3A below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the NR PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.8.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms). In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.5.5.1.8.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.8.1-2: General test parameters for FR2 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	
	Config 2
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
CCR.3.3 TDD

	
	Config 2
	
	CCR.3.1 TDD
CCR.3.3 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH 
	Config 1
	
	120 KHz

	subcarrier spacing
	Config 2
	
	120 KHz

	CSI-RS for RLM
	Config 1, 2
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	CI.State.3

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Out of sync 
	DCI format
	
	1-0

	transmission parameters
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission 
	DCI format
	
	1-0

	parameters
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.3

	Gap pattern ID 
	
	gp0

	v
	
	

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI 
	Config 1
	
	CSI-RS.3.1 TDD

	reporting
	Config 2
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.64

	T4
	s
	0.2

	T5
	s
	1.88

	D1
	s
	1.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



Table A.5.5.1.8.1-3: Cell specific test parameters for FR2 for CSI-RS in-sync radio link monitoring in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beamsNote 10
	
	Rough

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	
0

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS1
	Config 1, 2
	dB
	2Note 11
	-6Note 11
	-15
	-4.5
	2Note 11

	SNR on RLM-RS2
	Config 1, 2
	dB
	2Note 11
	-14
	-15
	-15
	-14

	

	Config 1, 2
	dBm/15KHz
	-104.7

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 2 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.5.5.1.8.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 10:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.
Note 11:	This value allows up to 1dB degradation from applied SNR to UE baseband



<<Unchaged sections skipped>>
A.7.5.1.5	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476709]A.7.5.1.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when no DRX is used. This test will partly verify the FR2 PCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.7.5.1.5.1-1, A.7.5.1.5.1-2, A.7.5.1.5.1-3 and A.7.5.1.5.1-4 below. There is one cell, cell 1 which is the PCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.5.1.5.1-1 shows the variation of the downlink SNR in the PCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 10 ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.7.5.1.5.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth



Table A.7.5.1.5.1-2: General test parameters for FR2 PCell for CSI-RS out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1
	
	24

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.14

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.14

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.4 TDD
CCR.3.6 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	OCNG parameters
	
	OP.2

	CP length
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	*gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.35

	T3
	s
	0.35

	D1
	s
	0.31

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.7.5.1.5.1-3: Cell specific test parameters for FR2 for CSI-RS out-of-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	AoA setup
	
	Setup 3 defined in A.3.15

	
	
	AoA1
	AoA2

	Assumption for UE beams Note 10
	
	Rough
	Rough

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	4
	Not sent

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	0
	

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	
	

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR on RLM-RS1
	Config 1
	dB
	2Note 11
	-6Note 11
	-15
	

	SNR on RLM-RS2
	Config 1
	
	Not sent
	2Note 11
	-14
	-15

	

	Config 1
	dBm/
15kHz
	-92.1
	-92.1

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.5.1.5.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 10:	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.
Note 11:	This value allows up to 1dB degradation from applied SNR to UE baseband



<<Unchaged sections skipped>>
[bookmark: _Toc535476711]A.7.5.1.6	Radio Link Monitoring In-sync Test for FR2 PCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476712]A.7.5.1.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when no DRX is used. This test will partly verify the FR2 PCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.7.5.1.6.1-1, A.7.5.1.6.1-2 and A.7.5.1.6.1-3 below. There is one cells, cell 1which is the PCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.5.1.6.1-1 shows the variation of the downlink SNR in the PCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 10 ms. In the test, DRX configuration is not enabled. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.7.5.1.6.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth



Table A.7.5.1.6.1-2: General test parameters for FR2 PCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1
	
	24

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.14

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.14

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
CCR.3.3 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	 TCI.State.3

	OCNG parameters
	
	OP.2

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	0.24

	T4
	s
	0.2

	T5
	s
	0.88

	D1
	s
	0.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.7.5.1.6.1-3: Cell specific test parameters for FR2 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 3 defined in A.3.15

	
	
	AoA1
	AoA2

	Assumption for UE beams Note 10
	
	Rough
	Rough

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	4
	Not sent

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	0
	

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	
	

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	
	

	SNR on RLM-RS1
	Config 1
	dB
	2Note 11
	-6Note 11
	-15
	-4.5
	2Note 11
	

	SNR on RLM-RS2
	Config 1
	
	Not sent
	2Note 11
	-14
	-15
	-15
	-14

	

	Config 1
	dBm/
15KHz
	-92.1
	-92.1

	Propagation condition
	
	TDL-C 300ns 100Hz
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.5.1.6.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 10: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.
Note 11:	This value allows up to 1dB degradation from applied SNR to UE baseband.



<<Unchaged sections skipped>>
[bookmark: _Toc535476714]A.7.5.1.7	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476715]A.7.5.1.7.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when DRX is used. This test will partly verify the FR2 PCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.7.5.1.7.1-1, A.7.5.1.7.1-2, and A.7.5.1.7.1-3 below. There is one cell, cell 1 is the PCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.5.1.7.1-1 shows the variation of the downlink SNR in the PCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 10 ms. In the test, DRX configuration is enabled in PCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.7.5.1.7.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth



Table A.7.5.1.7.1-2: General test parameters for FR2 PCell for CSI-RS out-of-sync testing in DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.4 TDD
CCR.3.6 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	 TCI.State.3

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.3

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	1.28

	T3
	s
	1.28

	D1
	s
	1.24

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.7.5.1.7.1-3: Cell specific test parameters for FR2 for CSI-RS out-of-sync radio link monitoring in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3

	AoA setup
	dB
	Setup 1 defined in A.3.15

	Assumption for UE beams Note 10
	
	Rough

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	0

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS1
	Config 1
	dB
	2Note 11
	-6Note 11
	-15

	SNR on RLM-RS2
	Config 1
	dB
	2Note 11
	-14
	-15

	

	Config 1
	dBm/15KHz
	-104.7

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.5.1.7.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is specified in clause A.3.6.
Note 10:	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.
Note 11:	This value allows up to 1dB degradation from applied SNR to UE baseband.



<<Unchaged sections skipped>>
[bookmark: _Toc535476717]A.7.5.1.8	Radio Link Monitoring In-sync Test for FR2 PCell configured with CSI-RS-based RLM in DRX mode
[bookmark: _Toc535476718]A.7.5.1.8.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when DRX is used. This test will partly verify the FR2 PCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.7.5.1.8.1-1, A.7.5.1.8.1-2, A.7.5.1.8.1-3 and A.7.5.1.8.1-4 below. There is one cells, cell 1which is the PCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.5.1.8.1-1 shows the variation of the downlink SNR in the PCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 10 ms. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.7.5.1.8.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth



Table A.7.5.1.8.1-2: General test parameters for FR2 PCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.1

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
CCR.3.3 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	 TCI.State.3

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	DRX.3

	Gap pattern ID 
	
	*[gp0]

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	1.64

	T4
	s
	0.2

	T5
	s
	1.88

	D1
	s
	1.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.7.5.1.8.1-3: Cell specific test parameters for FR2 for CSI-RS in-sync radio link monitoring in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	dB
	Setup 1 defined in A.3.15

	Assumption for UE beams Note 10
	
	Rough

	EPRE ratio of PDCCH DMRS to SSSPDCCH_beta
	dB
	4

	EPRE ratio of PDCCH to PDCCH DMRSPDCCH_DMRS_beta
	dB
	

	EPRE ratio of PBCH DMRS to SSSPBCH_beta
	dB
	0

	EPRE ratio of PBCH to PBCH DMRSPSS_beta
	dB
	

	EPRE ratio of PSS to SSSSSS_beta
	dB
	

	EPRE ratio of PDSCH DMRS to SSS PDSCH_beta
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR on RLM-RS1
	Config 1
	dB
	2Note 11
	-6Note 11
	-15
	-4.5
	2Note 11

	SNR on RLM-RS2
	Config 1
	dB
	2Note 11
	-14
	-15
	-15
	-14

	

	Config 1
	dBm/15KHz
	-104.7

	Propagation condition
	
	TDL-C 300ns 100Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.5.1.8.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is A.3.6.
Note 10: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.
Note 11:	This value allows up to 1dB degradation from applied SNR to UE baseband.



<<End of change>>
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