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>>>>>Start of Change 1<<<<<
[bookmark: _Toc5952707][bookmark: _Hlk2700093][bookmark: _Toc5952710][bookmark: _Toc5952714]9.3.4	Inter-frequency cell identification
When measurement gaps are provided, or the UE supports capability of conducting such measurements without gaps, the UE shall be able to identify a new detectable inter frequency cell within Tidentify_inter_without_index if UE is not indicated to report SSB based RRM measurement result with the associated SSB index (reportQuantityRsIndexes or maxNrofRSIndexesToReport is not configured). Otherwise UE shall be able to identify a new detectable inter frequency cell within Tidentify_inter_with_index. The UE shall be able to identify a new detectable inter frequency SS block of an already detected cell within Tidentify_inter_without_index.
Tidentify_inter_without_index = (TPSS/SSS_sync_inter + T SSB_measurement_period_inter) ms
Tidentify_inter_with_index = (TPSS/SSS_sync_inter + T SSB_measurement_period_inter + TSSB_time_index_inter) ms
Where:
	TPSS/SSS_sync_inter: it is the time period used in PSS/SSS detection given in table 9.3.4-1 and table 9.3.4-2.
	TSSB_time_index_inter: it is the time period used to acquire the index of the SSB being measured given in table 9.3.4-3 and table 9.3.4-4.
	TSSB_measurement_period_inter: equal to a measurement period of SSB based measurement given in table 9.3.5-1 and table 9.3.5-2.
Mpss/sss_sync_inter: For a UE supporting FR2 power class 1, Mpss/sss_sync_inter = 64 samples. For a UE supporting FR2 power class 2, Mpss/sss_sync_inter = 40 samples. For a UE supporting FR2 power class 3, Mpss/sss_sync_inter = 40 samples. For a UE supporting FR2 power class 4, Mpss/sss_sync_inter = 40 samples.
MSSB_index_inter: For a UE supporting FR2 power class 1, MSSB_index_inter = 40 samples. For a UE supporting FR2 power class 2, MSSB_index_inter = 24 samples. For a UE supporting FR2 power class 3, MSSB_index_inter = 24 samples. For a UE supporting FR2 power class 4, MSSB_index_inter = 24 samples.
Mmeas_period_inter: For a UE supporting FR2 power class 1, Mmeas_period_inter =64 samples. For a UE supporting FR2 power class 2, Mmeas_period_inter=40 samples. For a UE supporting FR2 power class 3, Mmeas_period_inter =40 samples. For a UE supporting FR2 power class 4, Mmeas_period_inter = 40 samples.
	CSSFinter: it is a carrier specific scaling factor and is determined according to CSSFwithin_gap,i in clause 9.1.5.2 for measurement conducted within measurement gaps.
Table 9.3.4-1: Time period for PSS/SSS detection, (Frequency range FR1)
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	 Max(600ms, 8  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(600ms, Ceil(8*1.5)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms 
	8  DRX cycle  CSSFinter

	NOTE 1: 	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2: 	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:   In NR-DC mode and NE-DC mode, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the longer DRX cycle bwteen master cell group and secondary cell group.



Table 9.3.4-2: Time period for PSS/SSS detection, (Frequency range FR2)
	Condition NOTE1,2
	TPSS/SSS_sync_inter

	No DRX
	Max(600ms, Mpss/sss_sync_inter  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(600ms, (1.5  Mpss/sss_sync_inter)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Mpss/sss_sync_inter  DRX cycle  CSSFinter

	NOTE 1: 	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2: 	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:   In NR-DC mode and NE-DC mode, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the longer DRX cycle bwteen master cell group and secondary cell group.



Table 9.3.4-3: Time period for time index detection (Frequency range FR1)
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(120ms, 3  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(120ms, Ceil(3  1.5)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	3  DRX cycle  CSSFinter

	NOTE 1: 	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2: 	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:   In NR-DC mode and NE-DC mode, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the longer DRX cycle bwteen master cell group and secondary cell group.



Table 9.3.4-4: Time period for time index detection (Frequency range FR2)
	Condition NOTE1,2
	TSSB_time_index_inter

	No DRX
	Max(200ms, MSSB_index_inter  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(200ms, (1.5  MSSB_index_inter)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	MSSB_index_inter  DRX cycle  CSSFinter

	NOTE 1: 	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2: 	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:   In NR-DC mode and NE-DC mode, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the longer DRX cycle bwteen master cell group and secondary cell group.


>>>>>End of Change 1<<<<<
>>>>>Start of Change 2<<<<<
9.3.5	Inter-frequency measurements
When measurement gaps are provided for inter frequency measurements, or the UE supports capability of conducting such measurements without gaps, the UE physical layer shall be capable of reporting SS-RSRP, SS-RSRQ and SS-SINR measurements to higher layers with measurement accuracy as specified in sub-clauses 10.1.4, 10.1.5, 10.1.9, 10.1.10, 10.1.14 and 10.1.15, respectively,  as shown in table 9.3.5-1 and 9.3.5-2:
Table 9.3.5-1: Measurement period for inter-frequency measurements with gaps (Frequency FR1)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	Max(200ms, 8  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(200ms, Ceil(8  1.5)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	8  DRX cycle  CSSFinter

	NOTE 1: 	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2: 	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:   In NR-DC mode and NE-DC mode, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the longer DRX cycle bwteen master cell group and secondary cell group.



Table 9.3.5-2: Measurement period for inter-frequency measurements with gaps (Frequency FR2)
	Condition NOTE1,2
	T SSB_measurement_period_inter

	No DRX
	Max(400ms, Mmeas_period_inter  Max(MGRP, SMTC period))  CSSFinter

	DRX cycle ≤ 320ms
	Max(400ms, (1.5  Mmeas_period_inter)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter

	DRX cycle > 320ms
	Mmeas_period_inter  DRX cycle  CSSFinter

	NOTE 1: 	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1
NOTE 2: 	In EN-DC operation, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the secondary cell group. The DRX cycle is the DRX cycle of the secondary cell group.
NOTE 3:   In NR-DC mode and NE-DC mode, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the longer DRX cycle bwteen master cell group and secondary cell group.



>>>>>End of Change 2<<<<<

>>>>>Start of Change 3<<<<<
9.4.2.3	Requirements when DRX is used
When DRX is in use and measurement gaps are configured, the UE shall be able to identify a new detectable E-UTRAN FDD cell within TIdentify, E-UTRAN FDD specified in Table 9.4.2.3-1. In NE-DC mode, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the longer DRX cycle bwteen master cell group and secondary cell group.
Table 9.4.2.3-1: Requirement to identify a newly detectable E-UTRAN FDD cell
	DRX cycle length (s)
	TIdentify, E-UTRAN FDD (s) (DRX cycles)

	
	Gap period = 40 ms, 20 ms
	Gap period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.2.2 apply
	Non-DRX requirements in clause 9.4.2.2 apply

	0.256
	5.12* CSSFinterRAT (20*CSSFinterRAT)
	7.68* CSSFinterRAT (30*CSSFinterRAT)

	0.32
	6.4* CSSFinterRAT (20*CSSFinterRAT)
	7.68* CSSFinterRAT (24*CSSFinterRAT)

	0.32< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT)
	Note1 (20*CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.2.2.



When DRX is in use, the UE shall be capable of performing NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements of at least 4 identified E-UTRAN FDD cells per E-UTRA FDD frequency layer during each layer 1 measurement period, for up to 7 E-UTRA FDD carrier frequency layers, and the UE physical layer shall be capable of reporting NR – E-UTRAN FDD RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure, E-UTRAN FDD specified in Table 9.4.2.3-2.
Table 9.4.2.3-2: Requirement to measure E-UTRAN FDD cells
	DRX cycle length (s)
	Tmeasure, E-UTRAN FDD (s) (DRX cycles) 

	≤0.08
	Non-DRX requirements in clause 9.4.2.2 apply

	0.08< DRX-cycle ≤10.24
	Note1 (5* CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.2.2.



If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN FDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN FDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN FDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.
>>>>>End of Change 3<<<<<
>>>>>Start of Change 4<<<<<
9.4.3.3	Requirements when DRX is used
When DRX is in use and measurement gaps are configured, the UE shall be able to identify a new detectable E-UTRAN TDD cell within TIdentify, E-UTRAN TDD specified in Table 9.4.3.3-1. In NE-DC mode, the parameters, timers and scheduling requests referred to in clause 3.6.1 are for the longer DRX cycle bwteen master cell group and secondary cell group.
Table 9.4.3.3-1: Requirement to identify a newly detectable E-UTRAN TDD cell
	DRX cycle length (s)
	TIdentify, E-UTRAN TDD (s) (DRX cycles)

	
	Gap period = 40 ms, 20 ms
	Gap period = 80 ms

	≤0.16
	Non-DRX requirements in clause 9.4.3.2 apply
	Non-DRX requirements in clause 9.4.3.2 apply

	0.256
	5.12* CSSFinterRAT (20*CSSFinterRAT)
	7.68* CSSFinterRAT (30*CSSFinterRAT)

	0.32
	6.4* CSSFinterRAT (20*CSSFinterRAT)
	7.68* CSSFinterRAT (24*CSSFinterRAT)

	0.32< DRX-cycle ≤10.24
	Note1 (20*CSSFinterRAT)
	Note1 (20*CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	 CSSFinterRAT is as defined in clause 9.4.3.2.



When DRX is in use, the UE shall be capable of performing NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements of at least 4 identified E-UTRAN TDD cells per E-UTRA TDD frequency layer during each layer 1 measurement period, for up to 7 E-UTRA TDD carrier frequency layers, and the UE physical layer shall be capable of reporting NR – E-UTRAN TDD RSRP, RSRQ, and RS-SINR measurements to higher layers with the measurement period Tmeasure, E-UTRAN TDD specified in Table 9.4.3.3-2.
Table 9.4.3.3-2: Requirement to measure E-UTRAN TDD cells
	DRX cycle length (s)
	Tmeasure, E-UTRAN TDD (s) (DRX cycles)

	≤0.08
	Non-DRX Requirements in clause 9.4.3.2 apply

	0.128
	For configuration 2 Note3, non-DRX requirements in clause 9.4.3.2 apply,
Otherwise: Note1 (5*CSSFinterRAT)

	0.128<DRX-cycle≤10.24
	Note1 (5*CSSFinterRAT)

	NOTE 1:	The time depends on the DRX cycle length.
NOTE 2:	CSSFinterRAT is as defined in clause 9.4.3.2.
NOTE 3:	See Table 9.4.3.2-1.



If higher layer filtering is used, an additional cell identification delay can be expected.
The NR – E-UTRAN TDD RSRP measurement accuracy for all measured cells shall be as specified in clause 10.2.2. The NR – E-UTRAN TDD RSRQ measurement accuracy for all measured cells shall be as specified in clause 10.2.3. The NR – E-UTRAN TDD RS-SINR measurement accuracy for all measured cells shall be as specified in clause 10.2.5.
>>>>>End of Change 4<<<<<

