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1	Overall description
RAN4 would like to thank RAN2 for their LS in R2-2201711informing RAN4 about the RAN2 agreements on UE behaviour when UE is configured to perform RLM/BFD while SCG is deactivated.
RAN4 would like to inform RAN2 that RAN4 has decided to introduce the new parameter measCyclePSCell for deactivated SCG. RAN4 recommends the value ranges of the measCyclePSCell are 160ms,256ms,320ms,512ms,640ms,1024ms,1280ms.
RAN4 respectfully asks RAN2 to provide responses to the following 2 questions regarding the UE behaviour:
1. Question1: Whether the UE will continue RLM/BFD measurements after the UE has sent SCG failure message to MCG and until the new PSCell is reconfigured by the MCG?
2. Question2: From RAN2 perspective whether the UE is expected to perform beam failure recovery after the beam failure is detected on the deactivated SCG?

2	Actions
To RAN2
ACTION: 	
1. RAN4 kindly requests RAN2 to introduce the new parameter measCyclePSCell and the recommended value ranges.
2. RAN4 kindly requests RAN2 to provide answers to the two questions mentioned in the LS.
3	Dates of next TSG RAN WG 4 meetings
TSG-RAN WG4 Meeting #103-e 	    May 16-27, 2022, Electronic Meeting
TSG-RAN WG4 Meeting #104	    August 22-26, 2022, Toulouse, France
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