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0. Introduction
This contribution updates the RAN4 UE feature list for Rel-17 NR agreed in RAN4#101-bis-e meeting.

14. NR_pos_enh

	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	14. NR_pos_enh
	14-1
	per-FR MG for PRS measurement
	Capability of supporting per-FR MG for PRS measurement
	Rel-15 per-FR gap (independentGapConfig)
	yes
	no
	
	Per UE
	No
	No
	N/A
	
	Optional with capability signalling

	14
NR_pos_enh
	14-2
	PRS measurement for reduced sample in RRC_inactive state
	Capability of supporting reduced number of samples (M=1) for PRS measurement in RRC_inactive state
	[27-17]
	no
	
	The reduced number of  samples (M=1) for PRS measurement in RRC_inactive state cannot be supported. The UE is assumed to support M=4 only.
	Per UE
	No
	No
	N/A
	
	Optional with capability signaling

	14. NR_pos_enh
	14-3
	PRS measurement without MG
	Capability for the threshold used to be compared against with the Rx timing difference to determine whether the PRS from the non-serving cell satisfy the condition of PRS measurement outside MG.
	[27-3-2]
	yes
	
	
	Per UE
	No
	No
	N/A
	The candidate threshold values: [CP length, half of the symbol, half of slot, 1ms]
	Optional with capability signaling




1. Reference
R4-2202400	Rel-17 UE feature list, CMCC
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