

	
3GPP TSG-RAN4 Meeting #102-e	R4-2204695
Electronic meeting, Feb. 21st – Mar. 4th, 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.133
	CR
	dCR
	rev
	-
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Draft CR to TS38.133 Corrections on L1-SINR requirement (Rel-17)

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R4

	
	

	Work item code:
	NR_eMIMO-Core
	
	Date:
	2022-2-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	· Clause number of Rel-16 L1-SINR requirement are not updated in Rel-17 spec.

	
	

	Summary of change:
	· Modification on L1-SINR requirement in TS38.133, based on CR R4-2100934. Clause number are updated in Rel-17 spec.

	
	

	Consequences if not approved:
	· The requirement of L1-SINR requirement in TS38.133 is imcomplete in Rel-17 spec. Rel-16 and Rel-17 spec are inconsistent.

	
	

	Clauses affected:
	· 9.8.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	The 1st version


Page 1



==========================Start of first change =============================
9.8.3	Measurement Reporting Requirements
The UE shall send L1-SINR reports only for report configurations configured for the active BWP.
The UE shall report the L1-SINR value as a 7-bit value in the range [-23, 40] dB with 0.5dB step size if nrofReportedRS is configured to one. If nrofReportedRS is configured to be larger than one, or if groupBasedBeamReporting is enabled, the UE shall use differential L1-SINR based reporting. The differential L1-SINR is quantized to a 4-bit value with 1dB step size. The mapping between the reported L1-SINR value and the measured quantity is described in 10.1.16.
9.8.3.1	Periodic Reporting
Reported L1-SINR measurements contained in periodic L1-SINR measurement reports shall meet the requirements in clauses 10.1.x 27 for FR1 and 10.1.x 28 for FR2, respectively.
The UE shall transmit the periodic L1-SINR reporting on PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26].
9.8.3.2	Semi-Persistent Reporting
Reported L1-SINR measurements contained in a Semi-Persistent L1-SINR measurement report shall meet the requirements in clauses 10.1.x 27 for FR1 and 10.1.x 28 for FR2, respectively. This requirement applies for semi-persistent L1-SINR reports send on PUSCH or PUCCH.
The UE shall only send semi-persistent L1-SINR measurement reports on PUSCH, if a DCI for triggering report has been received.
The UE shall only send semi-persistent L1-SINR measurement reports on PUCCH, if an activation command as described in clause 6.1.3.16 in TS38.321 [7] has been received.
The UE shall transmit the semi-persistent L1-SINR reporting on PUSCH or PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26].
9.8.3.3	Aperiodic Reporting
Reported L1-SINR measurements contained in aperiodic triggered, aperiodic triggered periodic and aperiodic triggered semi-persistent L1-SINR reports shall meet the requirements in clauses 10.1.x 27 for FR1 and 10.1.x 28 for FR2, respectively.
The UE shall only send aperiodic L1-SINR measurement reports, if a DCI for triggering report has been received.
After the UE receives CSI request in DCI, the UE shall transmit the aperiodic L1-SINR reporting on PUSCH over the air interface at the time specified according to clause 5.2.1.4 in TS 38.214 [26].
==========================End of first change =============================

