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<Start of Change>
[bookmark: _Toc45888147][bookmark: _Toc45888746][bookmark: _Toc61367391][bookmark: _Toc61372774][bookmark: _Toc68230715][bookmark: _Toc69084128][bookmark: _Toc75467138][bookmark: _Toc76509160][bookmark: _Toc76718150][bookmark: _Toc83580460][bookmark: _Toc84404969][bookmark: _Toc84413578]6.2E.1.2	UE maximum output power for V2X con-current operation
For the inter-band con-current NR V2X operation, the maximum output power is specified in Table 6.2E.1.21-1. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.2-1: NR V2X UE Power Class for inter-band con-current combination (two bands)
	NR V2X con-current operating band Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	V2X_n39A-n47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n40A-n47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n41A-n47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n71A-n47A
	
	
	
	
	23
	+2/-34
	
	

	V2X_n78A-n47A
	
	
	
	
	23
	+2/-32
	
	

	V2X_n79A-n47A
	
	
	
	
	23
	+2/-32
	
	

	NOTE 1:	The con-current band combinations are used for NR V2X Service.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 3:	For inter-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	4 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



For the intra-band con-current NR V2X operation, the maximum output power is specified in Table 6.2E.1.2-2. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.2-2: NR V2X UE Power Class for intra-band con-current combination
	NR V2X con-current operating band Configuration
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	V2X_n79B
	
	
	26
	+2/-32
	23
	+2/-32
	
	

	NOTE 1:	The con-current band combinations are used for NR V2X Service.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 3:	For intra-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
NOTE 4:  Power Class 3 is the default power class unless otherwise stated.
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