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1	Introduction 
A new work item to define the OTA test methodology and TRP/TRS requirements for UEs operating in NR FR1 stand-alone and EN-DC within FR1 configurations was approved during the RAN #91 [1] and further revised during RAN #92 [2].  

This contribution provides a text proposal to TS38.161 on the General aspects and is based on the relevant agreements from [3 - 6].  Additionally, the GSM, UTRA, and E-UTRA OTA specification TS37.144 is consulted [7].
2	Text proposal 
<begin text proposal>

[bookmark: _Toc85707132]4	General
[bookmark: _Toc85707133]4.1	Relationship between minimum requirements and test requirements
The Minimum Requirements given in this specification make no allowance for measurement uncertainty. The test specification in RAN5 will define test tolerances for FR1 TRP TRS. The test tolerances are used to relax the minimum requirements in this specification to create test requirements.
[bookmark: _Toc85707134]4.2	Applicability of minimum requirements
<Editor’s note: Detailed structure of the subclause is TBD. >
4.2.1	General
The minimum requirements apply only to the primary mechanical mode of UE in the environmental conditions specified in Annex C.
4.2.2	UE mechanical modes
The mechanical modes of a device under test (DUT) are declared by the manufacturer. A DUT shall have at least one mechanical mode. If only one mode is supported, then this is defined as the primary.


<end text proposal>
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