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<<< Start of changed sections >>>
[bookmark: _Toc29801673][bookmark: _Toc29802097][bookmark: _Toc29802722][bookmark: _Toc36107464][bookmark: _Toc37251223][bookmark: _Toc45888002][bookmark: _Toc45888601][bookmark: _Toc61367241][bookmark: _Toc61372624][bookmark: _Toc68230564][bookmark: _Toc69083977][bookmark: _Toc75466983][bookmark: _Toc76509005][bookmark: _Toc76717995][bookmark: _Toc83580305][bookmark: _Toc84404814][bookmark: _Toc84413423]5.2A.1	Intra-band CA
NR intra-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1 and Table 5.2A.1-2, where all operating bands are within FR1.
Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1
	n1

	CA_n2
	n2

	CA_n5
	n5

	CA_n7
	n7

	CA_n25
	n25

	CA_n40
	n40

	CA_n41
	n41

	CA_n46
	n46

	CA_n48
	n48

	CA_n66
	n66

	CA_n71
	n71

	CA_n77
	n77

	CA_n78
	n78

	CA_n79
	n79

	CA_n96
	n96

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers for TDD combinations.



Table 5.2A.1-2: Intra-band non-contiguous CA operating bands in FR1
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n1(*)
	n1

	CA_n3(*)
	n3

	CA_n5(*)
	n5

	CA_n7(*)
	n7

	CA_n12(*)
	n12

	CA_n25(*)
	n25

	CA_n41(*)
	n41

	CA_n48(*)
	n48

	CA_n66(*)
	n66

	CA_n71(*)
	n71

	CA_n77(*)
	n77

	CA_n78(*)
	n78

	CA_n96(*)
	n96

	NOTE 1:	The minimum requirements only apply for non simultaneous Tx/Rx between all carriers for TDD combinations.
[bookmark: _Hlk34152838]NOTE 2:	The notation CA_nX(*) in this table indicates intra-band non-contiguous CA for band nX. The configurations for each band are in 5.5A.2. 
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