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	This draft CR introduces following update related to NR-U Rel-16:


1) Addition of clarifications that there are no requirements for BS type 1-O for band n46, n96 and n102.

Note: This draft CR is category F, as compare to CR to Rel-16 Cat. F R4-2205200 includes on top of that also new band n102 that is introducing to Rel-17.
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	1) Clarification in clause 6.2.1 that there are no requirements specified for BS type 1-O for n46, n96 and n102.
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<Start of proposed changes>
[bookmark: _Toc21102630][bookmark: _Toc29810479][bookmark: _Toc36635831][bookmark: _Toc37272777][bookmark: _Toc45885854][bookmark: _Toc53182963][bookmark: _Toc58915630][bookmark: _Toc66700777][bookmark: _Toc68696932][bookmark: _Toc74927854][bookmark: _Toc76114953][bookmark: _Toc76544360][bookmark: _Toc82541177][bookmark: _Toc89951824]6	Radiated transmitter characteristics
[bookmark: _Toc21102631][bookmark: _Toc29810480][bookmark: _Toc36635832][bookmark: _Toc37272778][bookmark: _Toc45885855][bookmark: _Toc53182964][bookmark: _Toc58915631][bookmark: _Toc66700778][bookmark: _Toc68696933][bookmark: _Toc74927855][bookmark: _Toc76114954][bookmark: _Toc76544361][bookmark: _Toc82541178][bookmark: _Toc89951825]6.1	General
General test conditions for transmitter tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.
If beams have been declared equivalent and parallel (D.13, D.14), only a representative beam is necessary to be tested to demonstrate conformance.
[bookmark: _Toc21102632][bookmark: _Toc29810481][bookmark: _Toc36635833][bookmark: _Toc37272779][bookmark: _Toc45885856][bookmark: _Toc53182965][bookmark: _Toc58915632][bookmark: _Toc66700779][bookmark: _Toc68696934][bookmark: _Toc74927856][bookmark: _Toc76114955][bookmark: _Toc76544362][bookmark: _Toc82541179][bookmark: _Toc89951826]6.2	Radiated transmit power
[bookmark: _Toc21102633][bookmark: _Toc29810482][bookmark: _Toc36635834][bookmark: _Toc37272780][bookmark: _Toc45885857][bookmark: _Toc53182966][bookmark: _Toc58915633][bookmark: _Toc66700780][bookmark: _Toc68696935][bookmark: _Toc74927857][bookmark: _Toc76114956][bookmark: _Toc76544363][bookmark: _Toc82541180][bookmark: _Toc89951827]6.2.1	Definition and applicability
Radiated transmit power is defined as the EIRP level for a declared beam at a specific beam peak direction.
For each declared beam, the requirement is based on declarations captured in clause 4.6 for a beam identifier (D.3), reference beam direction pair (D.8), rated beam EIRP (D.11) at the beam's reference direction pair, OTA peak directions set (D.9), the beam direction pairs at the maximum steering directions (D.10) and their associated rated beam EIRP and beamwidth(s) for reference beam direction pair and maximum steering directions (D.12).
For a declared beam identifier and beam direction pair, the rated beam EIRP level is the maximum power that the BS is declared to radiate at the associated beam peak direction during the transmitter ON period.
For each beam peak direction associated with a beam direction pair within the OTA peak directions set, a specific rated beam EIRP level may be claimed. Any claimed value shall be met within the accuracy requirement as described below. Rated beam EIRP is only required to be declared for the beam direction pairs subject to conformance testing as detailed in clause 6.2.4.1.
NOTE 1:	The OTA peak directions set for a beam is the complete continuous or discrete set of all beam direction for which the EIRP accuracy is intended to be achieved for the beam.
NOTE 2:	A beam direction pair consists of a beam centre direction and an associated beam peak direction.
NOTE 3:	A declared EIRP value is a value provided by the manufacturer for verification according to the conformance specification declaration requirements, whereas a claimed EIRP value is provided by the manufacturer to the equipment user for normal operation of the equipment and is not subject to formal conformance testing.
For operating bands where the supported fractional bandwidth (FBW) is larger than 6%, two rated carrier EIRP may be declared by manufacturer:
-	Prated,c,FBWlow for lower supported frequency range, and
-	Prated,c,FBWhigh for higher supported frequency range.
For frequencies in between FFBWlow and FFBWhigh the rated carrier EIRP is:
-	Prated,c,FBWlow, for the carrier whose carrier frequency is within frequency range FFBWlow ≤ f < (FFBWlow +FFBWhigh) / 2,
-	Prated,c,FBWhigh, for the carrier whose carrier frequency is within frequency range (FFBWlow +FFBWhigh) / 2 ≤ f ≤FFBWhigh.
Radiated transmit power is directional requirement applicable to BS type 1-H, BS type 1-O and BS type 2-O.
For BS Type 1-H, for operation with shared spectrum channel access operation, the BS may have to comply with the applicable BS power limits established regionally, when deployed in regions where those limits apply and under the conditions declared by the manufacturer.

For BS type 1-O there is no requirement specified for bands n46, n96 and n102. 
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